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	Reason for change:
	In current 36.521-4, the clause number in Table 8.2.1.2-1 is not clear. It may cause misunderstanding when people read it.

	
	

	Summary of change:
	Add clear spec indication to these clause number in Test List column.

	
	

	Consequences if not approved:
	People will keep confusing when reading 36.521-4.

	
	

	Clauses affected:
	8.1.2
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	Other specs
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	 Other core specifications	
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	affected:
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	 Test specifications
	TS/TR … CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
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	Other comments:
	This CR is the outcome of R5-236031 with 2 revision.

	
	

	This CR's revision history:
	R5-236031r1: After discussion with Huawei, a better way to clear the clause number is change the number from 8.2.1.1/8.3.1.1 which is from 36.102 to 8.2.1.1.1/8.3.1.1.1 which is just coming from RAN5 spec 36.521-4.

R5-236031r2: Correct the wrong clause number from 8.2.1.1.
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Table 8.21.12.2-1: Requirements applicability for optional UE features
	[bookmark: _Hlk136268787]UE feature/capability
	Test list
	Applicability notes

	NTN access (ntn-Connectivity-EPC-r17)
	Clause 8.2.1.1.1 (Test 1, Test 2, Test 3)
	The requirements apply only for UE Category M1

	
	Clause 8.3.1.1.1 (Test 1, Test 2)
	The requirements apply only for UE Category NB1, NB2

	NTN scenario support (ntn-ScenarioSupport-r17)
	Clause 8.2.1.1.1 (Test 1, Test 2, Test 3)
	The requirements apply only for UE Category M1, and only when ntn-ScenarioSupport-r17 is “ngso” or is not included

	
	Clause 8.3.1.1.1 (Test 1, Test 2)
	The requirements apply only for UE Category NB1, NB2, and only when ntn-ScenarioSupport-r17 is “ngso” or is not included

	Operation in coverage enhancement mode A (ce-ModeA-r13)
	Clause 8.2.1.1.1 (Test 1, Test 2)
	The requirements apply only for UE Category M1

	Operation in coverage enhancement mode B (ce-ModeB-r13)
	Clause 8.2.1.1.1 (Test 3)
	The requirements apply only for UE Category M1

	Note:	For UE supports NTN access (ntn-Connectivity-EPC-r17), the requirements in TS36.101[7] Clause 8 and Clause 9 also applies to UE according to the UE category and capability
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