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[Start of change]
[bookmark: _Toc146636652]4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The tested bands selection criteria given in Table 4.0-2 apply. The tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 AND NOT A.4.3.2-1/84 THEN R ELSE N/A

	C001b	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 THEN R ELSE N/A

	C001c	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.1-2/2e OR A.4.3.1-2/12) THEN R ELSE N/A

	…

	C283	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.2-1/124 AND A.4.3.2-1/125 AND A.4.3.2-1/126 THEN R ELSE N/A

	Cxx1	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.2-1/34 AND A.4.3.6-1/41a AND (A.4.3.2-1/42b OR A.4.3.2-1/43b OR A.4.3.2-1/44b) AND A.4.3.6-1/73 THEN R ELSE N/A

	Cxx2	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.2-1/34 AND A.4.3.6-1/41a AND (A.4.3.2-1/42b OR A.4.3.2-1/43b OR A.4.3.2-1/44b) AND A.4.3.6-1/74 THEN R ELSE N/A

	Cxx3	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.6-1/63 THEN R ELSE N/A

	Cxx4	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.6-1/63 AND A.4.3.6-1/67 THEN R ELSE N/A

	Cxx5	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.2-1/34 AND A.4.3.6-1/41a AND A.4.3.6-1/68 AND A.4.3.6-1/70 AND A.4.3.6-1/72 THEN R ELSE N/A

	Cxx6	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.6-1/68 AND NOT A.4.3.6-1/70 AND A.4.3.6-1/72 THEN R ELSE N/A

	Cxx7	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.6-1/68 AND A.4.3.6-1/70 AND A.4.3.6-1/72 THEN R ELSE N/A

	Cxx8	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND (A.4.1-4A/3 OR A.4.1-4A/4 OR A.4.1-4A/6) AND A.4.3.2A.1-1/1 AND A.4.3.6-1/68 AND A.4.3.6-1/72 THEN R ELSE N/A

	NOTE 1:	Cxxxx applicability is defined for enhanced type 1 receiver for NR related tests (A.4.3.9-1/1).
NOTE 2:	Cxxxy applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests (A.4.3.2-1/20).
NOTE 3:	Cxxxz applicability is defined for modified MPR behaviour related test (A.4.3.2-1/25).
NOTE 4:	Cxxxw applicability is defined for mpr Power Boost related test (A.4.3.2-1/38).



[Skip unchanged text]
[bookmark: _Toc20936811][bookmark: _Toc36713257][bookmark: _Toc36713660][bookmark: _Toc52217973][bookmark: _Toc58499585][bookmark: _Toc68538442][bookmark: _Toc75510025][bookmark: _Toc90971503][bookmark: _Toc100158411][bookmark: _Toc146636658]4.2	RRM conformance test cases

[bookmark: _Hlk68461152]Table 4.2-1: Applicability of RRM EN-DC FR1 conformance test cases, ref. TS 38.533 [5]
[Skip unchanged text]
[bookmark: _Hlk68461561]Table 4.2-3: Applicability of RRM NR SA FR1 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	6.1
	RRC_IDLE state mobility
	
	
	
	
	

	6.1.1
	NR cell re-selection
	
	
	
	
	

	6.1.1.1
	NR SA FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx

	6.1.1.2
	NR SA FR1-FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx

	…
	
	
	
	
	
	

	6.6.17
	SA event triggered reporting tests with Pre-MG
	
	
	
	
	

	6.6.17.1
	NR SA FR1 event triggered reporting tests with autonomous activation/deactivation Pre-MG
	Rel-17
	C259
	UEs supporting 5GS NR SA FR1, BWP adaptation of at least 2 BWPs, BWP operation without bandwidth restriction, DCI and timer-based active BWP switching delay Type1 or Type2, CSI-RS-based RLM and preconfiguredUE-AutonomousMeasGap-r17
	
	2Rx
4Rx

	6.6.17.2
	NR SA FR1 event triggered reporting tests with pre-configured measurement gaps and network-controlled activation/deactivation
	Rel-17
	C260
	UEs supporting 5GS NR SA FR1, BWP adaptation of at least 2 BWPs, BWP operation without bandwidth restriction, DCI and timer-based active BWP switching delay Type1 or Type2, CSI-RS-based RLM and preconfiguredNW-ControlledMeasGap-r17
	
	2Rx
4Rx

	6.6.18
	SA event triggered reporting tests with concurrent gaps
	
	
	
	
	

	6.6.18.1
	NR SA FR1 event-triggered reporting for concurrent gaps non-overlap with SSB-based measurements in both inter-frequency layers
	Rel-17
	C264
	UEs supporting 5GS NR SA FR1 and more than 1 per-UE measurement gap configurations
	
	2Rx
4Rx

	6.6.18.2
	NR SA FR1 event-triggered reporting for concurrent gaps partially-overlap with SSB-based measurements in both inter-frequency layers
	Rel-17
	C264
	UEs supporting 5GS NR SA FR1 and more than 1 per-UE measurement gap configurations
	
	2Rx
4Rx

	6.6.18.3
	NR SA FR1 NR - E-UTRAN and NR FR1 concurrent event-triggered reporting in non-DRX in FR1
	Rel-17
	C265
	UEs supporting 5GS NR SA FR1 and E-UTRA and more than 1 per-UE measurement gap configurations and the configurations of E-UTRAN measurement objectives associated with more than 1 concurrent measurement gaps
	NOTE 1
	2Rx
4Rx

	6.6.18.4
	NR SA FR1 event triggered reporting tests for PRS and SSB measurement in FR1 without SSB time index detection when DRX is not used
	Rel-17
	C266
	UEs supporting 5GS NR SA FR1 and more than 1 per-UE measurement gap configurations and two independent measurement gap configurations for FR1 and FR2 for PRS measurement
	NOTE 1
	2Rx
4Rx

	6.6.19
	SA event triggered reporting tests with NCSG
	
	
	
	
	

	6.6.19.1
	NR SA FR1 event-triggered reporting tests with NCSG under non-DRX in FR1
	Rel-17
	C253
	UEs supporting 5GS NR SA FR1, CSI-RS-based RLM, BWP operation without bandwidth restriction, NR only NCSG patterns and reporting of NCSG requirement information but don’t support per-FR NCSG
	For sub-test 1
	2Rx
4Rx

	
	
	
	C254
	UEs supporting 5GS NR SA FR1, CSI-RS-based RLM, BWP operation without bandwidth restriction, per-FR NCSG, reporting of NCSG requirement information and NR only NCSG patterns
	For sub-test 2
	2Rx
4Rx

	6.6.19.2
	NR SA FR1 event-triggered reporting tests for FR1 with NCSG for inter-frequency measurement
	Rel-17
	C255
	UEs supporting 5GS NR SA FR1, NR only NCSG patterns and reporting of NCSG requirement information but don’t support per-FR NCSG
	For sub-test 1
	2Rx
4Rx

	
	
	
	C256
	UEs supporting 5GS NR SA FR1, per-FR NCSG, reporting of NCSG requirement information and NR only NCSG patterns
	For sub-test 2
	2Rx
4Rx

	6.6.19.3
	NR SA FR1 NR - E-UTRAN event-triggered reporting in non-DRX in FR1 with NCSG
	Rel-17
	C257
	UEs supporting 5GS NR SA FR1, E-UTRAN, reporting of NCSG requirement information for E-UTRA and NCSG patterns
	
	2Rx
4Rx

	6.6.19.4
	NR SA FR1 Event triggered reporting on SCC with deactivated SCell test with per-UE NCSG under non-DRX
	Rel-17
	C258
	UEs supporting 5GS NR SA FR1, CA (2DL CA), reporting of NCSG requirement information and NR only NCSG patterns
	
	2Rx
4Rx

	6.6.20
	UE Rx-Tx time difference measurement for propagation delay compensation
	
	
	
	
	

	6.6.20.1
	UE Rx-Tx time difference measurement with PRS for RTT-based PDC in FR1 SA
	Rel-17
	C212
	UEs supporting 5GS NR SA FR1 and RTT-based PDC for Rx-Tx measurement with PRS
	
	2Rx

	…
	
	
	
	
	
	



[Skip unchanged text]
Table 4.2-4: Applicability of RRM NR SA FR2 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	7.1
	RRC_IDLE state mobility
	
	
	
	
	

	7.1.1
	NR cell re-selection
	
	
	
	
	

	7.1.1.1
	NR SA FR2 cell re-selection
	FFS
	FFS
	FFS
	
	2Rx

	7.1.1.2
	NR SA FR2-FR2 cell re-selection
	FFS
	FFS
	FFS
	
	2Rx

	…
	
	
	
	
	
	

	7.6.13.2
	 NR SA FR2 UE Rx-Tx time difference measurement for propagation delay compensation using TRS
	Rel-17
	C213
	UEs supporting 5GS NR SA FR2 and RTT-based PDC for Rx-Tx measurement with TRS
	NOTE 1
	2Rx

	7.6.14
	SA event triggered reporting tests with Pre-MG
	
	
	
	
	

	7.6.14.1
	NR SA FR2 Intra-frequency measurement test with SA event triggered reporting tests: with autonomous activation/deactivation of Pre-MG in FR2
	Rel-17
	Cxx1
	UEs supporting 5GS NR SA FR2, BWP adaptation of at least 2 BWPs, BWP operation without bandwidth restriction, DCI and timer-based active BWP switching delay Type1 or Type2, CSI-RS-based RLM and preconfiguredUE-AutonomousMeasGap-r17
	NOTE 1
	2RX

	7.6.14.2
	NR SA FR2 Intra-frequency measurement test with SA event triggered reporting tests: with network-controlled activation/deactivation of Pre-MG in FR2
	Rel-17
	Cxx2
	UEs supporting 5GS NR SA FR2, BWP adaptation of at least 2 BWPs, BWP operation without bandwidth restriction, DCI and timer-based active BWP switching delay Type1 or Type2, CSI-RS-based RLM and preconfiguredNW-ControlledMeasGap-r17
	NOTE 1
	2RX

	7.6.15
	SA event triggered reporting tests with concurrent gaps
	
	
	
	
	

	7.6.15.1
	NR SA FR2 event triggered reporting tests For FR2 with fully non-overlapping concurrent MGs for SSB-based inter-frequency measurements
	Rel-17
	Cxx3
	UEs supporting 5GS NR SA FR2 and more than 1 per-UE measurement gap configurations
	NOTE 1
	2RX

	7.6.15.2
	NR SA FR2 event triggered reporting tests For FR2 with concurrent measurement gaps without SSB time index detection when DRX is not used (PCell in FR2)
	Rel-17
	Cxx3
	UEs supporting 5GS NR SA FR2 and more than 1 per-UE measurement gap configurations
	NOTE 1
	2RX

	7.6.15.3
	NR SA FR2 event triggered reporting tests for FR2 concurrent gap with partially overlapping scenario for SSB-based measurements and PRS-based measurement
	Rel-17
	Cxx4
	UEs supporting 5GS NR SA FR2 and more than 1 per-UE measurement gap configurations and two independent measurement gap configurations for FR1 and FR2 for PRS measurement
	NOTE 1
	2RX

	7.6.16
	SA event triggered reporting tests with NCSG
	
	
	
	
	

	7.6.16.1
	NR SA FR2 event triggered reporting test with per-UE NCSG under non-DRX
	Rel-17
	Cxx5
	UEs supporting 5GS NR SA FR2, CSI-RS-based RLM, BWP operation without bandwidth restriction, per-FR NCSG, reporting of NCSG requirement information and NR only NCSG patterns
	NOTE 1
	2RX

	7.6.16.2
	NR SA FR2 event triggered reporting tests on inter-frequency measurement with NCSG for FR2 when DRX is not used (PCell in FR2)
	Rel-17
	Cxx6
	UEs supporting 5GS NR SA FR2, reporting of NCSG requirement information and NR only NCSG patterns but not supporting ncsg-MeasGapPerFR-r17
	For sub-test 1
NOTE 1
	2RX

	
	
	
	Cxx7
	UEs supporting 5GS NR SA FR2, per-FR NCSG, reporting of NCSG requirement information and NR only NCSG patterns
	For sub-test 2
NOTE 1
	2RX

	7.6.16.3
	NR SA FR2 Event triggered reporting test on deactivated Scell measurement via NCSG in FR2 in non-DRX
	Rel-17
	Cxx8
	UEs supporting 5GS NR SA FR2, CA (2DL CA), reporting of NCSG requirement information and NR only NCSG patterns
	NOTE 1
	2RX

	7.7
	Measurement performance requirements
	
	
	
	
	

	7.7.1
	SS-RSRP
	
	
	
	
	

	7.7.1.1
	NR SA FR2 SS-RSRP measurement accuracy
	Rel-15
	C006
	UEs supporting 5GS NR SA FR2
	
	2Rx

	…
	
	
	
	
	
	



[End of change]
