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1. Introduction
The purpose of this document is to highlight the changes to 3GPP RAN5 test specifications based on RAN5#102 agreed CRs that may impact current GCF and PTCRB selected test cases. 
The scope of the highlighted changes in this document covers removed test cases, changes to test case clause numbers, changes to test case titles and changes to test case applicability that might have impact on GCF/PTCRB WI/RFT assignments. 
2. Changes to 3GPP RAN5 test specifications
The table below summarizes the changes introduced by approved RAN5#102 CRs to RAN5 test specifications. The source for the changes to test cases in the table is based on the applicability specification of the test cases.
In the table both the prose and the applicability specifications are indicated separated by a "/". For example "38.521-1/38.522" indicates that the prose for the test case is TS 38.521-1 and the associated test case applicability specification is in TS 38.522.
Changes are indicated in columns “Clause (New)” and “Title (New). A title changed to “void” indicates that a test case has been removed.
Note!
The changes listed in this document are limited to changes introduced in RAN5 test specifications. For the case test cases in GCF work items and PTCRB RFTs have been based on RAN5 work plans before the test cases have been completely included in RAN5 test case applicability specifications (TS 34.121-2, TS 34.123-2, TS 34.229-2, TS 36.521-2, TS 36.523-2, TS 36.579-4, TS 37.571-3, TS 38.522, TS 38.523-2 and TS 51.010-2) the GCF work item and PTCRB RFT rapporteurs need to check the latest RAN5 work plans. 
	
TS
	Clause
	Title
	Clause (New)
	Title (New)
	Comment

	34.121-1 / 34.121-2 - UTRA RF/RRM test cases

	No impact

	34.123-1 / 34.123-2 - UTRA protocol test cases

	34.123-1
	8.3.11.1
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success with UEA1/UIA1 and GEA2 ciphering
	
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success with UEA1/UIA1 and GEA3 ciphering
	Test case title updated

	34.123-1
	8.3.11.1a
	nter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success with UEA2/UIA2 and GEA2 ciphering
	
	Void
	Test case removed

	34.229-1 / 34.229-2 - IMS test cases - E-UTRA

	No impact

	34.229-5 / 34.229-2 - IMS test cases - 5GS

	No impact

	36.521-1 / 36.521-2 - E-UTRA RF and performance test cases

	No impact

	[bookmark: _Hlk151723400]36.521-3 / 36.521-2 - E-UTRA RRM / NB-IoT and eMTC NTN RRM test cases

	No impact

	36.521-4 / 36.521-2 - E-UTRA NB-IoT and eMTC NTN RF and performance test cases

	No impact

	36.523-1 / 36.523-2 - E-UTRA protocol test cases

	No impact

	36.579-2 / 36.579-4 - Mission Critical Push To Talk (MCPTT)

	No impact

	36.579-6 / 36.579-4 - Mission Critical Video (MCVideo)

	No impact

	36.579-7 / 36.579-4 - Mission Critical Data (MCData)

	No impact

	37.571-1 / 37.571-3 - UTRA/E- UTRA/EPC UE positioning performance test cases

	No impact

	37.571-2 / 37.571-3 – E-UTRA UE positioning protocol test cases

	No impact

	37.571-2 / 37.571-3 – NR UE positioning protocol test cases

	No impact

	38.521-1 / 38.522– NR FR1 RF test cases

	38.521-1
	6.2H.1.1
	UE maximum output power for intra-band UL contiguous CA with UL MIMO
	
	Void
	Test case removed

	38.521-2 / 38.522 – NR FR2 RF test cases

	No impact

	38.521-3 / 38.522 – EN-DC and NR FR1 + FR2 RF test cases

	No impact

	38.521-4 / 38.522 – EN-DC and NR FR1 + FR2 performance test cases

	38.521-4
	5.2.3.1.16_1
	4Rx FDD FR1 for PDSCH with intra cell inter user interference performance – 2x4 and 4x4 MIMO for both NSA and SA
	
	4Rx FDD FR1 for PDSCH with intra cell inter user interference performance – 2x4 MIMO for both NSA and SA
	Test case title updated

	38.521-5 / 38.522 – NR NTN RF and performance test cases

	38.521-5
	6.4.1
	Frequency error
	6.4.1_1
	Frequency error with GSO ephemeris
	Test case clause and title updated

	38.521-5
	7.8
	Intermodulation characteristics
	7.8.2
	Wide band Intermodulation
	Test case clause and title updated

	[bookmark: _GoBack]38.533 / 38.522 – EN-DC and NR RRM test cases / NR NTN RRM test cases

	38.533
	10.3.1.4
	EN-DC FR1 Radio link monitoring out-of-sync test for PSCell under CCA configured with SSB-based RLM RS in DRX mode
	
	Void
	Test case removed

	38.533
	10.3.1.5
	EN-DC FR1 Radio link monitoring in-sync test for PSCell under CCA configured with SSB-based RLM RS in DRX mode
	
	Void
	Test case removed

	38.523-1 / 38.523-2 - 5GS protocol test cases

	38.523-1
	9.1.14.1
	Paging Early Indication with Subgrouping / RRC_IDLE / lastUsedCellOnly not configured / Subgroup ID selection
	
	Paging Early Indication with Paging Subgrouping Assistance / Registration / provision and deletion of PEIPS assistance information
	Test case title updated

	38.523-1
	8.1.5.9.1
	RACS / UL Message Segment transfer / UECapabilityInformation
	
	UECapabilityInformation / UL segment transfer
	Test case title updated

	51.010-1 / 51-010-2 – GERAN test cases

	51.010-1
	20.22.29a
	Packet Measurement order procedure / Downlink transfer / Normal case/ 3G cell reselection dedicated parameters with GEA2
 and UEA2 ciphering
	
	Void
	Test case removed

	51.010-1
	44.2.5.2.1-1
	Ciphering mode / start ciphering/GEA1
	
	Void
	Test case removed

	51.010-1
	44.2.5.2.1-2
	Ciphering mode / start ciphering/GEA2
	
	Void
	Test case removed

	51.010-1
	46.1.2.1.1-1
	Data transmission in protected mode / GEA1
	
	Void
	Test case removed

	51.010-1
	46.1.2.1.1-2
	Data transmission in protected mode / GEA2
	
	Void
	Test case removed

	51.010-1
	46.1.2.7.3-1
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA1
	
	Void
	Test case removed

	51.010-1
	46.1.2.7.3-2
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA2
	
	Void
	Test case removed

	51.010-1
	46.1.2.7.5-1
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA1
	
	Void
	Test case removed

	51.010-1
	46.1.2.7.5-2
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA2
	
	Void
	Test case removed

	51.010-1
	44.2.5.2.5
	Ciphering mode / Non support of GEA1
	
	Ciphering mode / Non support of GEA1 / Non support of GEA2
	Test case title updated



