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< Unchanged sections omitted >
17.2.1	PRS-RSRPP measurement reporting delay test case for single positioning frequency layer in FR1 SA
< Unchanged sections omitted >
17.2.1.4.2	Test procedure
The test consists of two consecutive time intervals, with duration of T1 and T2. Both cells transmit PRS during T2.The NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message as defined in TS 37.355 [49] shall be provided to the UE during T1. The last slot containing the two messages for the assistance data and location information request is denoted as #n.
The beginning of the time interval T2 shall be aligned with the beginning of the first MG instance containing the PRS resources that is T after slot #n, where T = 50 ms is the maximum processing time of the assistance data and location information request.
1.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [45] clause 4.5. 
< Unchanged sections omitted >
Table 17.2.1.4.3-5: NR-DL-PRS-Info
	Derivation Path: TS 37.355 [49] clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-Info-r16 ::= SEQUENCE {
	
	
	

	  nr-DL-PRS-ResourceSetList-r16 SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF NR-DL-PRS-ResourceSet-r16 {
	1 entry
	
	

	    NR-DL-PRS-ResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-ResourceSetID-r16
	0
	
	

	      dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16 CHOICE {
	
	
	

	        scs15-r16 CHOICE {
	
	
	Config 1 and Config 2

	          n160-r16
	10
	
	

	        }
	
	
	

	        scs30-r16 CHOICE {
	
	
	Config 3

	          n160n320-r16
	1020
	
	

	        }
	
	
	

	      dl-PRS-ResourceRepetitionFactor-r16
	Not present
	
	

	      dl-PRS-ResourceTimeGap-r16
	s1
	
	

	      dl-PRS-NumSymbols-r16
	n4
	
	

	      dl-PRS-MutingOption1-r16 SEQUENCE {
	
	
	

	        dl-prs-MutingBitRepetitionFactor-r16
	Not present
	
	

	        nr-option1-muting-r16 CHOICE {
	
	
	

	          po2-r16
	10
	
	Cell 1

	
	01
	
	Cell 2

	        }
	
	
	

	      }
	
	
	

	      dl-PRS-MutingOption2-r16
	Not present
	
	

	      dl-PRS-ResourcePower-r16
	27
	
	

	      dl-PRS-ResourceList-r16 SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF NR-DL-PRS-Resource-r16 {
	2 entries
	
	

	        NR-DL-PRS-Resource-r16[1] SEQUENCE {
	
	entry 1
	

	          nr-DL-PRS-ResourceID-r16
	0
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n4-r16
	0
	
	

	          }
	
	
	

	          dl-PRS-ResourceSlotOffset-r16
	4
	
	

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	        NR-DL-PRS-Resource-r16[2] SEQUENCE {
	
	entry 2
	

	          nr-DL-PRS-ResourceID-r16
	1
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n4-r16
	0
	
	

	          dl-PRS-ResourceSlotOffset-r16
	4
	
	

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



< Unchanged sections omitted >
17.2.2	PRS-RSRPP measurement reporting delay test case for single positioning frequency layer with reduced number of samples in FR1 SA
< Unchanged sections omitted >
Table 17.2.2.4.3-5: NR-DL-PRS-Info
	Derivation Path: TS 37.355 [49] clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-Info-r16 ::= SEQUENCE {
	
	
	

	  nr-DL-PRS-ResourceSetList-r16 SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF NR-DL-PRS-ResourceSet-r16 {
	1 entry
	
	

	    NR-DL-PRS-ResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-ResourceSetID-r16
	0
	
	

	      dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16 CHOICE {
	
	
	

	        scs15-r16 CHOICE {
	
	
	Config 1 and Config 2

	          n160-r16
	10
	
	

	        }
	
	
	

	        scs30-r16 CHOICE {
	
	
	Config 3

	          n160n320-r16
	1020
	
	

	        }
	
	
	

	      dl-PRS-ResourceRepetitionFactor-r16
	Not present
	
	

	      dl-PRS-ResourceTimeGap-r16
	s1
	
	

	      dl-PRS-NumSymbols-r16
	n4
	
	

	      dl-PRS-MutingOption1-r16 SEQUENCE {
	
	
	

	        dl-prs-MutingBitRepetitionFactor-r16
	Not present
	
	

	        nr-option1-muting-r16 CHOICE {
	
	
	

	          po2-r16
	10
	
	Cell 1

	
	01
	
	Cell 2

	        }
	
	
	

	      }
	
	
	

	      dl-PRS-MutingOption2-r16
	Not present
	
	

	      dl-PRS-ResourcePower-r16
	27
	
	

	      dl-PRS-ResourceList-r16 SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF NR-DL-PRS-Resource-r16 {
	2 entries
	
	

	        NR-DL-PRS-Resource-r16[1] SEQUENCE {
	
	entry 1
	

	          nr-DL-PRS-ResourceID-r16
	0
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n4-r16
	0
	
	

	          }
	
	
	

	          dl-PRS-ResourceSlotOffset-r16
	4
	
	

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	        NR-DL-PRS-Resource-r16[2] SEQUENCE {
	
	entry 2
	

	          nr-DL-PRS-ResourceID-r16
	1
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n4-r16
	0
	
	

	          dl-PRS-ResourceSlotOffset-r16
	4
	
	

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



< Unchanged sections omitted >
17.2.3	PRS-RSRPP measurement reporting delay test case for single positioning frequency layer without measurement gap in FR1 SA
< Unchanged sections omitted >
Table 17.2.3.4.3-7: NR-DL-PRS-Info
	Derivation Path: TS 37.355 [49] clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-Info-r16 ::= SEQUENCE {
	
	
	

	  nr-DL-PRS-ResourceSetList-r16 SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF NR-DL-PRS-ResourceSet-r16 {
	1 entry
	
	

	    NR-DL-PRS-ResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-ResourceSetID-r16
	0
	
	

	      dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16 CHOICE {
	
	
	

	        scs15-r16 CHOICE {
	
	
	Config 1 and Config 2

	          n160-r16
	10
	
	

	        }
	
	
	

	        scs30-r16 CHOICE {
	
	
	Config 3

	          n160n320-r16
	1020
	
	

	        }
	
	
	

	      dl-PRS-ResourceRepetitionFactor-r16
	Not present
	
	

	      dl-PRS-ResourceTimeGap-r16
	s1
	
	

	      dl-PRS-NumSymbols-r16
	n4
	
	

	      dl-PRS-MutingOption1-r16 SEQUENCE {
	
	
	

	        dl-prs-MutingBitRepetitionFactor-r16
	Not present
	
	

	        nr-option1-muting-r16 CHOICE {
	
	
	

	          po2-r16
	10
	
	Cell 1

	
	01
	
	Cell 2

	        }
	
	
	

	      }
	
	
	

	      dl-PRS-MutingOption2-r16
	Not present
	
	

	      dl-PRS-ResourcePower-r16
	27
	
	

	      dl-PRS-ResourceList-r16 SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF NR-DL-PRS-Resource-r16 {
	2 entries
	
	

	        NR-DL-PRS-Resource-r16[1] SEQUENCE {
	
	entry 1
	

	          nr-DL-PRS-ResourceID-r16
	0
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n4-r16
	0
	
	

	          }
	
	
	

	          dl-PRS-ResourceSlotOffset-r16
	4
	
	

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	        NR-DL-PRS-Resource-r16[2] SEQUENCE {
	
	entry 2
	

	          nr-DL-PRS-ResourceID-r16
	1
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n4-r16
	0
	
	

	          dl-PRS-ResourceSlotOffset-r16
	4
	
	

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



