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<Start of Changes>
[bookmark: _Toc27478257][bookmark: _Toc36226972][bookmark: _Toc44324257][bookmark: _Toc52990451][bookmark: _Toc60823654][bookmark: _Toc60825575][bookmark: _Toc69306320][bookmark: _Toc69309985][bookmark: _Toc76020310][bookmark: _Toc83720798]6.5C.2.4.2	UTRA ACLR for SUL
6.5C.2.4.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5C.2.4.2.2	Test applicability
This test applies for network signalling values NS_03U, NS_05U, NS_43U, and NS_100 to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
6.5C.2.4.2.3	Minimum conformance requirements
The minimum conformance requirements specified in Clause 6.5.2.4.2.3 applies to the UE that support SUL operating on the SUL bands.
The normative reference for this requirement is TS 38.101-clause 6.5.2.4.2.
6.5C.2.4.2.4	Test description
Same test description as specified in clause 6.5.2.4.2.4 with following exceptions:
Initial conditions are same as in subclause 6.2C.5.4 with the following exceptions:
-	Only network signalling values NS_03U, NS_05U, NS_43U, and NS_100 with the corresponding SUL band defined in Table 6.2.3.3.1-1 need to perform UTRA ACLR test.
-	Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.6 ensuring Tables 4.6.1-28 with condition SUL AND (RF OR RRM), Tables 4.6.3-14 with condition SUL_SUL for SUL carrier, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL, together with the exceptions as specified in Table 6.5C.2.4.2.4-1
Table 6.5C.2.4.2.4-1: AdditionalSpectrumEmission
	Derivation Path: TS 38.508-1 [5] clause 4.6.3, Table 4.6.3-1 AdditionalSpectrumEmission

	Information Element
	Value/remark
	Comment
	Condition

	AdditionalSpectrumEmission
	3 (NS_03U)
3 (NS_05U)
1 (NS_100)

3 (NS_43U)
	For SUL band n86
For SUL band n84
For SUL band n84 and n86
For SUL band n81
	



6.5C.2.4.2.5	Test requirement
UTRA ACLR requirement is applicable when signalled by the network with network signalling value indicated by the field additionalSpectrumEmission.
The measured UE mean total power in the channel bandwidth on SUL carrier, derived in step 3, shall fulfil requirements in Clause 6.2C.5.5 as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured UTRA ACLR, derived in step 6, shall be higher than the limits in Table 6.5C.2.4.2.5-1.
Table 6.5C.2.4.2.5-1: NR ACLR requirement
	
	Power class 3

	UTRAACLR1
	33 dB - TT

	UTRAACLR2
	36 dB - TT

	NOTE 1:	TT = 0.8 dB 
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