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4.7C.1.6	5G ProSe information elements of UE policies for 5G ProSe usage information reporting
FFS
–	ProSeP Info = {UE policies for 5G ProSe usage information reporting }
Table 4.7C.1.6-1: ProSeP Info = {UE policies for 5G ProSe usage information reporting }
	Derivation Path: TS 24.555[59] Figure 5.7.2.1

	Information Element
	Value/remark
	Comment
	Condition

	ProSeP info type
	‘0101’B
	UE policies
for 5G ProSe usage information reporting
	

	Spare
	‘0000’B
	
	

	Length of ProSeP info contents

	Set to the actual length of ProSeP info contents
	
	

	Validity timer
	'FF FF FF FF FF'O
	5 octets, Expiration UTC time of validity of the UE policies, in seconds since midnight UTC of January 1, 1970 (not counting leap seconds)
	

	Collection period
	‘00’O
	disables generation of usage information reports at the UE
	

	Reporting window
	‘00’O
	disables upload of the usage information reports by the UE
	

	DRRI
	‘00’B
	
	

	DTRI
	‘00’B
	
	

	TTRRI
	‘0’B
	
	

	TIORI
	‘0’B
	
	

	GPRI
	‘0’B
	
	

	LRI
	‘0’B
	
	

	AT
	‘001’B
	IPv4
	

	QRI
	‘0’B
	
	

	RPRI
	‘0’B
	
	

	Spare
	‘000’B
	
	

	5G DDNMF CTF (ADF) address information for uploading the usage information reports
	5G DDNMF address
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