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[bookmark: _Toc92287932][bookmark: _Toc92306333][bookmark: _Toc100443122][bookmark: _Toc146124117]5.3.29	MCX Subscription and Notification
5.3.29.1	Initial conditions
As specified in the test case which calls the procedure in its entirety or refers to parts of it.
Within the context of this procedure, MCX refers to MCPTT, MCVideo or MCData.
5.3.29.2	Definition of system information messages
The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.3.29.3	Procedure
Table 5.3.29.3-1: MCX Subscription and Notification
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Step 1a1 describes behaviour that depends on the E-UTRA RRC state at the time the present procedure is called.
	-
	-
	-
	-

	1a1
	IF in RRC_IDLE state, the E-UTRA/EPC actions which are related to the MCX call establishment described in clause 5.4.3 'MCX CO communication in E-UTRA' take place.
	-
	-
	-
	-

	2
	Check: Does the UE (MCX Client) send a SIP SUBSCRIBE message request? 
	-->
	SIP SUBSCRIBE
	-
	P

	3
	The SS (MCX Server) responds to the SIP SUBSCRIBE message with a SIP 200 (OK) message.
	<--
	SIP 200 (OK)
	-
	-

	4
	The SS (MCX Server) sends a SIP NOTIFY message
	<--
	SIP NOTIFY
	-
	-

	5
	The UE (MCX Client) responds with a SIP 200 (OK) message.
	-->
	SIP 200 (OK)
	-
	-

	6
	SS (MCX Server) releases the E-UTRA connection.
	-
	-
	-
	-

	6
	The SS waits 2 seconds before the SS releases the RRC connection.
(NOTE 1)
	-
	-
	-
	-

	NOTE 1:	The specified wait period of 2s shall ensure that lower layer signalling (TCP) is finished.



5.3.29.4	Specific message contents
All message contents are as specified in clause 5.5 and in the test case calling the procedure, with the following clarifications:
None
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