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This message is sent by the UE.
Table 5.5.2.19.4-1: SIP 480 (Temporarily unavailable)
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"480"
	
	
	

	  Reason-Phrase
	"Temporarily Unavailable"
	
	
	

	Via
	same as received in request message
	
	RFC 3261 [22]
RFC 3581 [55]
	

	From
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in request message
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as received in request message
	
	
	

	  tag
	same value as received in the INVITE or any value  if missing in the INVITE.
	
	
	

	Warning
	
	
	RFC 3261 [22]
	

	  warn-code[1]
	"110399"
	
	
	

	  warn-agent[1]
	any value
	
	
	

	  warn-text[1]
	"110 user declined the call invitation"
	
	
	

	Call-ID
	same value as received in request message
	
	
	

	CSeq
	same value as received in request message
	
	
	

	Content Length
	if present
	
	
	

	  value
	"0"
	No message body included
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