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<Start of changes>
[bookmark: _Toc27478366][bookmark: _Toc36227080]7.3A.1	Reference sensitivity power level for 2DL CA without exception
[bookmark: _Toc27478367][bookmark: _Toc36227081]7.3A.1.1	Test purpose
<skipped unchanged sections>
Table 7.3A.1.5-1: Reference sensitivity requirement for 2DL CA
	Carrier aggregation type
	DL CA configuration
	UL CA configuration

	
	CA_n41C
	-

	
	CA_n48B
	-

	Intra-band contiguous 2DL CA
	CA_n66B
	-

	
	CA_n77C
	-

	
	CA_n78B
	-

	
	CA_n78C
	-

	
	CA_n2(2A)
	-

	
	CA_n48(2A)
	-

	
	CA_n66(2A)
	-

	Intra-band non-contiguous 2DL CA
	CA_n77(2A)
	-

	
	CA_n78(2A)
	-

	
	CA_n71(2A)
	-

	
	CA_n1A-n3A
	

	
	CA_n1A-n8A
	-

	
	CA_n1A-n77A
	-

	
	CA_n1A-n78A
	-

	
	CA_n2A-n5A
	

	
	CA_n2A-n14A
	

	
	CA_n2A-n48A
	-

	
	CA_n2A-n66A
	-

	
	CA_n2A-n77A
	-

	
	CA_n3A-n5A
	

	
	CA_n3A-n8A
	-

	
	CA_n3A-n28A
	-

	
	CA_n3A-n41A
	

	
	CA-n3A-n77A
	-

	Inter-band 2DL CA
	CA_n3A-n78A
	-

	
	CA_n5A-n48A
	

	
	CA_n5A-n66A
	-

	
	CA_n5A-n77A
	-

	
	CA_n5A-n78A
	

	
	CA_n8A-n78A
	-

	
	CA_n14A-n30A
	

	
	CA_n14A-n66A
	

	
	CA_n14A-n77A
	

	
	CA_n20A-n78A
	-

	
	CA_n24A-n41A
	

	
	CA_n24A-n48A
	

	
	CA_n24A-n77A
	

	
	CA_n25A-n77A
	-

	
	CA_n25A-n78A
	-

	
	CA_n28A-n41A
	-

	
	CA_n28A-n77A
	-

	
	CA_n28A-n78A
	-

	
	[bookmark: OLE_LINK252]CA_n28A-n79A
	-

	
	CA_n39A-n41A
	

	
	CA_n41A-n66A (Note 1)
	-

	
	CA_n41A-n71A
	-

	
	CA_n41A-n79A
	-

	
	CA_n48A-n77A
	-

	
	CA_n66A-n70A
	-

	
	CA_n66A-n71A
	-

	
	CA_n66A-n77A
	

	
	CA_n70A-n71A
	-

	
	CA_n71A-n77A
	-

	SDL configuration
	CA_n29A-n66A
	-

	
	CA_n29A-n70A
	-

	
	CA_n29A-n71A (NOTE 1)
	-

	Note 1:	Configuration has sensitivity exceptions according to notes in table 7.3A.1.4.1-2. Other Rx cases shall be tested with reference sensitivity levels defined in Clause 7.3A.1_1
Note 2:	CA_n41A-66A testpoint 1, reference sensitivity requirement is tested in Clause 7.3A.1_1 due to cross band isolation exception specified in Table 7.3A.0.6-3. Other Rx cases using configuration for testpoint 1 shall be tested with reference sensitivity levels defined in Clause 7.3A.1_1.5.



<skipped unchanged sections>
Table 7.3A.2.5-1: Reference sensitivity requirement for 3DL CA
	Carrier aggregation type
	DL CA configuration
	UL CA configuration

	Intra-band non-contiguous 3DL CA
	CA_n48(3A)
	-

	
	CA_n66(3A)
	-

	Inter-band 3DL CA
	CA_n1A-n78C
	

	
	CA_n1A-n78(2A)
	-

	
	CA_n1A-n8A-n78A
	

	
	CA_n1A-n78A-n79A
	-

	
	CA_n1A-n3A-n28A
	-

	
	CA_n1A-n3A-n78A
	-

	
	CA_n1A-n28A-n78A
	-

	
	CA_n2A-n5A-n48A
	

	
	CA_n2A-n5A-n77A
	

	
	CA_n2A-n48A-n66A
	

	
	CA_n2A-n48A-n77A
	

	
	CA_n2A-n66A-n77A
	

	
	CA_n2A-n48(2A)
	

	
	CA_n2A-n48B
	

	
	CA_n2A-n77C
	

	
	CA_n3A-n28A-n41A
	

	
	CA_n3A-n28A-n77A
	

	
	CA_n3A-n28A-n78A
	-

	
	CA_n3A-n77(2A)
	

	
	CA_n5A-n48A-n66A
	

	
	CA_n5A-n48A-n77A
	

	
	CA_n5A-n66A-n77A
	

	
	CA_n5A-n48(2A)
	

	
	CA_n5A-n48B
	

	
	CA_n5A-n77C
	

	
	CA_n25A-n66A-n77A
	-

	
	CA_n25A-n66A-n78A
	-

	
	CA_n26A-n66-n70A
	

	
	CA_n26A-n66(2A)
	

	
	CA_n28A-n41A-n79A
	-

	
	CA_n28A-n77(2A)
	

	
	CA_n41A-n66A-n71A
	

	
	CA_n48A-n66(2A)
	

	
	CA_n48A-n71(2A)
	

	
	CA_n48A-n77C
	

	
	CA_n48B-n66A
	

	
	CA_n48B-n70A
	

	
	CA_n48B-n71A
	

	
	CA_n48B-n77A
	

	
	CA_n48(2A)-n66A
	

	
	CA_n48(2A)-n70A
	

	
	CA_n48(2A)-n71A
	

	
	CA_n48(2A)-n77A
	

	
	CA_n48A-n66A-n70A
	

	
	CA_n48A-n66A-n71A
	

	
	CA_n48A-n66A-n77A
	

	
	CA_n48A-n70A-n71A
	

	
	CA_n66A-n70A-n71A
	-

	
	CA_n66A-n71(2A)
	

	
	CA_n66(2A)-n70A
	-

	
	CA_n66(2A)-n71A
	-

	
	CA_n66B-n70A
	-

	
	CA_n66B-n71A
	-

	
	CA_n66A-n77C
	

	
	CA_n70A-n71A(2A)
	

	SDL configuration
	CA_n29A-n66A-n70A
	-

	
	CA_n29A-n66B
	-

	
	CA_n29A-n66(2A)
	-



<skipped unchanged sections>


7.3A.3	Reference sensitivity power level for 4DL CA
NOTE: Intraband contiguous and 4 band inter-band 4DL CA are FFS

<skipped unchanged sections>
Table 7.3A.3.5-1: Reference sensitivity requirement for 4DL CA
	Carrier aggregation type
	DL CA configuration
	UL CA configuration

	Inter-band 4DL CA
	CA_n1A-n3A-n28A-n78A
	-

	
	CA_n2A-n5A-n77C
	

	
	CA_n2A-n48A-n77C
	

	
	CA_n2A-n66A-n77C
	

	
	CA_n5A-n48A-n77C
	

	
	CA_n5A-n66A-n77C
	

	
	CA_n26A-n66(2A)-n70A
	-

	
	CA_n48A-n66A-n71(2A)
	-

	
	CA_n48A-n66A-n77C
	

	
	CA_n48A-n66(2A)-n70A
	-

	
	CA_n48A-n66(2A)-n71A
	-

	
	CA_n48A-n70A-n71(2A)
	-

	
	CA_n48B-n66A-n70A
	-

	
	CA_n48B-n66A-n71A
	-

	
	CA_n48B-n70A-n71A
	-

	
	CA_n48(2A)-n66A-n70A
	-

	
	CA_n48(2A)-n66A-n71A
	-

	
	CA_n48(2A)-n66(2A)
	-

	
	CA_n48(2A)-n70A-n71A
	-

	
	CA_n48(2A)-n71(2A)
	-

	
	CA_n66A-n70A-n71(2A)
	-

	
	CA_n66B-n70A-n71A
	-

	
	CA_n66(2A)-n70A-n71A
	-

	
	CA_n66(2A)-n71(2A)
	-

	SDL configuration
	CA_n29A-n66B-n70A
	-

	
	CA_n29A-n66(2A)-n70
	-





<End of changes>

