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[Start of change]
Table 4-1: Applicability of tests and additional information for testing
	11
	General tests
	
	
	
	
	
	
	

	11.1.1
	MT-SMS over SGs / Idle mode
	Rel-8
	C22
	UEs supporting E-UTRA and MT SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and UE configured to not use SMS over IP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.2
	MT-SMS over SGs / Active mode
	Rel-8
	C22
	UEs supporting E-UTRA and MT SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and UE configured to not use SMS over IP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.3
	MO-SMS over SGs / Idle mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and UE configured to not use SMS over IP
	pc_eFDD
	
	Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.4
	MO-SMS over SGs / Active mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and UE configured to not use SMS over IP
	pc_eFDD
	
	Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.5
	Multiple MO-SMS over SGs / Idle mode
	Rel-9
(Note 3)
	C164
	UEs supporting E-UTRA and concatenated multiple MO SMS over SGs and UE configured to not use SMS over IP
	pc_eFDD
	
	Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.6
	Multiple MO-SMS over SGs / Active mode
	Rel-9
(Note 3)
	C164
	UEs supporting E-UTRA and concatenated multiple MO SMS over SGs and UE configured to not use SMS over IP
	pc_eFDD
	
	Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.1
	Emergency bearer services / Normal cell / NORMAL-SERVICE / Local Emergency Numbers List sent in the Attach / PDN connect new emergency EPS bearer context / Service request / Emergency PDN disconnect
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD, pc_eTDD, pc_IPv4, pc_IPv6, pb_IPv4_DHCPv4_AAUP
	
	
	

	11.2.2
	Emergency bearer services / Normal cell / LIMITED-SERVICE / Attach / PDN connect
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.3
	Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach / Security mode control procedure without prior authentication / PDN connect / Service request / PDN disconnect / Detach upon UE switched off / Temporary storage of EMM information
	Rel-9
	C71a
	UEs supporting E-UTRA and IMS emergency call and allowed CSG list and manual CSG selection and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.4
	Emergency bearer services / Normal cell / NO-IMSI / Attach / No EPS security context / PDN connect / Service request / Timer T3412 expires
	Rel-9
	C366
	UEs supporting E-UTRA and IMS emergency call and no USIM test execution
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.5
	Emergency bearer services / Normal cell / NORMAL-SERVICE / Local Emergency Numbers List NOT sent in the Attach / PDN connect new emergency EPS bearer context / Authentication SQN code failure - MME aborts authentication continues using current security context / Service request
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.6
	Handling of Local Emergency Numbers List provided during Attach and Normal tracking area update procedures
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.7
	UE has PDN connection for emergency bearer services / Normal tracking area update / Accepted / Local Emergency Numbers List is not sent by the network / Handling of the lists of forbidden tracking areas
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.8
	Attach for emergency bearer services / Rejected / No suitable cells in tracking area / Emergency call using the CS domain / UTRA or GERAN
	Rel-9
	C109a
	UEs supporting E-UTRA and IMS emergency call and establishing the emergency call using the CS domain in UTRA or GERAN and NOT Category M1
	pc_eFDD
	
	1 Execution (Note 2) Either TC 11.2.8 or TC 11.2.8a shall be executed
	Rel-8 UTRA FDD or Rel-8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD or Rel-8 GERAN

	11.2.8a
	Attach for emergency bearer services / Rejected / No suitable cells in tracking area / Emergency call using the CS domain / CDMA2000 1xRTT
	Rel-9
	C172
	UEs supporting E-UTRA and IMS emergency call and establishing the emergency call using the CS domain in 1xRTT and NOT Category M1
	pc_eFDD
	
	Either TC 11.2.8 or TC 11.2.8a shall be executed
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.9
	Void
	
	
	
	
	
	
	

	11.2.10
	LIMITED-SERVICE / EPS does not support IMS Emergency / Emergency call using the CS domain
	Rel-9
	C71b
	UEs supporting E-UTRA and UTRA and IMS emergency call and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.11
	LIMITED-SERVICE / Inter-system mobility / E-UTRA to UTRA CS / SRVCC Emergency Call Handover to UTRAN
	Rel-9
	C139
	UEs supporting E-UTRA and UTRA and SRVCC and IMS emergency call and FGI 27 and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.12
	LIMITED-SERVICE / Inter-system mobility / E-UTRA to GSM CS / SRVCC Emergency Call Handover to GERAN
	Rel-9
	C231
	UEs supporting E-UTRA and GERAN and SRVCC and IMS emergency call and FGI 9 and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.13
	Emergency bearer services / Normal cell / LIMITED-SERVICE / Attach / PDN connect
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	



[End of change]

