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<Start of modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	< Skipped part >

	8.2.2.4
	PSCell Addition, Modification and Release / SCG DRB
	
	
	

	8.2.2.4.1
	PSCell addition, modification and release / SCG DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.4.2
	PSCell addition, modification and release / SCG DRB / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.4.3
	PSCell addition, modification and release / SCG DRB / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.2.4.4
	PSCell addition, modification and release / SCG DRB / EN-DC / UPIP
	Rel-17
	C286
	UEs supporting EN-DC and user plane integrity protection with EPS

	8.2.2.5
	PSCell Addition, Modification and Release / Split DRB
	
	
	

	8.2.2.5.1
	PSCell addition, modification and release / Split DRB / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2.5.2
	PSCell addition, modification and release / Split DRB / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.2.5.3
	PSCell addition, modification and release / Split DRB / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC


<End of modified section>

