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	Added PICS related to uplink TA reporting for NR NTN.
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	Other comments:
	TTCN impact
Secretary to resolve bbb in Table A.4.3.2-1.

	
	

	This CR's revision history:
	R5-241649 is the final version of R5-240984 with below change:
  1. Moved PICS parameter to Table A.4.3.2-1.




<Start of modified section>
[bookmark: _Toc155037842]A.4.3.2	Physical Layer Baseline Implementation Capabilities
Table A.4.3.2-1: UE Physical Layer Baseline Implementation Capabilities
	Item
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support PDSCH reception based on semi-persistent scheduling
	38.306, 4.2.7.10
	Rel-15
	pc_downlinkSPS
	No
	
	

	2
	Support 256QAM for PDSCH for FR1
	38.306, 4.2.7.10
	Rel-15
	pc_pdsch_256QAM_FR1
	CY
	
	Mandatory for non-RedCap UEs and optional for RedCap UEs.

	3
	Support 256QAM for PDSCH for at least one NR FR2 band
	38.306, 4.2.7.2
	Rel-15
	pc_pdsch_256QAM_FR2
	No
	
	

	…
	
	
	
	
	
	
	

	135
	Indicates whether the UE supports partial frequency sounding for SRS with frequency hopping and start RB location hopping.
	38.306, 4.2.7.2
	Rel-17
	pc_srs_startRB_locationHoppingPartial_r17
	No
	
	A UE supporting this feature shall also indicate support of pc_srs_partialFequencySounding_r17 as specified in TS 38.306.

	136
	Indicates whether the UE supports PDCCH search space monitoring occasions in
any symbol of the slot (pdcch-MonitoringAnyOccasions)
	38.306, 4.2.7.5
	Rel-15
	pc_pdcchMonitoringAnyOccasions
	No
	
	

	137
	Indicates whether the UE supports PDCCH search space monitoring occasions in
any symbol of the slot with minimum time separation between two consecutive
transmissions of PDCCH with span (pdcch-MonitoringAnyOccasionsWithSpanGap)
	38.306, 4.2.7.5
	Rel-15
	pc_pdcchMonitoringAnyOccasions_SpanGap
	No
	
	

	bbb
	Support of UE reporting of information related to TA pre-compensation
	38.306, 4.2.7.2
	Rel-17
	pc_uplink_TA_Reporting_r17
	No
	
	UE supports UE reporting of information related to TA pre-compensation.
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