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Table C.2-1 and C.2-2 1a describes the downlink Physical Channels that are required for connection set up.
Table C.2-1: Downlink Physical Channels required
for category M1 connection set-up
	Physical Channel

	PBCH

	SSS 

	PSS

	MPDCCH

	PDSCH



Table C.2-21a: Downlink Physical Channels required
for category NB1 and NB2 connection set-up
	Physical Channel

	NPBCH

	NSSS

	NPSS

	NPDCCH

	NPDSCH



Table C.2-2 describes the configuration of PDSCH and MPDCCH before measurement for FDD.
Table C.2-2: PDSCH and MPDCCH configuration for FDD
	Parameter
	Unit
	Value 
	Comments

	Allocated resource blocks
	
	[6]
	

	MCS Index
	
	-
	TB Size with transmitting message in 1TTI

	Number of HARQ processes, CE Mode A
	Processes
	[8]
	

	Number of HARQ processes, CE Mode B
	Processes
	[2]
	

	Maximum number of HARQ transmission
	
	[5]
	

	Aggregation level
	CCE
	[2]
	Note 4

	DCI Format for PDSCH
	
	Format 6-1A
	CE Mode A

	DCI Format for PDSCH
	
	Format 6-1B
	CE mode B

	DCI Format for PUSCH
	
	Format 6-0A
	CE Mode A

	DCI Format for PUSCH
	
	Format 6-0B
	CE mode B

	Note 1:	[2] symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW. [3] symbols allocated to PDCCH for 5 MHz and 3 MHz. [4] symbols allocated to PDCCH for 1.4 MHz.
Note 2:	Reference signal, Synchronization signals and PBCH allocated as per TS 36.211 [8].
Note 3:	Void.
Note 4:	For MPDCCH using SI-RNTI, Aggregation level:
a)Tables C.3.0-3, C.3.1-3, and C.3.2-3 for RF tests
b)Table A.2.1-1 of 36.521-3 for RRM tests.
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