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<Start of change>
4.3.2	RedCap UEs
Test cases applicable to RedCap UEs are listed in Table 4.3.2-1. The Applicability - Condition of each individual test is as identified in subclause 4.1. 
Table 4.3.2-1: Protocol conformance test cases applicable to RedCap UEs
	Clause
	Comment

	
	

	6.1.1.1
	

	6.1.1.2
	

	6.1.1.3
	

	6.1.1.4
	

	6.1.1.5
	

	6.1.1.6
	

	6.1.1.7
	

	6.1.1.8
	

	6.1.2.1
	

	6.1.2.2
	

	6.1.2.3
	

	6.1.2.7
	

	6.1.2.8
	

	6.1.2.9
	

	6.1.2.11
	

	6.1.2.12
	

	6.1.2.13
	

	6.1.2.14
	

	6.1.2.15
	

	6.1.2.16
	

	6.1.2.17
	

	6.1.2.18
	

	6.1.2.19
	

	6.1.2.20
	

	6.1.2.21
	

	6.1.2.22
	

	6.1.2.23
	

	6.2.1.1
	

	6.2.1.2
	

	6.2.1.3
	

	6.2.1.4
	

	6.2.1.5
	

	6.2.2.1
	

	6.2.2.2
	

	6.2.3.1
	

	6.2.3.2
	

	6.2.3.3
	

	6.2.3.4
	

	6.2.3.5
	

	6.2.3.6
	

	6.2.3.7
	

	6.2.3.8
	

	6.2.3.10
	

	6.2.3.11
	

	6.3.1.1
	

	6.3.1.2
	

	6.3.1.3
	

	6.3.1.4
	

	6.3.1.5
	

	6.3.1.7
	

	6.3.1.8
	

	6.3.1.9
	

	6.4.1.1
	

	6.4.1.2
	

	6.4.2.1
	

	6.4.2.2
	

	7.1.1.1.1
	

	7.1.1.1.1a
	

	7.1.1.1.2
	

	7.1.1.1.3
	

	7.1.1.1.4
	

	7.1.1.1.6
	

	7.1.1.1.7
	R16 2-Step RACH

	7.1.1.1.8
	R16 2-Step RACH

	7.1.1.1.9
	R16 2-Step RACH

	7.1.1.1.9a
	R16 2-Step RACH

	7.1.1.1.10
	R16 2-Step RACH

	7.1.1.1.10a
	R16 2-Step RACH

	7.1.1.1.18
	R17 Coverage Enh

	7.1.1.2.1
	

	7.1.1.2.2
	

	7.1.1.2.3
	

	7.1.1.2.4
	

	7.1.1.2.6
	R17 Coverage Enh

	7.1.1.3.1
	

	7.1.1.3.2
	

	7.1.1.3.2b
	

	7.1.1.3.3
	

	7.1.1.3.4
	

	7.1.1.3.5
	

	7.1.1.3.6
	

	7.1.1.3.7
	

	7.1.1.3.9
	

	7.1.1.3.14.1
	R17 Coverage Enh

	7.1.1.3.14.2
	R17 Coverage Enh

	7.1.1.3.14.3
	R17 Coverage Enh

	7.1.1.3.14.4
	R17 Coverage Enh

	7.1.1.3.15.1
	R17 Coverage Enh

	7.1.1.3.15.2
	R17 Coverage Enh

	7.1.1.4.1.1
	

	7.1.1.4.1.5
	R16 URLLC

	7.1.1.4.2.1
	

	7.1.1.4.2.3
	

	7.1.1.4.2.4
	

	7.1.1.4.2.5
	

	7.1.1.4.2.6
	R16 URLLC

	7.1.1.4.2.7
	R17 Coverage Enh

	7.1.1.5.1
	

	7.1.1.5.2
	

	7.1.1.5.3
	

	7.1.1.5.4
	

	7.1.1.5.5
	

	7.1.1.6.1
	

	7.1.1.6.2
	

	7.1.1.6.3
	

	7.1.1.8.1
	

	7.1.1.9.1
	

	7.1.1.10.1
	

	7.1.1.10.2
	

	7.1.1.12.3
	R16 Power Saving

	7.1.1.13.1
	R17 SDT

	7.1.1.13.2
	R17 SDT

	7.1.1.13.3
	R17 SDT

	7.1.1.13.4
	R17 SDT

	7.1.1.13.5
	R17 SDT

	7.1.2.2.1
	

	7.1.2.2.2
	

	7.1.2.2.3
	

	7.1.2.2.4
	

	7.1.2.2.5
	

	7.1.2.2.6
	

	7.1.2.3.1
	

	7.1.2.3.2
	

	7.1.2.3.3
	

	7.1.2.3.4
	

	7.1.2.3.5
	

	7.1.2.3.6
	

	7.1.2.3.7
	

	7.1.2.3.8
	

	7.1.2.3.9
	

	7.1.2.3.10
	

	7.1.2.3.11
	

	7.1.3.1.1
	

	7.1.3.1.2
	

	7.1.3.2.1
	

	7.1.3.2.2
	

	7.1.3.2.3
	

	7.1.3.3.1
	

	7.1.3.3.2
	

	7.1.3.3.3
	

	7.1.3.4.1
	

	7.1.3.4.2
	

	7.1.3.5.1
	

	7.1.3.5.4
	

	7.1.4.1
	

	7.1.4.2
	

	8.1.1.1.1
	

	8.1.1.1.2
	

	8.1.1.1a.1
	R17 Power Saving Enh

	8.1.1.1a.2
	R17 Power Saving Enh

	8.1.1.1a.3
	R17 Power Saving Enh

	8.1.1.2.1
	

	8.1.1.2.3
	

	8.1.1.3.1
	

	8.1.1.3.2
	

	8.1.1.3.3
	

	8.1.1.3.4
	

	8.1.1.3.7
	

	8.1.1.4.1
	

	8.1.1.4.2
	

	8.1.2.1.1
	

	8.1.2.1.2
	

	8.1.2.1.4
	

	8.1.3.1.1
	

	8.1.3.1.2
	

	8.1.3.1.3
	

	8.1.3.1.5
	

	8.1.3.1.6
	

	8.1.3.1.8
	

	8.1.3.1.9
	

	8.1.3.1.11
	

	8.1.3.1.12
	

	8.1.3.1.13
	

	8.1.3.1.14A
	

	8.1.3.1.15A
	

	8.1.3.1.16
	

	8.1.3.1.19
	

	8.1.3.1.20
	

	8.1.3.1.23
	

	8.1.3.2.1
	

	8.1.3.2.2
	

	8.1.3.2.3
	

	8.1.3.2.4
	

	8.1.3.3.1
	

	8.1.3.3.2
	

	8.1.4.1.2
	

	8.1.4.1.5
	

	8.1.4.1.6
	

	8.1.4.2.1.1
	

	8.1.4.2.2.1
	

	8.1.5.1.1
	

	8.1.5.2.2
	

	8.1.5.3.1
	

	8.1.5.3.2
	

	8.1.5.3.3
	

	8.1.5.3.4
	

	8.1.5.4.1
	

	8.1.5.5.1
	

	8.1.5.6.1
	

	8.1.5.6.3
	

	8.1.5.8.1
	

	8.1.5.13.1
	R17 SDT

	8.1.5.13.2
	R17 SDT

	8.1.5.13.3
	R17 SDT

	9.1.1.1
	

	9.1.1.2
	

	9.1.1.3
	

	9.1.1.4
	

	9.1.1.5
	

	9.1.1.6
	

	9.1.2.1
	

	9.1.2.2
	

	9.1.2.3
	

	9.1.2.4
	

	9.1.2.5
	

	9.1.2.6
	

	9.1.2.7
	

	9.1.2.8
	

	9.1.3.1
	

	9.1.4.1
	

	9.1.5.1.1
	

	9.1.5.1.2
	

	9.1.5.1.3
	

	9.1.5.1.3a
	

	9.1.5.1.4
	

	9.1.5.1.5
	

	9.1.5.1.6
	

	9.1.5.1.8
	

	9.1.5.1.9
	

	9.1.5.1.10
	

	9.1.5.1.11
	

	9.1.5.1.12
	

	9.1.5.1.13
	

	9.1.5.1.14
	

	9.1.5.2.1
	

	9.1.5.2.2
	

	9.1.5.2.4
	

	9.1.5.2.7
	

	9.1.5.2.8
	

	9.1.6.1.1
	

	9.1.6.1.2
	

	9.1.6.1.3
	

	9.1.6.2.1
	

	9.1.6.2.2
	

	9.1.7.1
	

	9.1.7.2
	

	9.1.8.1
	

	9.1.8.2
	

	9.1.14.1
	R17 Power Saving Enh

	9.3.1.1
	

	9.3.1.2
	

	9.3.1.3
	

	10.1.1.1
	

	10.1.1.2
	

	10.1.2.1
	

	10.1.2.2
	

	10.1.3.2
	

	10.1.4.1
	

	10.1.5.1
	

	10.1.6.1
	

	10.1.6.2
	

	11.1.1
	

	11.1.2
	

	11.1.3
	

	11.1.4
	

	11.1.5
	

	11.1.6
	

	11.1.7
	

	11.3.1
	

	11.3.1a
	

	11.3.2
	

	11.3.3
	

	11.3.4
	

	11.3.5
	

	11.3.6
	

	11.3.7
	

	11.3.8
	

	11.3.9
	

	11.4.1
	

	11.4.1a
	R17 Power Saving Enh

	11.4.2
	

	11.4.3
	

	11.4.4
	

	11.4.5
	

	11.4.6
	

	11.4.7
	

	11.4.8
	

	11.4.9
	

	11.4.12
	




<End of change>

