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<Start of first modified section>
–	Phy-ParametersSharedSpectrumChAccess
[bookmark: _CRTable4_6_435AA]Table 4.6.4-35AA: Phy-ParametersSharedSpectrumChAccess
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	Phy-ParametersSharedSpectrumChAccess-r16 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	ss-SINR-Meas-r16
	
	
	

	sp-CSI-ReportPUCCH-r16
	Not checked
	
	

	sp-CSI-ReportPUSCH-r16
	Not checked
	
	

	dynamicSFI-r16
	Not checked
	
	

	mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot-r16 SEQUENCE {
	
	
	

	    sameSymbol-r16
	Not checked
	
	

	    diffSymbol-r16
	Not checked
	
	

	    }
	Not checked
	
	

	mux-SR-HARQ-ACK-PUCCH-r16
	Not checked
	
	

	mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot-r16
	Not checked
	
	

	mux-HARQ-ACK-PUSCH-DiffSymbol-r16
	Not checked
	
	

	pucch-Repetition-F1-3-4-r16
	Not checked
	
	

	type1-PUSCH-RepetitionMultiSlots-r16
	Not checked
	
	

	type2-PUSCH-RepetitionMultiSlots-r16
	Not checked
	
	

	pusch-RepetitionMultiSlots-r16
	Not checked
	
	

	pdsch-RepetitionMultiSlots-r16
	Not checked
	
	

	downlinkSPS-r16
	Not checked
	
	

	configuredUL-GrantType1-r16
	Not checked
	
	

	configuredUL-GrantType2-r16
	Not checked
	
	

	pre-EmptIndication-DL-r16
	Not checked
	
	

	}
	
	
	



–	PosSRS-BWA-RRC-Inactive
Table 4.6.4-35ABA: PosSRS-BWA-RRC-Inactive
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	PosSRS-BWA-RRC-Inactive-r18 ::= SEQUENCE {
	
	
	

	FFS
	
	
	



–	PosSRS-RRC-Inactive-OutsideInitialUL-BWP
[bookmark: _CRTable4_6_435AB]Table 4.6.4-35AB: PosSRS-RRC-Inactive-OutsideInitialUL-BWP
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



<End of modified section>

