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<Start of modified section>
[bookmark: _Hlk515458350]Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	7
	Layer 2
	
	
	

	7.1
	NR Layer 2
	
	
	

	7.1.1
	MAC
	
	
	

	7.1.1.1
	Random Access Procedures
	
	
	

	7.1.1.1.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.1a
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by PDCCH Order / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.2
	Random access procedure / Successful / C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.3
	Random access procedure / Successful / SI request
	Rel-15
	C21
	UEs supporting 5G Core

	7.1.1.1.4
	Random access procedure / Successful / Beam Failure / Preamble selected by MAC itself / non-Contention Free RACH procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.5
	Random access procedure / Successful / Supplementary Uplink
	Rel-15
	C28
	UEs supporting 5GS and supplemental uplink and supplemental uplink with dynamic switch

	7.1.1.1.6
	Random access procedure / Successful / Temporary C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.7
	Random access procedure / 2-step RACH / RA_TYPE selection
	Rel-16
	C135
	UEs supporting 2-Step RACH

	7.1.1.1.8
	Correct selection of RACH parameters / 2-step RACH/MSGA and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-16
	C135
	UEs supporting 2-Step RACH

	7.1.1.1.9
	Random access procedure / Successful / 2-step RACH/C-RNTI Based / Preamble selected by MAC itself
	Rel-16
	C135
	UEs supporting 2-Step RACH

	7.1.1.1.9a
	Random access procedure / 2-step RACH / Successful / RRC_IDLE
	Rel-16
	C135A
	UEs supporting 5G Core and 2-Step RACH

	7.1.1.1.10
	Random access procedure / 2-step RACH/not complete/ RA_TYPE to 4-stepRA
	Rel-16
	C135
	UEs supporting 2-Step RACH

	7.1.1.1.10a
	Random access procedure / 2-step RACH/ Fallback for CBRA
	Rel-16
	C135A
	UEs supporting 5G Core and 2-Step RACH

	7.1.1.1.11
	Random access procedure / Successful / Slice specific RACH configuration
	Rel-17
	C262
	UEs supporting slice-based RACH partitioning and slice-based RACH prioritisation

	7.1.1.1.12
	Random access procedure / Successful / ra-PrioritizationForSlicing
	Rel-17
	C263
	UEs supporting slice-based RACH partitioning, slice-based RACH prioritisation and RACH prioritisation for Access Identity 1

	7.1.1.1.13
	Random access procedure / Successful / Slice specific RACH configuration / 2-step RACH
	Rel-17
	C264
	UEs supporting 2-Step RACH, slice-based RACH partitioning and slice-based RACH prioritisation

	7.1.1.1.14
	Random access procedure / Successful / ra-PrioritizationForSlicingTwoStep / 2-step RACH
	Rel-17
	C265
	UEs supporting 2-Step RACH, slice-based RACH partitioning, slice-based RACH prioritisation and RACH prioritisation for Access Identity 1

	7.1.1.1.15
	Random access procedure / RedCap UE / SI request
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.1.16
	Random access procedure / RedCap UE identification / Msg3-based / CCCH1
	Rel-17
	C212a
	UEs supporting 5G Core and RedCap and RRC_INACTIVE

	7.1.1.1.17
	Random access procedure / RedCap UE identification
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.1.18
	Random access procedure / Msg3 repetition indication / Random access resources selection
	Rel-17
	C211
	UEs supporting repetition of Message 3 PUSCH

	7.1.1.1.19
	Random access procedure / Successful / Beam Failure / Unified TCI
	Rel-17
	C311
	UEs supporting 5GS and unified TCI state operation with joint DL/UL TCI update for intra-cell beam management

	7.1.1.2
	Downlink Data Transfer
	
	
	

	7.1.1.2.1
	Correct Handling of DL MAC PDU / Assignment / HARQ process
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.2
	Correct Handling of DL HARQ process PDSCH Aggregation
	Rel-15
	C20
	UEs supporting 5GS and PDSCH aggregation

	7.1.1.2.3
	Correct HARQ process handling / CCCH
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.4
	Correct HARQ process handling / BCCH
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.5
	Correct HARQ process handling / DL grant prioritization
	Rel-16
	C179
	UEs supporting DCI DL Priority Indicator

	7.1.1.2.6
	Correct HARQ process handling / dynamic PUCCH repetition indication
	Rel-17
	C287
	UEs supporting dynamic indication of PUCCH repetition

	7.1.1.2.7
	Correct HARQ process handling / Unified TCI Activation
	Rel-17
	C312
	UEs supporting 5GS and unified separate TCI with multi-MAC-CE

	7.1.1.3
	Uplink Data Transfer
	
	
	

	7.1.1.3.1
	Correct Handling of UL MAC PDU / Assignment / HARQ process
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.2
	Logical channel prioritization handling
	Rel-15
	C02
	UEs supporting 5GS and RLC UM Mode

	7.1.1.3.2b
	Logical channel prioritization handling with Mapping restrictions
	Rel-15
	C175
	UEs supporting 5GS and selection of logical channels for each UL grant based on RRC configured restriction

	7.1.1.3.3
	Correct handling of MAC control information / Scheduling requests
	Rel-15
	C53
	UEs supporting 5GS and Logical Channel SR-Delay Timer

	7.1.1.3.4
	Correct handling of MAC control information / Buffer status / UL data arrive in the UE Tx buffer / Regular BSR
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.5
	Correct handling of MAC control information / Buffer Status / UL resources are allocated / Padding BSR
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.6
	Correct handling of MAC control information / Buffer status / Periodic BSR timer expires
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.7
	UE power headroom reporting / Periodic reporting / DL pathloss change reporting
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.8
	UE power headroom reporting / SCell activation / DL pathloss change reporting
	
	
	

	7.1.1.3.8.1
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Intra-band Contiguous CA
	Rel-15
	C81
	UEs supporting 5GCore and intra-band contiguous CA and UL NR CA with 2 carriers

	
	
	
	C81A
	UEs supporting EN-DC and intra-band contiguous CA and EN-DC with 2 NR UL carriers

	7.1.1.3.8.2
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Inter-band CA
	Rel-15
	C82
	UEs supporting 5GCore and inter-band CA and UL NR CA with 2 carriers

	
	
	
	C82A
	UEs supporting EN-DC and inter-band CA and EN-DC with 2 NR UL carriers

	7.1.1.3.8.3
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Intra-band non Contiguous CA
	Rel-15
	C83
	UEs supporting 5GCore and intra-band non-contiguous CA and UL NR CA with 2 carriers

	
	
	
	C83A
	UEs supporting EN-DC and intra-band non-contiguous CA and EN-DC with 2 NR UL carriers

	7.1.1.3.9
	Correct Handling of UL HARQ process / PUSCH Repetition Type A / PUSCH Aggregation
	Rel-15
	C51
	UEs supporting 5GS and PUSCH aggregation

	7.1.1.3.10
	Correct Handling of HARQ process / Multiple CORESETPoolIndex
	Rel-16
	C107
	UEs supporting 5GS and multi-DCI based Multi-TRP

	7.1.1.3.11
	Correct handling of UL grant prioritization
	Rel-16
	C114
	UEs supporting 5GS and LCH-based UL grant prioritization

	7.1.1.3.12
	Correct Handling of UL HARQ process / PUSCH Repetition Type B
	Rel-16
	C134
	UEs supporting PUSCH repetition type B

	7.1.1.3.13
	Logical channel prioritization handling with Mapping restrictions / physical layer priority
	Rel-16
	C180
	UEs supporting DCI UL Priority Indicator and LCH grant prioritisation

	7.1.1.3.14
	Correct Handling of UL HARQ process / PUSCH Repetition Type A enhancement
	
	
	

	7.1.1.3.14.1
	Correct Handling of UL HARQ process / PUSCH Repetition Type A enhancement / Increased maximum repetition number / dynamic grant
	Rel-17
	C288
	UEs supporting increased maximum number of PUSCH Type A repetitions and dynamic indication of the number of repetitions for PUSCH

	7.1.1.3.14.2
	Correct Handling of UL HARQ process / PUSCH Repetition Type A enhancement / Increased maximum repetition number / configured grant
	Rel-17
	C289
	UEs supporting increased maximum number of PUSCH Type A repetitions and PUSCH transmissions with configured grant

	7.1.1.3.14.3
	Correct Handling of UL HARQ process / PUSCH Repetition Type A enhancement / repetition based on available slots / dynamic grant
	Rel-17
	C290
	UEs supporting PUSCH repetitions based on available slots and dynamic indication of the number of repetitions for PUSCH

	7.1.1.3.14.4
	Correct Handling of UL HARQ process / PUSCH Repetition Type A enhancement / repetition based on available slots / configured grant
	Rel-17
	C291
	UEs supporting PUSCH repetitions based on available slots and PUSCH transmissions with configured grant

	7.1.1.3.15
	Correct Handling of UL HARQ process / TBoMS procedure
	
	
	

	7.1.1.3.15.1
	Correct Handling of UL HARQ process / TBoMS procedure / DG and CG based transmission
	Rel-17
	C292
	UEs supporting TB processing over multi-slot PUSCH

	7.1.1.3.15.2
	Correct Handling of UL HARQ process / TBoMS procedure / Repetition of TBoMS
	Rel-17
	C293
	UEs supporting repetition of TB processing over multi-slot PUSCH

	7.1.1.3.16
	Correct Handling of UL grant / DRB configured with survival time
	
	
	

	7.1.1.3.16.1
	Correct Handling of UL grant / DRB configured with survival time / Split DRB
	Rel-17
	C256
	UEs supporting services with survival time and NR-DC and PDCP-duplication over split DRB

	7.1.1.3.16.2
	Correct Handling of UL grant / DRB configured with survival time / MCG or SCG DRB / Intra-band contiguous CA
	Rel-17
	C257
	UEs supporting services with survival time and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	7.1.1.3.16.3
	Correct Handling of UL grant / DRB configured with survival time / MCG or SCG DRB / Intra-band non-contiguous CA
	Rel-17
	C258
	UEs supporting services with survival time and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	7.1.1.3.16.4
	Correct Handling of UL grant / DRB configured with survival time / MCG or SCG DRB / Inter-band CA
	Rel-17
	C259
	UEs supporting services with survival time and inter-band CA and CA-based PDCP duplication over MCG or SCG DRB

	7.1.1.4
	Transport Size Selection
	
	
	

	7.1.1.4.1
	DL-SCH Transport Block Size Selection
	
	
	

	7.1.1.4.1.1
	DL-SCH Transport Block Size selection / DCI format 1_0
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.1.2
	Void
	
	
	

	7.1.1.4.1.3
	DL-SCH transport block size selection / DCI format 1_1 / RA type 0/RA Type 1 / 2 Codewords enabled
	Rel-15
	C64
	UEs supporting 5GS and The maximum number of spatial multiplexing layer(s) supported by the UE for DL reception is 8 Layers. For single CC standalone NR, it is mandatory with capability signalling to support at least 4 MIMO layers in the bands where 4Rx is specified as mandatory for the given UE and at least 2 MIMO layers in FR2. If absent, the UE doesn’t support MIMO on this carrier

	7.1.1.4.1.4
	DL-SCH transport block size selection / DCI format 1_1 / RA type 0/RA Type 1 / 2 Codewords enabled / 256QAM
	Rel-15
	C65
	UEs supporting 5GS and The maximum number of spatial multiplexing layer(s) supported by the UE for DL reception is 8 Layers. For single CC standalone NR, it is mandatory with capability signalling to support at least 4 MIMO layers in the bands where 4Rx is specified as mandatory for the given UE and at least 2 MIMO layers in FR2. If absent, the UE doesn’t support MIMO on this carrier and 256QAM for PUSCH

	7.1.1.4.1.5
	DL-SCH transport block size selection / DCI format 1_2
	Rel-16
	C146
	Ues supporting monitoring DCI format 1_2 for DL scheduling and monitoring DCI format 0_2 for UL scheduling

	7.1.1.4.2
	UL-SCH Transport Block Size Selection
	
	
	

	7.1.1.4.2.1
	UL-SCH Transport Block Size selection / DCI format 0_0 / Transform precoding disabled
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.2.2
	Void
	
	
	

	7.1.1.4.2.3
	UL-SCH transport block size selection / DCI format 0_1 / RA type 0/RA Type 1 / Transform precoding disabled
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.2.4
	UL-SCH transport block size selection / DCI format 0_1 / RA type 0/RA Type 1 / 256QAM / Transform precoding disabled
	Rel-15
	C11
	UEs supporting 5GS and 256QAM for PDSCH for FR1/FR2

	7.1.1.4.2.5
	UL-SCH Transport Block Size selection / DCI format 0_0 / Transform precoding and 64QAM
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.2.6
	UL-SCH Transport Block Size selection / DCI format 0_2
	Rel-16
	C146
	UEs supporting monitoring DCI format 1_2 for DL scheduling and monitoring DCI format 0_2 for UL scheduling

	7.1.1.4.2.7
	UL-SCH Transport Block Size selection / TBoMS procedure
	Rel-17
	C292
	UEs supporting TB processing over multi-slot PUSCH

	7.1.1.5
	Discontinuous reception
	
	
	

	7.1.1.5.1
	DRX operation / Short cycle not configured / Parameters configured by RRC
	Rel-15
	C03
	UEs supporting 5GS and long DRX cycle

	7.1.1.5.2
	DRX operation / Short cycle not configured / Long DRX command MAC control element reception
	Rel-15
	C03
	UEs supporting 5GS and long DRX cycle

	7.1.1.5.3
	DRX operation / Short cycle configured / Parameters configured by RRC
	Rel-15
	C04
	UEs supporting 5GS and short DRX cycle

	7.1.1.5.4
	DRX operation / Short cycle configured / DRX command MAC control element reception
	Rel-15
	C04
	UEs supporting 5GS and short DRX cycle

	7.1.1.5.5
	DRX operation / Short cycle configured / Long DRX command MAC control element reception
	Rel-15
	C70
	UEs supporting 5GS and long DRX cycle and short DRX cycle

	7.1.1.6
	Semi-Persistent Scheduling
	
	
	

	7.1.1.6.1
	Correct handling of DL assignment / Semi-persistent case
	Rel-15
	C17
	UEs supporting 5GS and PDSCH reception based on semi-persistent scheduling

	7.1.1.6.2
	Correct handling of UL grant / configured grant Type 1
	Rel-15
	C18
	UEs supporting 5GS and Type 1 PUSCH transmissions with configured grant

	7.1.1.6.3
	Correct handling of UL grant / configured grant Type 2
	Rel-15
	C19
	UEs supporting 5GS and Type 2 PUSCH transmissions with configured grant

	7.1.1.6.4
	Correct handling of DL assignment / Multi Semi-persistent configuration
	Rel-16
	C113
	UEs supporting 5G Core and PDSCH reception based on semi-persistent scheduling and up to 8 configured SPS configurations in a BWP of a serving cell and up to 32 configured SPS configurations in a cell group

	7.1.1.6.5
	Correct handling of UL grant / Multi configured uplink grants
	Rel-16
	C142
	UEs supporting 5G Core and PUSCH transmissions on multiple configured uplink grants

	7.1.1.7
	Activation/Deactivation of SCells
	
	
	

	7.1.1.7.1
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer
	
	
	

	7.1.1.7.1.1
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer / Intra-band Contiguous CA
	Rel-15
	C44
	UEs supporting 5GS and intra-band contiguous CA

	
	
	
	C44A
	UEs supporting EN-DC and intra-band contiguous CA and EN-DC with 2 NR DL carriers

	7.1.1.7.1.2
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer / Inter-band CA
	Rel-15
	C45
	UEs supporting 5GS and inter-band CA

	
	
	
	C45A
	UEs supporting EN-DC and inter-band CA and EN-DC with 2 NR DL carriers

	7.1.1.7.1.3
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer / Intra-band non-Contiguous CA
	Rel-15
	C46
	UEs supporting 5GS and intra-band non-contiguous CA

	
	
	
	C46A
	UEs supporting EN-DC and intra-band non-contiguous CA and EN-DC with 2 NR DL carriers

	7.1.1.8
	Bandwidth Part (BWP) operation
	
	
	

	7.1.1.8.1
	Bandwidth Part (BWP) operation UL/DL
	Rel-15
	C66
	UEs supporting 5GS and (DCI and timer based active BWP switching delay type1 or type2) and ((BWP adaptation upto2 NR FR1 FDD or NR FR1 TDD or NR FR2) or (BWP adaptation up to 4 NR FR1 FDD or NR FR1 TDD or NR FR2))

	7.1.1.8.3
	Separate BWP / IDLE / RedCap
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.8.4
	Separate BWP / RedCap-specific initial DL BWP without CORESET#0 / NCD-SSB
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.9
	MAC Reconfiguration and Reset
	
	
	

	7.1.1.9.1
	MAC Reset
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.10
	Other Procedures
	
	
	

	7.1.1.10.1
	DataInactivityTimer expiry
	Rel-15
	C21
	UEs supporting 5G Core

	7.1.1.10.2
	Recommended Bit Rate
	Rel-15
	C100
	UEs supporting 5G Core and MTSI speech and bit rate recommendation query message

	7.1.1.10.3
	NR CA / LBT failure on Scell / MAC CE indication
	Rel-16
	C300
	UEs supporting 5G Core and NR CA with NR shared spectrum channel access and UL NR CA with 2 carriers

	7.1.1.10.4
	NTN / UE specific TA report
	Rel-17
	C321
	UEs supporting 5G Core and NR NTN access and UE reporting of information related to TA pre-compensation

	7.1.1.11
	NR Dual Connectivity
	
	
	

	7.1.1.11.1
	DC power headroom reporting / PSCell activation and DL pathloss change reporting
	Rel-15
	C80
	UEs supporting NR-DC

	7.1.1.12
	UE Power Saving
	
	
	

	7.1.1.12.1
	 Void
	
	
	

	7.1.1.12.3
	DRX adaptation / UE wakeup indication
	Rel-16
	C103
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation

	7.1.1.12.4.1
	DRX adaptation / SCell dormancy indication / Intra-band Contiguous CA
	Rel-16
	C118
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band contiguous CA

	7.1.1.12.4.2
	DRX adaptation / SCell dormancy indication / Intra-band non Contiguous CA
	Rel-16
	C119
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band non-contiguous CA

	7.1.1.12.4.3
	DRX adaptation / SCell dormancy indication / Inter-band CA
	Rel-16
	C120
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and inter-band CA

	7.1.1.13
	SDT
	
	
	

	7.1.1.13.1
	RA Based SDT / 2-step RACH / Successful
	Rel-17
	C232
	UEs Supporting 2-Step RACH and Random access SDT

	7.1.1.13.2
	RA Based SDT / 4-step RACH / Successful
	Rel-17
	C233
	UEs supporting Random Access SDT

	7.1.1.13.3
	RA Based SDT / 2-step RACH / not complete / RA_TYPE to 4-stepRA
	Rel-17
	C232
	UEs Supporting 2-Step RACH and Random access SDT

	7.1.1.13.4
	RA Based SDT / 4-step RA based SDT / Time Alignment Timer expiry
	Rel-17
	C233
	UEs supporting Random Access SDT

	7.1.1.13.5
	RA Based SDT/ CG Based SDT/ cg-SDT-TimeAlignmentTimer
	Rel-17
	C269
	UEs supporting 5G Core and SDT via Configured Grant Type 1 in RRC_INACTIVE state.

	7.1.2
	RLC
	
	
	

	7.1.2.2
	RLC Unacknowledged Mode
	
	
	

	7.1.2.2.1
	UM RLC / Segmentation and reassembly / 6-bit SN / Segmentation Info (SI) field
	Rel-15
	C05
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	7.1.2.2.2
	UM RLC / Segmentation and reassembly / 12-bit SN / Segmentation Info (SI) field
	Rel-15
	C06
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	7.1.2.2.3
	UM RLC / 6-bit SN / Correct use of sequence numbering
	Rel-15
	C05
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	7.1.2.2.4
	UM RLC / 12-bit SN / Correct use of sequence numbering
	Rel-15
	C06
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	7.1.2.2.5
	UM RLC / Receive Window operation and t-Reassembly expiry
	Rel-15
	C02
	UEs supporting 5GS and RLC UM Mode

	7.1.2.2.5a
	UM RLC / NR NTN / t-Reassembly expiry / t-ReassemblyExt-r17 configured
	Rel-17
	C322
	UEs supporting 5G Core and NR NTN access and RLC UM Mode

	7.1.2.2.6
	UM RLC / RLC re-establishment procedure
	Rel-15
	C02
	UEs supporting 5GS and RLC UM Mode

	7.1.2.3
	RLC Acknowledged Mode
	
	
	

	7.1.2.3.1
	AM RLC / 12-bit SN / Segmentation and reassembly / Segmentation Info (SI) field
	Rel-15
	C07
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	7.1.2.3.2
	AM RLC / 18-bit SN / Segmentation and reassembly / Segmentation Info (SI) field
	Rel-15
	C07A
	UEs supporting 5GS and RLC AM with 18-bit length of RLC sequence number

	7.1.2.3.3
	AM RLC / 12-bit SN / Correct use of sequence numbering
	Rel-15
	C07
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	7.1.2.3.4
	AM RLC / 18-bit SN / Correct use of sequence numbering
	Rel-15
	C07A
	UEs supporting 5GS and RLC and RLC AM with 18-bit length of RLC sequence number

	7.1.2.3.5
	AM RLC / 12-bit SN / Control of transmit window / Control of receive window
	Rel-15
	C07
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	7.1.2.3.5a
	AM RLC / 18-bit SN / Control of transmit window / Control of receive window
	Rel-15
	C07A
	UEs supporting 5GS and RLC AM with 18-bit length of RLC sequence number

	7.1.2.3.6
	AM RLC / Polling for status
	Rel-15
	R
	UEs supporting 5GS

	7.1.2.3.7
	AM RLC / Receiver status triggers
	Rel-15
	R
	UEs supporting 5GS

	7.1.2.3.8
	AM RLC / Reconfiguration of RLC parameters by upper layers
	Rel-15
	R
	UEs supporting 5GS

	7.1.2.3.9
	AM RLC / Reassembling of AMD PDUs
	Rel-15
	R
	UEs supporting 5GS

	7.1.2.3.10
	AM RLC / Re-transmission of RLC PDU with and without re-segmentation
	Rel-15
	R
	UEs supporting 5GS

	7.1.2.3.11
	AM RLC / RLC re-establishment procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.3
	PDCP
	
	
	

	7.1.3.1
	Maintenance of PDCP sequence numbers for radio bearers
	
	
	

	7.1.3.1.1
	Maintenance of PDCP sequence numbers / User plane / 12-bit SN
	Rel-15
	C08
	UEs supporting 5GS and 12-bit length of PDCP sequence number

	7.1.3.1.2
	Maintenance of PDCP sequence numbers / User plane / 18-bit SN
	Rel-15
	C08A
	UEs supporting 5GS and 18-bit length of PDCP sequence number

	7.1.3.2
	PDCP Integrity protection
	
	
	

	7.1.3.2.1
	Integrity protection / Correct functionality of integrity algorithm SNOW3G / SRB / DRB
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.2.2
	Integrity protection / Correct functionality of integrity algorithm AES / SRB / DRB
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.2.3
	Integrity protection / Correct functionality of integrity algorithm ZUC / SRB / DRB
	Rel-15
	C09
	UEs supporting 5GS and ZUC algorithm

	7.1.3.2.6
	Integrity protection / Correct functionality of UP integrity protection / multiple DRBs
	Rel-17
	C286
	UEs supporting EN-DC and user plane integrity protection with EPS

	7.1.3.3
	PDCP Ciphering and deciphering
	
	
	

	7.1.3.3.1
	Ciphering and deciphering / Correct functionality of encryption algorithm SNOW3G / SRB / DRB
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.3.2
	Ciphering and deciphering / Correct functionality of encryption algorithm AES / SRB / DRB
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.3.3
	Ciphering and deciphering / Correct functionality of encryption algorithm ZUC / SRB / DRB
	Rel-15
	C09
	UEs supporting 5GS and ZUC algorithm

	7.1.3.4
	PDCP Handover
	
	
	

	7.1.3.4.1
	PDCP handover / Lossless handover / PDCP sequence number maintenance / PDCP status report to convey the information on missing or acknowledged PDCP SDUs at handover / In-order delivery and duplicate elimination in the downlink
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.4.2
	PDCP handover / Non-lossless handover / PDCP sequence number maintenance
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.4.3
	PDCP handover / DAPS handover / Status reporting / Intra-frequency
	Rel-16
	C101
	UEs supporting 5G Core and intra-frequency DAPS handover

	7.1.3.4.4
	PDCP handover / DAPS handover / Status reporting / Inter-frequency
	Rel-16
	C130
	UEs supporting 5G Core and inter-frequency DAPS handover

	7.1.3.5
	PDCP other
	
	
	

	7.1.3.5.1
	PDCP Discard
	Rel-15
	C02
	UEs supporting 5GS and RLC UM Mode

	7.1.3.5.1a
	NR NTN / PDCP Discard / discardTimerExt2 configured
	Rel-17
	C322
	UEs supporting 5G Core and NR NTN access and RLC UM Mode

	7.1.3.5.2
	PDCP Uplink Routing / Split DRB
	Rel-15
	C10
	UEs supporting EN-DC and UL transmission via both MCG path and SCG path for the split DRB

	
	
	
	C97
	UEs supporting NR-DC and UL transmission via both MCG path and SCG path for the split DRB

	
	
	
	C194
	UEs supporting NE-DC and UL transmission via both MCG path and SCG path for the split DRB

	7.1.3.5.3
	PDCP Data Recovery
	Rel-15
	C01
	UEs supporting EN-DC

	
	
	
	C80
	UEs supporting NR-DC

	7.1.3.5.4
	PDCP reordering / Maximum re-ordering delay below t-Reordering / t-Reordering timer operations
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.5.5
	PDCP Duplication
	Rel-15
	C62
	UEs supporting EN-DC and PDCP duplication over split DRB

	
	
	
	C98
	UEs supporting NR-DC and PDCP duplication over split DRB

	7.1.3.5.6.1
	PDCP Duplication / 3 RLC entities / Intra-band Contiguous CA
	Rel-16
	C104
	UEs supporting 5GC and Intra-band contiguous CA and DL and UL NR CA with 3 carriers and PDCP duplication with more than two RLC entities

	7.1.3.5.6.2
	PDCP Duplication / 3 RLC entities / Intra-band non-Contiguous CA
	Rel-16
	C181
	UEs supporting 5GC and Intra-band non-contiguous CA and DL and UL NR CA with 3 carriers and PDCP duplication with more than two RLC entities

	7.1.3.5.7
	Ethernet header compression and decompression / Correct functionality of ethernet header compression and decompression
	Rel-16
	C105
	UEs supporting 5GS and RLC UM Mode and PDCP ethernet header compression

	7.1.3.6
	PDCP UDC
	
	
	

	7.1.3.6.1
	PDCP UDC / No dictionary
	Rel-17
	C235
	UEs supporting 5GS and uplink data compression operation

	7.1.3.6.2
	PDCP UDC / Pre-defined dictionary
	Rel-17
	C236
	UEs supporting 5GS and uplink data compression operation and UL data compression with SIP static dictionary

	7.1.3.6.3
	PDCP UDC / checksum error / Reset
	Rel-17
	C235
	UEs supporting 5GS and uplink data compression operation

	7.1.3.6.4
	PDCP UDC/ Handover/ Intra-frequency
	Rel-17
	C271
	UEs supporting 5GS and uplink data compression operation and continuation of uplink data compression protocol operation

	7.1.3.6.5
	PDCP UDC/ Handover/ Inter-frequency
	Rel-17
	C271
	UEs supporting 5GS and uplink data compression operation and continuation of uplink data compression protocol operation

	7.1.3.6.6
	PDCP UDC/ RRC resume
	Rel-17
	C271
	UEs supporting 5GS and uplink data compression operation and continuation of uplink data compression protocol operation

	7.1.3.6.7
	PDCP UDC/ RRC reestablishment
	Rel-17
	C271
	UEs supporting 5GS and uplink data compression operation and continuation of uplink data compression protocol operation

	7.1.3.6.8
	PDCP UDC/ PSCell addition / SCG DRB with UDC configuration/ NR-DC
	Rel-17
	C272
	UEs supporting NR-DC and uplink data compression operation

	7.1.3.6.9
	PDCP UDC/ PSCell addition / SCG DRB with UDC configuration/ NE-DC
	Rel-17
	C273
	UEs supporting NE-DC and uplink data compression operation

	7.1.4
	SDAP
	
	
	

	7.1.4.1
	SDAP Data Transfer and PDU Header Handling UL/DL
	Rel-15
	C21A
	UEs supporting 5G Core and reflective QoS

	7.1.4.2
	SDAP Data Transfer handling without Header UL/DL
	Rel-15
	C21
	UEs supporting 5G Core
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4.2	Protocol conformance test cases applicability conditions
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	C04
	IF A.4.3.5-1/2 THEN R ELSE N/A
	UEs supporting 5GS and short DRX cycle

	C05
	IF A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	C06
	IF A.4.3.4-1/2 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	C07
	IF A.4.3.4-1/1 THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	C07A
	IF A.4.3.4-1/1A THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 18-bit length of RLC sequence number

	C08
	IF A.4.3.3-1/1 THEN R ELSE N/A
	UEs supporting 5GS and 12-bit length of PDCP sequence number

	C08A
	IF A.4.3.3-1/1A THEN R ELSE N/A
	UEs supporting 5GS and 18-bit length of PDCP sequence number

	C09
	IF [10] A.4.4-1/99 THEN R ELSE N/A
	UEs supporting 5GS and ZUC Algorithm

	C10
	IF A.4.1-3/2 AND A.4.3.7-1/2 THEN R ELSE N/A
	UEs supporting EN-DC and UL transmission via both MCG path and SCG path for the split DRB

	C11
	IF A.4.3.2-1/2 OR A.4.3.2-1/3 THEN R ELSE N/A
	UEs supporting 5GS and 256QAM for PDSCH for FR1/FR2

	C12
	IF A.4.3.2-1/4 THEN R ELSE N/A
	UEs supporting 5GS and 256QAM for PUSCH

	C13
	IF A.4.1-3/2 AND A.4.3.6-1/1 THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	C14
	IF A.4.1-3/2 AND A.4.3.6-1/1 AND A.4.3.6-1/3 THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting)

	C15
	IF A.4.1-3/2 AND A.4.3.6-1/1 AND A.4.3.6-1/3 AND (A.4.3.6-1/4 OR A.4.3.6-1/40) THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP and CSI-RSRQ measurement

	C16
	IF A.4.1-3/2 AND [10] A.4.4-1/18 AND [10] A.4.4-1/19 THEN R ELSE N/A
	UEs supporting EN-DC and UE requested bearer resource allocation and modification procedures

	C17
	IF A.4.3.2-1/1 THEN R ELSE N/A
	UEs supporting 5GS and PDSCH reception based on semi-persistent scheduling

	C18
	IF A.4.3.2-1/10 THEN R ELSE N/A
	UEs supporting 5GS and Type 1 PUSCH transmissions with configured grant

	C19
	IF A.4.3.2-1/11 THEN R ELSE N/A
	UEs supporting 5GS and Type 2 PUSCH transmissions with configured grant

	C20
	IF A.4.3.2-1/12 THEN R ELSE N/A
	UEs supporting 5GS and PDSCH aggregation

	C21
	IF A.4.1-5/1 THEN R ELSE N/A
	UEs supporting 5G Core

	C21A
	IF A.4.1-5/1 AND A.4.3.7-1/4 THEN R ELSE N/A
	UEs supporting 5G Core and reflective QoS

	C22
	IF A.4.1-3/2 AND A.4.3.7-1/3 THEN R ELSE N/A
	UEs supporting EN-DC and SRB3

	C23
	IF A.4.1-3/2 AND A.4.3.7-1/3 AND A.4.3.7-1/1 THEN R ELSE N/A
	UEs supporting EN-DC and SRB3 and (UL transmission via either MCG path or SCG path for the split SRB)

	C24
	IF A.4.1-3/2 AND A.4.3.6-1/3 AND A.4.3.6-1/2 AND A.4.1-4/3 THEN R ELSE N/A
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC within FR1

	C25
	IF A.4.1-3/2 AND A.4.3.6-1/3 AND A.4.3.6-1/2 AND A.4.1-4/4 THEN R ELSE N/A
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC including FR2

	C26
	IF [10] A.4.1-1/1 OR [10] A.4.1-1/2 THEN R ELSE N/A
	UEs supporting 5GS and E-UTRA

	C27
	IF A.4.1-5/1 AND A.4.3.6-1/1 THEN R ELSE N/A
	UEs supporting 5G Core and NR measurements and Event A triggered reporting

	C28
	IF A.4.1-5/1 AND A4.1-2/3 AND A.4.3.2-1/13 THEN R ELSE N/A
	UEs supporting 5GS and supplemental uplink and supplemental uplink with dynamic switch

	C29
	IF A.4.1-5/2 AND [10] A.4.1-1/5 THEN R ELSE N/A
	UEs supporting 5G core over non-3GPP Access Network and WLAN

	C30
	IF A.4.1-5/2 AND A.4.3.7-1/6 AND [10] A.4.1-1/5 THEN R ELSE N/A
	UEs supporting 5G core over non-3GPP Access Network and SMS over NAS and WLAN

	C31
	IF A.4.1-5/1 AND A.4.3.6-1/5 THEN R ELSE N/A
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	C32
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA

	C32a
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.4-1/6 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and logged MDT
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