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<Start of first modified section>
–	EphemerisInfo
[bookmark: _CRTable4_6_356C]Table 4.6.3-56C: EphemerisInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EphemerisInfo-r17 ::= CHOICE {
	
	
	

	  positionVelocity-r17 SEQUENCE {
	
	
	GSO

	    positionX-r17
	-16976014
	
	

	    positionY-r17
	27636499
	
	

	    positionZ-r17
	0
	
	

	    velocityVX-r17
	0
	
	

	    velocityVY-r17
	0
	
	

	    velocityVZ-r17
	0
	
	

	  }
	
	
	

	  orbital-r17 SEQUENCE {
	
	
	NGSO

	    semiMajorAxis-r17
	FFS
	
	

	    eccentricity-r17
	FFS
	
	

	    periapsis-r17
	FFS
	
	

	    longitude-r17
	FFS
	
	

	    inclination-r17
	FFS
	
	

	    meanAnomaly-r17
	FFS
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	GSO
	Geosynchronous Orbit scenario

	NGSO
	Non-geosynchronous Orbit scenario



–	EpochTime
Table 4.6.3-56DAA: EpochTime
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EpochTime-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



–	EUTRA-C-RNTI
Table 4.6.3-56DA: EUTRA-C-RNTI
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-C-RNTI
	FFS
	
	



<End of modified section>

