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<Start of Changes>
[bookmark: _Toc155186500][bookmark: _Toc163587549]6.2.1.1.1	Total Radiated Power (TRP) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
Editor’s note: This clause is incomplete. The following aspect is not yet determined. 
- TT analysis is pending for all bands 
<Unchanged sections skipped>
6.2.1.1.1.5	Test requirement
The TRP across low, mid and high channels tested with hand phantom browsing mode position shall be higher than test performance requirements shown in Table 6.2.1.1.1.5-1 for Power Class 3 and 6.2.1.1.1.5-2 for Power Class 2.
[bookmark: _Hlk163758945]Table 6.2.1.1.1.5-1: Handheld PC3 UE TRP test requirements for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	NR Band
	Bandwidth (MHz)
	Usage Scenario
	Power Class 3

	
	
	
	Average TRP (dBm)

	
	
	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	20
	HL and HR
	FFS
	FFS

	n41
	100
	HL and HR
	FFS
	FFS

	n78
	100
	HL and HR
	FFS
	FFS

	n79
	100
	HL and HR
	FFS
	FFS



Table 6.2.1.1.1.5-2: Handheld PC2 UE TRP test requirements for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	NR Band
	Bandwidth (MHz)
	Usage Scenario
	Power Class 2

	
	
	
	Average TRP (dBm)

	
	
	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	20
	HL and HR
	FFS
	FFS

	n41
	100
	HL and HR
	FFS
	12.5-TT

	n78
	100
	HL and HR
	FFS
	13-TT

	n79
	100
	HL and HR
	FFS
	FFS



<End of Changes>

