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	Reason for change:
	1.At step 0 UE is expected to select CSG ID 1 but cell 2 is still configured with CSG ID 4 following the preamble.
2. As test case preamble is performed on UTRA cell but Auth Params are not received on EUTRA PTC. 

3.Inside the function f_EUTRA_Postamble_EmptyCSG_AllowedList we are emptying the CSG list by doing Attach Reject.
4. In the current implementation connection at UTRA not getting released after the RAU procedure which was causing UE to send SCRI.


	
	

	Summary of change:
	1. Replace function f_EUTRA_CellInfo_SetSysInfo_Csg_Ind() with f_EUTRA_CellInfo_SetSysInfo_Csg_Id () to configure correct CSG ID on cell 2
2. IRAT message modified to receive AuthParam after preamble from UTRA PTC.

3. Commented f_EUTRA_UE_Detach_SwitchOffUe because after attach reject UE will not perform detach.
4. Added call for f_UTRAN_RRC_ConnRel after RAU procedure.

	
	

	Consequences if not approved:
	A conformant UE would fail the test case.

	
	

	Clauses affected:
	6.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	


Change 1 
	Function name
	function f_TC_6_3_4_EUTRA() 

	Reason for change
	1. During initial step UE failed to select CSG ID 2 cell as the last SIB that was broadcasted with CSG ID 4 (inside function  f_EUTRA_Preamble_EmptyCSG_AllowedList) while UE is expected to camp on CSG ID 2.
2. As test case preamble is performed on UTRA cell but Auth Params are not received on EUTRA PTC. 

3.Inside the function f_EUTRA_Postamble_EmptyCSG_AllowedList we are emptying the CSG list by doing Attach Reject

	Summary of change
	1. Added changes to broadcast the SIB again with CSG ID 2 before manual selection of CSG ID 2.
2. IRAT message modified to receive AuthParam after preamble from UTRA PTC.

3. Commented f_EUTRA_UE_Detach_SwitchOffUe because after attach reject UE will not perform detach.


	TTCN module
	CSG_TestcasesUG.ttcn

	MCC160 Comment
	


Before change

      function f_TC_6_3_4_EUTRA() runs on EUTRA_PTC
  {

    ………………..

    // Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell2);

    f_UT_USIM_Insert (UT, "USIM with service n86 available");

    // The UEs Allowed CSG list is empty

    f_EUTRA_Preamble_EmptyCSG_AllowedList(eutra_Cell2); // @sic R5-155979 sic@

     // Set Cell2 to Hybrid cell

    f_EUTRA_CellInfo_SetSysInfo_Csg_Ind(eutra_Cell2, false);
    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell2);

    f_EUTRA_SetCellPowerList (v_CellPowerList_T0);  //@sic R5-155979 sic@

    // Coordination to start preamble in UTRAN

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);   // @sic R5-155979 sic@

    f_EUTRA_TestBody_Set (true);

    // Since Authentication parameters were updated in the idle updated procedure on UTRAN side...

    //...receive the updated parameters

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    UTRAN.receive(cmr_IRAT_OctetData) -> value v_IRAT_Coordination_MSG; // @sic R5-155979 sic@

    // @siclog "Step 0N" siclog@

    // @sic R5-155979 sic@

    // Change Cell 1 and Cell 2 power levels according to the row "T1" in table 6.4.6.3.2-1.

    f_EUTRA_SetCellPowerList (v_CellPowerList_T0toT1);

    // @siclog "Step 0O" siclog@

    // @sic R5-155979 sic@

    // Perform manual CSG selection of cell 2

    v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_Cell2);

    f_UT_ManualPLMN_CSG(UT, f_Asn2Nas_PlmnId(v_GutiParams.PLMN_Identity), v_CSG_Identity_Cell2);

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell2, v_CSInOtherRAT, false, false, v_IRAT_Coordination_MSG.OctetData); // @sic R5-155979 sic@

    //@siclog "Step 0P" siclog@

    //@sic R5-155979 sic@

    //Wait 6 seconds for UE to receive system information

    f_Delay (6.0);

    //@siclog "Step 0Q" siclog@

    //@sic R5-155979 sic@

    //Change Cell 1, Cell 2 and Cell 5 levels according to row "T2" in table 6.4.6.3.2-1 and table 6.4.6.3.2-2.

    f_EUTRA_SendAuthParameters(eutra_Cell2, UTRAN);

    f_EUTRA_SetCellPowerList (v_CellPowerList_T1toT2);

    f_IRAT_WaitForCoOrd_Trigger (UTRAN);
    //@siclog "Step 1" siclog@

    //The SS changes Cell 1, Cell 2 levels according to the row "T1" in table 6.3.4.3.2-1

    f_EUTRA_SetCellPowerList (v_CellPowerList_T2toT3);  //@sic R5-155979 sic@

    //@siclog "Step 2" siclog@

    //Check: Does the UE send an RRCConnectionRequest on Cell 2?

    f_EUTRA_CheckNoAttachOn1Cell(eutra_Cell2, v_WaitTime, "Test Case 6.3.4 Step 2");

    //@siclog "Step 3" siclog@

    //The SS changes Cell 1, Cell 2 levels according to the row "T2" in table 6.3.4.3.2-1

    f_EUTRA_SetCellPowerList (v_CellPowerList_T3toT4);  //@sic R5-155979 sic@

    t_Wait.start;

    //@siclog "Step 4-10" siclog@

    //Check: Does the test result of steps 1 to 7 of the generic test procedure in TS 36.508 table

    //6.4.2.7A-1 indicate that the UE is camped on E-UTRAN Cell 2 within 6 mins?

    f_EUTRA_508CheckCampOnNewEutraCellUponMobilityFromAnotherRAT (eutra_Cell2, v_CSInOtherRAT, false, true, v_IRAT_Coordination_MSG.OctetData, NORMAL);

    t_Wait.stop; // If this times out it will be caught in the default behaviour

    //Tell UTRA PTC that test case is over

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    f_EUTRA_TestBody_Set (false);

    //@sic R5s150804 sic@

    f_EUTRA_SetCellPower(eutra_Cell1,tsc_NonSuitableCellRS_EPRE );

    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell2, eutra_Cell2, {v_CSG_Identity_Cell2}, E1_IDLE); //@sic R5s150983 sic@

    f_EUTRA_UE_Detach_SwitchOffUe(eutra_Cell2, RRC_IDLE, NORMAL, omit);
  } // end of 6.3.4

 After change
      function f_TC_6_3_4_EUTRA() runs on EUTRA_PTC
  {

    ………………..

// Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell2);

    f_UT_USIM_Insert (UT, "USIM with service n86 available");

    // The UEs Allowed CSG list is empty

    f_EUTRA_Preamble_EmptyCSG_AllowedList(eutra_Cell2); // @sic R5-155979 sic@

     // Set Cell2 to Hybrid cell

    //f_EUTRA_CellInfo_SetSysInfo_Csg_Ind(eutra_Cell2, false);

    f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_Cell2, v_CSG_Identity_Cell2);
    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell2);

    f_EUTRA_SetCellPowerList (v_CellPowerList_T0);  //@sic R5-155979 sic@

    // Coordination to start preamble in UTRAN

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);   // @sic R5-155979 sic@

    f_EUTRA_TestBody_Set (true);

    // Since Authentication parameters were updated in the idle updated procedure on UTRAN side...

    //...receive the updated parameters

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    UTRAN.receive(cmr_IRAT_OctetData) -> value v_IRAT_Coordination_MSG; // @sic R5-155979 sic@

    // @siclog "Step 0N" siclog@

    // @sic R5-155979 sic@

    // Change Cell 1 and Cell 2 power levels according to the row "T1" in table 6.4.6.3.2-1.

    f_EUTRA_SetCellPowerList (v_CellPowerList_T0toT1);

    // @siclog "Step 0O" siclog@

    // @sic R5-155979 sic@

    // Perform manual CSG selection of cell 2

    v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_Cell2);

    f_UT_ManualPLMN_CSG(UT, f_Asn2Nas_PlmnId(v_GutiParams.PLMN_Identity), v_CSG_Identity_Cell2);

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell2, v_CSInOtherRAT, false, false, v_IRAT_Coordination_MSG.OctetData); // @sic R5-155979 sic@

    //@siclog "Step 0P" siclog@

    //@sic R5-155979 sic@

    //Wait 6 seconds for UE to receive system information

    f_Delay (6.0);

    //@siclog "Step 0Q" siclog@

    //@sic R5-155979 sic@

    //Change Cell 1, Cell 2 and Cell 5 levels according to row "T2" in table 6.4.6.3.2-1 and table 6.4.6.3.2-2.

    f_EUTRA_SendAuthParameters(eutra_Cell2, UTRAN);

    f_EUTRA_SetCellPowerList (v_CellPowerList_T1toT2);

    //f_IRAT_WaitForCoOrd_Trigger (UTRAN);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);
    //@siclog "Step 1" siclog@

    //The SS changes Cell 1, Cell 2 levels according to the row "T1" in table 6.3.4.3.2-1

    f_EUTRA_SetCellPowerList (v_CellPowerList_T2toT3);  //@sic R5-155979 sic@

    //@siclog "Step 2" siclog@

    //Check: Does the UE send an RRCConnectionRequest on Cell 2?

    f_EUTRA_CheckNoAttachOn1Cell(eutra_Cell2, v_WaitTime, "Test Case 6.3.4 Step 2");

    //@siclog "Step 3" siclog@

    //The SS changes Cell 1, Cell 2 levels according to the row "T2" in table 6.3.4.3.2-1

    f_EUTRA_SetCellPowerList (v_CellPowerList_T3toT4);  //@sic R5-155979 sic@

    t_Wait.start;

    //@siclog "Step 4-10" siclog@

    //Check: Does the test result of steps 1 to 7 of the generic test procedure in TS 36.508 table

    //6.4.2.7A-1 indicate that the UE is camped on E-UTRAN Cell 2 within 6 mins?

    f_EUTRA_508CheckCampOnNewEutraCellUponMobilityFromAnotherRAT (eutra_Cell2, v_CSInOtherRAT, false, true, v_IRAT_Coordination_MSG.OctetData, NORMAL);

    t_Wait.stop; // If this times out it will be caught in the default behaviour

    //Tell UTRA PTC that test case is over

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    f_EUTRA_TestBody_Set (false);

    //@sic R5s150804 sic@

    f_EUTRA_SetCellPower(eutra_Cell1,tsc_NonSuitableCellRS_EPRE );

    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell2, eutra_Cell2, {v_CSG_Identity_Cell2}, E1_IDLE); //@sic R5s150983 sic@

    //f_EUTRA_UE_Detach_SwitchOffUe(eutra_Cell2, RRC_IDLE, NORMAL, omit);
  } // end of 6.3.4

Change 2
	Function name
	function f_TC_6_3_4_UTRAN() 

	Reason for change
	In the current implementation connection at UTRA not getting released after the RAU procedure which was causing UE to send SCRI.

	Summary of change
	Added call for f_UTRAN_RRC_ConnRel after RAU procedure. 

	TTCN module
	CSG_TestcasesUG_UTRAN.ttcn

	MCC160 Comment
	


Before change

  function f_TC_6_3_4_UTRAN() runs on UTRAN_IRAT_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_EUTRASysInfo;
    ………………..

    //@siclog "Step 0R" siclog@

    // @sic R5-155979 sic@

    //Perform RAU procedure

    f_UTRAN_RRC_ConnEst(utran_Cell5);

    f_UTRAN_GMM_RAU_MappedContext(utran_Cell5);

    //Since Authentication parameters have been updated in the registration process, send them to EUTRA PTC

    f_UTRAN_SendAuthCoOrdParameters(EUTRA);
…………………………..

}

After change

  function f_TC_6_3_4_UTRAN() runs on UTRAN_IRAT_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_EUTRASysInfo;

    ………………..

    //@siclog "Step 0R" siclog@

    // @sic R5-155979 sic@

    //Perform RAU procedure

    f_UTRAN_RRC_ConnEst(utran_Cell5);

    f_UTRAN_GMM_RAU_MappedContext(utran_Cell5);


f_UTRAN_RRC_ConnRel (utran_Cell5, cell_Fach_Dcch);
    //Since Authentication parameters have been updated in the registration process, send them to EUTRA PTC

    f_UTRAN_SendAuthCoOrdParameters(EUTRA);

}

