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	Reason for change:
	Due to implementation of CR R5-155944 TP of TC 8.1.2.1 was added to TC 8.1.1.3. This change have impact to the 8.1.1.3 TestCase.
TC 8.1.1.3 uses DCI format 1A (new implementation). This change have impact to paging message. TC 8.1.1.3 uses paging message  with 3x UE identity – 144 bit but as per the TBS sheet “DCI-1A-PCCH” - maximum possible size is 120 bits. With current TTCN implementation it is not possible to send paging message to UE.
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Change 1 
	Function name
	fl_GetResourceAllocationScheme

	Reason for change
	Due to implementation of CR R5-155944 TP of TC 8.1.2.1 was added to TC 8.1.1.3. This change have impact to the 8.1.1.3 TestCase.
TC 8.1.1.3 uses DCI format 1A (new implementation). This change have impact to paging message. TC 8.1.1.3 uses paging message  with 3x UE identity – 144 bit but as per the TBS sheet “DCI-1A-PCCH” - maximum possible size is 120 bits. With current TTCN implementation it is not possible to send paging message to UE.

	Summary of change
	Update condition in function fl_GetResourceAllocationScheme for TC 8.1.1.3

	TTCN module
	Common\EUTRA_Templates\EUTRA_CellCfg_Templates.ttcn

	MCC160 Comment
	


Before change

  function fl_GetResourceAllocationScheme () return EUTRA_ResourceAllocationScheme_Type

  {  // @sic R5s110122: remove p_Dl_Bandwidth sic@

    var charstring v_TestcaseName := testcasename(); // This operation now defined in TTCN3 v4.2.1

    var boolean v_TestcaseDciFormat1A := f_GetTestcaseAttrib_DciFormat1A(v_TestcaseName);   // @sic R5s110034; changed due to change of GCR priorities after RAN5 #52 sic@

    var boolean v_Testcase3IntraFreq := f_GetTestcaseAttrib_3IntraFreq(v_TestcaseName); // @sic R5s110034 sic@

    var boolean v_TestcaseMimo := f_GetTestcaseAttrib_Mimo(v_TestcaseName); // @sic R5s110320 sic@

    var boolean v_TestcaseDlCcchMsgInSeparateMacPdu := f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu(v_TestcaseName); // @sic R5-120721 change 3 sic@

    if (v_TestcaseDciFormat1A or                // @sic changed due to change of GCR priorities after RAN5 #52 sic@

        v_Testcase3IntraFreq or                 // @sic R5s110122 sic@

        v_TestcaseMimo or                       // @sic R5s110320 sic@

        v_TestcaseDlCcchMsgInSeparateMacPdu) // @sic R5-120721 change 3 sic@

      {

        return dci1A;

      }

    return dci1C_dci1;

  }
 After change

  function fl_GetResourceAllocationScheme () return EUTRA_ResourceAllocationScheme_Type

  {  // @sic R5s110122: remove p_Dl_Bandwidth sic@

    var charstring v_TestcaseName := testcasename(); // This operation now defined in TTCN3 v4.2.1

    var boolean v_TestcaseDciFormat1A := f_GetTestcaseAttrib_DciFormat1A(v_TestcaseName);   // @sic R5s110034; changed due to change of GCR priorities after RAN5 #52 sic@

    var boolean v_Testcase3IntraFreq := f_GetTestcaseAttrib_3IntraFreq(v_TestcaseName); // @sic R5s110034 sic@

    var boolean v_TestcaseMimo := f_GetTestcaseAttrib_Mimo(v_TestcaseName); // @sic R5s110320 sic@

    var boolean v_TestcaseDlCcchMsgInSeparateMacPdu := f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu(v_TestcaseName); // @sic R5-120721 change 3 sic@

    if ((v_TestcaseDciFormat1A or                // @sic changed due to change of GCR priorities after RAN5 #52 sic@

        v_Testcase3IntraFreq or                 // @sic R5s110122 sic@

        v_TestcaseMimo or                       // @sic R5s110320 sic@

        v_TestcaseDlCcchMsgInSeparateMacPdu) and

        (not (v_TestcaseName == "TC_8_1_1_3")))  // @sic R5-120721 change 3 sic@

      {

        return dci1A;

      }

    return dci1C_dci1;

  }
