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	Reason for change:
	Following the implementation of MCC comments for TTCN CRs R5s151039 and R5s151040, the incorrect cell ID is passed into the new function f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14 for these test cases (target cell id instead of source cell id is passed)


	
	

	Summary of change:
	Correct cell id passed into f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14()


	
	

	Consequences if not approved:
	A conformant UE may fail the test cases.
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Change 1 
	Function name
	function f_TC_8_2_4_13a_EUTRA

	Reason for change
	Following the implementation of MCC comments for TTCN CRs R5s151039 and R5s151040, the incorrect cell ID is passed into the new function f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14 for these test cases (target cell id instead of source cell id is passed)


	Summary of change
	Correct cell id passed into f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14()



	TTCN module
	\LTE\8_2\RRC_Handover.ttcn

	MCC160 Comment
	


Before change

//@siclog "Step 13B" siclog@

     //Transmit DLInformationTransfer containing a TRACKING AREA UPDATE ACCEPT message

    //@siclog "Step 13C" siclog@

    //Receive ULInformationTransfer containing a TRACKING AREA UPDATE COMPLETE message

    f_EUTRA_ConnectedMode_TAU (eutra_Cell1, cs_PLMN_List_1PLMN (f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (eutra_Cell28))));


//f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_step13to14(eutra_Cell28, eutra_Cell1);

    // Clean up source cell, rest of HO procedure

    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14(eutra_Cell1); // @sic R5s151039 sic@  

    //@siclog "Step 14" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_EUTRA_TestBody_Set (false);     
 After change

//@siclog "Step 13A" siclog@

    //Receive ULInformationTransfer containing a TRACKING AREA UPDATE REQUEST message

    //@siclog "Step 13B" siclog@

     //Transmit DLInformationTransfer containing a TRACKING AREA UPDATE ACCEPT message

    //@siclog "Step 13C" siclog@

    //Receive ULInformationTransfer containing a TRACKING AREA UPDATE COMPLETE message

    f_EUTRA_ConnectedMode_TAU (eutra_Cell1, cs_PLMN_List_1PLMN (f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (eutra_Cell28))));


//f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_step13to14(eutra_Cell28, eutra_Cell1);

    // Clean up source cell, rest of HO procedure

    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14(eutra_Cell28); // @sic R5s151039 sic@  

    //@siclog "Step 14" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_EUTRA_TestBody_Set (false);
Change 2 
	Function name
	function f_TC_8_3_1_12a_EUTRA

	Reason for change
	Following the implementation of MCC comments for TTCN CRs R5s151039 and R5s151040, the incorrect cell ID is passed into the new function f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14 for these test cases (target cell id instead of source cell id is passed)


	Summary of change
	Correct cell id passed into f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14()



	TTCN module
	\LTE\8_3\ RRC_Measurement.ttcn

	MCC160 Comment
	


Before change

//@siclog "Step 8a1" siclog@

      //IF pc_FeatrGrp_30 THEN The the SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE

      //to perform inter-band handover to Cell 28.

      //@siclog "Step 8a2" siclog@

      //The UE transmits an RRCConnectionReconfigurationComplete message on Cell 28 to confirm the successful handover.

      //f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell28 );


   // f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell28, -, -, -, -, -, -, -, -, -, true );

     f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 ( eutra_Cell1, eutra_Cell10 ); // @sic R5s151039 sic@            

      //@siclog "Step 8a3" siclog@

      //The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 28.

      //@siclog "Step 8a4" siclog@

      //SS responds with a TRACKING AREA UPDATE ACCEPT message.

      //NOTE: The TAU is accepted with PLMN1 listed as an Equivalent PLMN

      //@siclog "Step 8a5" siclog@
 After change

//@siclog "Step 8a1" siclog@

      //IF pc_FeatrGrp_30 THEN The the SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE

      //to perform inter-band handover to Cell 28.

      //@siclog "Step 8a2" siclog@

      //The UE transmits an RRCConnectionReconfigurationComplete message on Cell 28 to confirm the successful handover.

      //f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell28 );


   // f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell28, -, -, -, -, -, -, -, -, -, true );

     f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 ( eutra_Cell1, eutra_Cell28 ); // @sic R5s151039 sic@            

      //@siclog "Step 8a3" siclog@

      //The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 28.

      //@siclog "Step 8a4" siclog@

      //SS responds with a TRACKING AREA UPDATE ACCEPT message.

      //NOTE: The TAU is accepted with PLMN1 listed as an Equivalent PLMN

      //@siclog "Step 8a5" siclog@ 
Change 3
	Function name
	function f_TC_8_3_1_13a_EUTRA

	Reason for change
	Following the implementation of MCC comments for TTCN CRs R5s151039 and R5s151040, the incorrect cell ID is passed into the new function f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14 for these test cases (target cell id instead of source cell id is passed)


	Summary of change
	Correct cell id passed into f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps13_14()



	TTCN module
	\LTE\8_3\ RRC_Measurement.ttcn

	MCC160 Comment
	


Before change

//@siclog "Step 13a1-13a2" siclog@

      //IF pc_FeatrGrp_30 THEN tThe SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter band handover to Cell 30.

      //The UE transmits an RRCConnectionReconfigurationComplete message on Cell 30 to confirm the handover

      //f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell30 );

      //f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell30, -, -, -, -, -, -, -, -, -, true ); 


    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 ( eutra_Cell1, eutra_Cell28 ); // @sic R5s151039 sic@
      //@siclog "Step 13a3-13a5" siclog@

      //The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 30

      //SS responds with a TRACKING AREA UPDATE ACCEPT message.

      //NOTE: The TAU is accepted with PLMN1 listed as an Equivalent PLMN

      //The UE transmits a TRACKING AREA UPDATE COMPLETE message.  
 After change

//@siclog "Step 13a1-13a2" siclog@

      //IF pc_FeatrGrp_30 THEN tThe SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter band handover to Cell 30.

      //The UE transmits an RRCConnectionReconfigurationComplete message on Cell 30 to confirm the handover

      //f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell30 );

      //f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell30, -, -, -, -, -, -, -, -, -, true ); 


    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 ( eutra_Cell1, eutra_Cell30 ); // @sic R5s151039 sic@
      //@siclog "Step 13a3-13a5" siclog@

      //The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 30

      //SS responds with a TRACKING AREA UPDATE ACCEPT message.

      //NOTE: The TAU is accepted with PLMN1 listed as an Equivalent PLMN

      //The UE transmits a TRACKING AREA UPDATE COMPLETE message.
