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Change 1 
	Function name
	f_TC_6_1_1_8_EUTRA()

	Reason for change
	Step 20: Power off the UE.

Some UEs would like to detach first when power off procedure is triggered on the Phone. Some phones do not have removable battery so power off cannot be done instead switch off has to be performed before change of USIM.

The proposed solution is to perform Switch off procedure (if supported by UE).
#draft proseCR would be raised in the next RAN5 meeting

	Summary of change
	Switch off procedure implemented in Step 20

	TTCN module
	LTE\6_1\Idle_PLMNSelection.ttcn

	MCC160 Comment
	


Before change

  function f_TC_6_1_1_8_EUTRA() runs on EUTRA_PTC

  { //PLMN selection of RPLMN or (E)HPLMN; Automatic mode
…

//@siclog "Step 19" siclog@

    //Check: Is PLMN4 or PLMN 2 indicated by the UE?

    if (v_EUTRA_CellId == eutra_Cell1) {

      f_UT_PLMN_Check(UT, tsc_UT_PLMN4);//PLMN4

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 6.1.1.8 Step 19");

    }

    else if (v_EUTRA_CellId == eutra_Cell13) {

      f_UT_PLMN_Check (UT, tsc_UT_PLMN2);//PLMN2

      f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.8 Step 19");

    }

    else {

      FatalError(__FILE__, __LINE__, "Unexpected value of v_EUTRA_CellId Test Case 6.1.1.8 Step 19");

    }

    //@siclog "Step 20" siclog@

    //Power off the UE.

    f_UT_PowerOffUE(UT); // @sic R5s150072 sic@
    // Reset Security at NAS EMU

    f_EUTRA_SS_NAS_SecurityRelease(); // @sic R5s150634r1 sic@ @sic R5s150821 sic@

    //@siclog "Step 21" siclog@

    //The SS adjusts cell levels according to row T2 of table 6.1.1.8.3.2-1.

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT2);

    //@siclog "Step 22" siclog@

    //Power on the UE with USIM B inserted.

    f_UT_USIM_Insert(UT, "36.523-1 Table 6.1.1.8.3.1-3");

    f_EUTRA_SwitchOnUEandStartIP(eutra_Cell1);
…

    //Switch/Power off UE

    f_EUTRA_Postamble(v_EUTRA_CellId, E1_IDLE);

  }
 After change

  function f_TC_6_1_1_8_EUTRA() runs on EUTRA_PTC

  { //PLMN selection of RPLMN or (E)HPLMN; Automatic mode
…
//@siclog "Step 19" siclog@

    //Check: Is PLMN4 or PLMN 2 indicated by the UE?

    if (v_EUTRA_CellId == eutra_Cell1) {

      f_UT_PLMN_Check(UT, tsc_UT_PLMN4);//PLMN4

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 6.1.1.8 Step 19");

    }

    else if (v_EUTRA_CellId == eutra_Cell13) {

      f_UT_PLMN_Check (UT, tsc_UT_PLMN2);//PLMN2

      f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.8 Step 19");

    }

    else {

      FatalError(__FILE__, __LINE__, "Unexpected value of v_EUTRA_CellId Test Case 6.1.1.8 Step 19");

    }

    //@siclog "Step 20" siclog@

    //Power off the UE.

    f_EUTRA_UE_Detach_SwitchOffUe(v_EUTRA_CellId, RRC_IDLE);
    // Reset Security at NAS EMU

    f_EUTRA_SS_NAS_SecurityRelease(); // @sic R5s150634r1 sic@ @sic R5s150821 sic@

    //@siclog "Step 21" siclog@

    //The SS adjusts cell levels according to row T2 of table 6.1.1.8.3.2-1.

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT2);

    //@siclog "Step 22" siclog@

    //Power on the UE with USIM B inserted.

    f_UT_USIM_Insert(UT, "36.523-1 Table 6.1.1.8.3.1-3");

    f_EUTRA_SwitchOnUEandStartIP(eutra_Cell1);
…

    //Switch/Power off UE

    f_EUTRA_Postamble(v_EUTRA_CellId, E1_IDLE);

  }

