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Change 1 
	Function name
	f_TC_9_2_1_1_20_EUTRA

	Reason for change
	As per prose R5-160745 Table 9.2.1.1.20.3.2-1:
Step: 21-34b1

The attach procedure is completed by executing steps 5 to 16 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3 .
Function f_EUTRA_InitialRegistration_Step5_18b1 should be used in step Step  21 - 34b1.

	Summary of change
	Replace function f_EUTRA_InitialRegistration_Step5_16c1 with function f_EUTRA_InitialRegistration_Step5_18b1

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before change

    //@siclog "Step 18" siclog@

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellI, 90.0, "Step 18"); // @sic R5s110587 sic@

    //+  The SS set the cell type of cell K to "Serving Cell" and cell I to "Suitable Cell".

    //@siclog "Step 19" siclog@

    v_CellPowerList := {

      cs_CellPower(eutra_CellK, tsc_ServingCellRS_EPRE),   // @sic R5-104729 sic@

      cs_CellPower(eutra_CellI, tsc_SuitableCellRS_EPRE)   // @sic R5-104729 sic@

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);   // @sic R5s110726 additional changes for change 2 sic@

    //@siclog "Step  20" siclog@

    // Check: Does the UE transit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message;  @sic R5-105005 sic@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellK,

                                                v_RRC_TI,

                                                cr_EstablishmentCause_Any,

                                                cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                  cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                  cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach, f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 20");

    //@siclog "Step  21 - 34b1 siclog@

    // The attach procedure is completed by executing steps 5 to 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3 .

    f_EUTRA_InitialRegistration_Step5_16c1 (eutra_CellK, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); // @sic R5-105005, R5s110395, R5s150830, R5-160745 sic@

  }// function fl_tc_9_2_1_1_20_Body
After change

    //@siclog "Step 18" siclog@

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellI, 90.0, "Step 18"); // @sic R5s110587 sic@

    //+  The SS set the cell type of cell K to "Serving Cell" and cell I to "Suitable Cell".

    //@siclog "Step 19" siclog@

    v_CellPowerList := {

      cs_CellPower(eutra_CellK, tsc_ServingCellRS_EPRE),   // @sic R5-104729 sic@

      cs_CellPower(eutra_CellI, tsc_SuitableCellRS_EPRE)   // @sic R5-104729 sic@

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);   // @sic R5s110726 additional changes for change 2 sic@

    //@siclog "Step  20" siclog@

    // Check: Does the UE transit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message;  @sic R5-105005 sic@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellK,

                                                v_RRC_TI,

                                                cr_EstablishmentCause_Any,

                                                cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                  cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                  cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach, f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 20");

    //@siclog "Step  21 - 34b1 siclog@

    // The attach procedure is completed by executing steps 5 to 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3 .

    f_EUTRA_InitialRegistration_Step5_18b1 (eutra_CellK, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); // @sic R5-105005, R5s110395, R5s150830, R5-160745 sic@

  }// function fl_tc_9_2_1_1_20_Body
