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	Reason for change:
	In the test cases 9.2.1.1.13 and 9.2.1.2.12 the function f_EUTRA_Postamble_E5Manual() is used. In both of these test cases the UE has been specifically configured for EPS-only attach (9.2.1.1.13) or combined attach (9.2.1.2.12). During the function f_EUTRA_Postamble_E5Manual() a TAU procedure is performed which currently does not take into account the forced attach type. So if the PIXIT settings indicate a different attach mode then the test case can fail at TRACKING AREA UPDATE REQUEST.



	
	

	Summary of change:
	p_ForcedAttach parameter is passed from function f_EUTRA_Postamble_E5Manual() to  f_EUTRA_508CheckCampOnNewEutraCell() and subsequently to function f_EUTRA_TrackingAreaUpdate()
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Change 1 

	Function name
	f_EUTRA_Postamble_E5Manual()

	Reason for change
	In the test cases 9.2.1.1.13 and 9.2.1.2.12 the function f_EUTRA_Postamble_E5Manual() is used. In both of these test cases the UE has been specifically configured for EPS-only attach (9.2.1.1.13) or combined attach (9.2.1.2.12). During the function f_EUTRA_Postamble_E5Manual() a TAU procedure is performed which does not take into account the forced attach type. So if the PIXIT settings indicate a different attach mode then the test case can fail at TRACKING AREA UPDATE REQUEST.

	Summary of change
	p_ForcedAttach parameter is passed from function f_EUTRA_Postamble_E5Manual() to  f_EUTRA_508CheckCampOnNewEutraCell() and subsequently to function f_EUTRA_TrackingAreaUpdate()

	TTCN module
	EUTRA_CommonProcedures.ttcn

	MCC160 Comment
	


Before change

  function f_EUTRA_Postamble_E5Manual(EUTRA_CellId_Type p_CurrentCellId,

                                      EUTRA_CellId_Type p_NeighbourCellId,

                                      EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                      integer p_SelectedPlmnId := 1) runs on EUTRA_PTC

  {

    // Step 1

    f_UT_AutomaticPLMN_Select(UT);

    // Step 2

    f_EUTRA_SetCellPower(p_NeighbourCellId, tsc_ServingCellRS_EPRE);

    f_EUTRA_SetCellPower(p_CurrentCellId, tsc_NonSuitableOffCellRS_EPRE);

    // Step 3

    f_EUTRA_508CheckCampOnNewEutraCell(p_NeighbourCellId);

    // Now call the normal postamble function with E1 state

    f_EUTRA_Postamble(p_NeighbourCellId,

                      E1_IDLE,

                      p_ForcedAttach,

                      p_SelectedPlmnId);

  }
After change
  function f_EUTRA_Postamble_E5Manual(EUTRA_CellId_Type p_CurrentCellId,

                                      EUTRA_CellId_Type p_NeighbourCellId,

                                      EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                      integer p_SelectedPlmnId := 1) runs on EUTRA_PTC

  {

    // Step 1

    f_UT_AutomaticPLMN_Select(UT);

    // Step 2

    f_EUTRA_SetCellPower(p_NeighbourCellId, tsc_ServingCellRS_EPRE);

    f_EUTRA_SetCellPower(p_CurrentCellId, tsc_NonSuitableOffCellRS_EPRE);

    // Step 3

    f_EUTRA_508CheckCampOnNewEutraCell(p_NeighbourCellId, -, -, p_ForcedAttach);

    // Now call the normal postamble function with E1 state

    f_EUTRA_Postamble(p_NeighbourCellId,

                      E1_IDLE,

                      p_ForcedAttach,

                      p_SelectedPlmnId);

  }
Change 2
	Function name
	f_EUTRA_508CheckCampOnNewEutraCell()

	Reason for change
	In the test cases 9.2.1.1.13 and 9.2.1.2.12 the function f_EUTRA_Postamble_E5Manual() is used. In both of these test cases the UE has been specifically configured for EPS-only attach (9.2.1.1.13) or combined attach (9.2.1.2.12). During the function f_EUTRA_Postamble_E5Manual() a TAU procedure is performed which does not take into account the forced attach type. So if the PIXIT settings indicate a different attach mode then the test case can fail at TRACKING AREA UPDATE REQUEST.



	Summary of change
	p_ForcedAttach parameter is passed from function f_EUTRA_Postamble_E5Manual() to  f_EUTRA_508CheckCampOnNewEutraCell() and subsequently to function f_EUTRA_TrackingAreaUpdate()

	TTCN module
	EUTRA_CommonProcedures.ttcn

	MCC160 Comment
	


Before change

    function f_EUTRA_508CheckCampOnNewEutraCell(EUTRA_CellId_Type p_CellId,

                                              RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                              template (present) EstablishmentCause p_EstablishmentCause := ? //@sic R5-110062 sic@

                                              ) runs on EUTRA_PTC

  {

    /* Checks whether the UE is camping on a new E-UTRAN cell with different TAI of a test case or not.

       Procedure is defined in 36.508 cl. 6.4.2.7*/

    f_EUTRA_TrackingAreaUpdate(p_CellId, p_RRC_TI, -, p_EstablishmentCause); //@sic R5-110062 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "508Check CampOnNewEutraCell");

  }

After change
    function f_EUTRA_508CheckCampOnNewEutraCell(EUTRA_CellId_Type p_CellId,

                                              RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                              template (present) EstablishmentCause p_EstablishmentCause := ?,
                                              EUTRA_ATTACH_Type p_ForcedAttach := NORMAL                                              //@sic R5-110062 sic@

                                              ) runs on EUTRA_PTC

  {

    /* Checks whether the UE is camping on a new E-UTRAN cell with different TAI of a test case or not.

       Procedure is defined in 36.508 cl. 6.4.2.7*/

    f_EUTRA_TrackingAreaUpdate(p_CellId, p_RRC_TI, p_ForcedAttach, p_EstablishmentCause); //@sic R5-110062 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "508Check CampOnNewEutraCell");

  }
