Page 1



3GPP TSG-RAN WG5 Testing
R5s160573
01 Jan – 31 Dec 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	3347
	rev
	-
	Current version:
	12.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	 Corrections to f_GetSystemSpecificCapability

	
	

	Source to WG:
	Anritsu Ltd.

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2016-06-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The first RRC Connection Setup message should still requests Eutra capability and not request them if vc_UTRAN_Global.MobileInfo.ue_EUTRA_Capability is already set. In current implementation it is wrongly implemented

	
	

	Summary of change:
	Set the variable v_SystemSpecificCapUpdateReqList to {gsm} only when f_UTRAN_MobileInfo_EUTRACapability_Get return true and set to {gsm, eutra} when return false.

	
	

	Consequences if not approved:
	A conformance UE may fail.

	
	

	Clauses affected:
	All testcases start in UTRAN

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	


Change 1 
	Function name
	f_GetSystemSpecificCapability

	Reason for change
	The first RRC Connection Setup message should still requests Eutra capability and not request them if vc_UTRAN_Global.MobileInfo.ue_EUTRA_Capability is already set. In current implementation it is wrongly implemented

	Summary of change
	Set the variable v_SystemSpecificCapUpdateReqList to {gsm} only when f_UTRAN_MobileInfo_EUTRACapability_Get return true and set to {gsm, eutra} when return false.

	TTCN module
	UTRAN\UTRAN_CommonFunctions.ttcn

	MCC160 Comment
	


Before change

    function f_GetSystemSpecificCapability() runs on UTRAN_PTC return SystemSpecificCapUpdateReqList_r8

  { // @sic R5s120660 sic@

    var SystemSpecificCapUpdateReqList_r8  v_SystemSpecificCapUpdateReqList;

    if (f_GetTestcaseAttrib_RetrieveEutraCapabilities(testcasename()) and isvalue(f_UTRAN_MobileInfo_EUTRACapability_Get())) { // @sic R5s160394 sic@

      v_SystemSpecificCapUpdateReqList := {gsm, eutra};
    } else {

      v_SystemSpecificCapUpdateReqList :=  {gsm};
    }

    return v_SystemSpecificCapUpdateReqList;

  }
After change

  function f_GetSystemSpecificCapability() runs on UTRAN_PTC return SystemSpecificCapUpdateReqList_r8

  { // @sic R5s120660 sic@

    var SystemSpecificCapUpdateReqList_r8  v_SystemSpecificCapUpdateReqList;

    if (f_GetTestcaseAttrib_RetrieveEutraCapabilities(testcasename()) and isvalue(f_UTRAN_MobileInfo_EUTRACapability_Get())) { // @sic R5s160394 sic@

      v_SystemSpecificCapUpdateReqList := {gsm}; 

    } else {

      v_SystemSpecificCapUpdateReqList :=  {gsm, eutra};
    }

    return v_SystemSpecificCapUpdateReqList;

  }

