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	Reason for change:
	IWD 16wk32 adds a new MTC coordination port tsc_MTC_PortIndex_FBBA but the constant tsc_NoOfCOrdPorts is not increased accordingly. This can lead to a run-time error when the altstep a_MTC_RecieveFromPTC_SendToUt() is called for the FBBA port since the port array PTC_Ut is dimensioned according to this constant.
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	Increase tsc_NoOfCOrdPorts from 7 to 8.

	
	

	Consequences if not approved:
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Change 1
	Function name
	Constant tsc_NoOfCordPorts

	Reason for change
	IWD 16wk32 adds a new MTC coordination port tsc_MTC_PortIndex_FBBA but the constant tsc_NoOfCOrdPorts is not increased accordingly. This can lead to a run-time error when the altstep a_MTC_RecieveFromPTC_SendToUt() is called for the FBBA port since the port array PTC_Ut is dimensioned according to this constant.

	Summary of change
	

	TTCN module
	MTC_Base.ttcn

	MCC160 Comment
	


Before Change:

	   …..
  const integer tsc_NoOfCordPorts := 7;                         /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS, SSNITZ, UTRAN)

                                                                   @sic R5-134070: generic handling of UT commands for IMS PTC as well as for the other PTCs sic@

                                                                   @sic R5-151995: additional port for WLAN sic@ */

  const integer tsc_MTC_PortIndex_EUTRA := 0;                   /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS, UTRAN) */

  const integer tsc_MTC_PortIndex_UTRAN := 1;                   /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */

  const integer tsc_MTC_PortIndex_GERAN := 2;                   /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, UTRAN) */

  const integer tsc_MTC_PortIndex_CDMA2000 := 3;                /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT) */

  const integer tsc_MTC_PortIndex_IMS1 := 4;                    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT)

                                                                   @sic R5-134070: generic handling of UT commands for IMS PTC as well as for the other PTCs sic@*/

  const integer tsc_MTC_PortIndex_IMS2 := 5;                    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT)

                                                                   @sic R5-134070: generic handling of UT commands for IMS PTC as well as for the other PTCs sic@*/

  const integer tsc_MTC_PortIndex_WLAN := 6;                    /* @status    APPROVED (IMS, LTE_A_IRAT)

                                                                   @sic R5-151995: additional port for WLAN sic@*/

  const integer tsc_MTC_PortIndex_FBBA := 7;                    /* @status    APPROVED (IMS)
………
       


After Change:

	……….

  const integer tsc_NoOfCordPorts := 8;                         /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS, SSNITZ, UTRAN)

                                                                   @sic R5-134070: generic handling of UT commands for IMS PTC as well as for the other PTCs sic@

                                                                   @sic R5-151995: additional port for WLAN sic@ */

  const integer tsc_MTC_PortIndex_EUTRA := 0;                   /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS, UTRAN) */

  const integer tsc_MTC_PortIndex_UTRAN := 1;                   /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */

  const integer tsc_MTC_PortIndex_GERAN := 2;                   /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, UTRAN) */

  const integer tsc_MTC_PortIndex_CDMA2000 := 3;                /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT) */

  const integer tsc_MTC_PortIndex_IMS1 := 4;                    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT)

                                                                   @sic R5-134070: generic handling of UT commands for IMS PTC as well as for the other PTCs sic@*/

  const integer tsc_MTC_PortIndex_IMS2 := 5;                    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT)

                                                                   @sic R5-134070: generic handling of UT commands for IMS PTC as well as for the other PTCs sic@*/

  const integer tsc_MTC_PortIndex_WLAN := 6;                    /* @status    APPROVED (IMS, LTE_A_IRAT)

                                                                   @sic R5-151995: additional port for WLAN sic@*/

  const integer tsc_MTC_PortIndex_FBBA := 7;                    /* @status    APPROVED (IMS)
……….
  


