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This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D16wk32.
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3. Corrections to EPS_NAS_TypeDefs
Change 1 – DataServiceType
	Function name
	DataServiceType

	Reason for change
	According to 24.301 in control plane service request message the IE “Data Service Type” is mandatory presence, but the type definition defined for this type is expecting a IEI

	Summary of change
	Changed the DataServiceType to include optional for iei.

	TTCN module
	EPS_NAS_TypeDefs.ttcn

	MCC160 Comment
	


Before change
	type record DataServiceType{        /* 24.301 cl. 9.9.3.47 @sic R5s160711 Baseline Moving sic@*/
  IEI4_Type                   iei, 
  B1_Type                     activeFlag,
  B3_Type                     dataServiceType
};


After change
	type record DataServiceType{        /* 24.301 cl. 9.9.3.47 @sic R5s160711 Baseline Moving sic@*/
  IEI4_Type                   iei                   optional, // Mandatory presence therefore IEI will not be inlcuded
  B1_Type                     activeFlag,
  B3_Type                     dataServiceType
};


Change 2 – UserDataContainer
	Function name
	UserDataContainer

	Reason for change
	According to 24.301 sec 9.9.4.24 the iel is a Type6 information element

	Summary of change
	Changed iel to Type6Length_Type            

	TTCN module
	EPS_NAS_TypeDefs.ttcn

	MCC160 Comment
	


Before change
	type record UserDataContainer {                           /* 24.301 cl. 9.9.4.24 */
  IEI8_Type                   iei                   optional,
  Type4Length_Type            iel, 
  octetstring                 dataContainer
};



After change
	type record UserDataContainer {                           /* 24.301 cl. 9.9.4.24 */
  IEI8_Type                   iei                   optional,
  Type6Length_Type            iel, // should be Type6
  octetstring                 dataContainer
};



Change 3 – MessageAuthCode
	Function name
	MessageAuthCode

	Reason for change
	According to 24.008 sec 10.5.5.33 the message Authentication code IE does not inlcude pagingTimeWindow

	Summary of change
	Removed IE pagingTimeWindow, from the message definition

	TTCN module
	NAS_24008TypeDefs.ttcn

	MCC160 Comment
	


Before change
	type record MessageAuthCode {
  IEI8_Type     iei,
  Type4Length_Type     iel,           // length
  B4_Type       pagingTimeWindow, 
  O4_Type       messageAuthenticationCodeValue
};


After change
	type record MessageAuthCode {
  IEI8_Type     iei,
  Type4Length_Type     iel,           // length
 // B4_Type       pagingTimeWindow, // Not part of the definition in 24.008
  O4_Type       messageAuthenticationCodeValue
};


