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Change 1 –  f_TC_9_2_1_1_28a_EUTRA()
	Function name
	f_TC_9_2_1_1_28a_EUTRA()

	Reason for change
	EUTRA_POSTAMBLE_STATE_Type is not correctly used in the postamble

	Summary of change
	RRC Connection release procedure is performed at the end of the testbody inside the function fl_TC_9_2_1_1_28a_Body which results in UE not being in connected state

	TTCN module
	NAS_Attach_EOnly

	MCC160 Comment
	Accepted


Before change:
function f_TC_9_2_1_1_28a_EUTRA() runs on EUTRA_PTC
  { /* Attach / Success / IMS / Second PDN */
    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);
    // Create cell and send out system information
    f_EUTRA_CellConfig_Def(eutra_CellA, -, USE_BIG_GRANTS); // @sic R5s150947 sic@
    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, NORMAL);
    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_IDLE, NORMAL);
    // send trigger to IMS PTC to indicate the UE being switched off
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);
    // wait for the IMS PTC being reset
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);
    // reset IP handling for PDN_1
    f_IP_Handling_Stop(IP, cs_IP_StopPDN(PDN_1));
    f_EUTRA_TestBody_Set(true);
    fl_TC_9_2_1_1_28a_Body();
    // Postamble
    f_EUTRA_TestBody_Set(false);
    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, NORMAL);
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);
  }
After change
     function f_TC_9_2_1_1_28a_EUTRA() runs on EUTRA_PTC
  { /* Attach / Success / IMS / Second PDN */
    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);
    // Create cell and send out system information
    f_EUTRA_CellConfig_Def(eutra_CellA, -, USE_BIG_GRANTS); // @sic R5s150947 sic@
    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, NORMAL);
    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_IDLE, NORMAL);
    // send trigger to IMS PTC to indicate the UE being switched off
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);
    // wait for the IMS PTC being reset
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);
    // reset IP handling for PDN_1
    f_IP_Handling_Stop(IP, cs_IP_StopPDN(PDN_1));
    f_EUTRA_TestBody_Set(true);
    fl_TC_9_2_1_1_28a_Body();
    // Postamble
    f_EUTRA_TestBody_Set(false);
    f_EUTRA_Postamble(eutra_CellA, E1_IDLE, NORMAL); 
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);
  }
