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	Reason for change:
	Following the implementation of TTCN CR R5s151011, the default EPS bearer for the emergency PDN in limited service emergency call scenarios is now EPS bearer 6 (mapped to DRB 2). This change has introduced some problems with the execution of this test case.
1- The DRB configuration at the SS has not been changed, DRB 1 / LCID 3 is still currently configured even though DRB 2 / LCID 4 is now signalled to the UE.

2- The IP routing table still currently maps all traffic on the emergency PDN to DRB 1.



	
	

	Summary of change:
	Update IP routing prior to emergency call establishment to map PDN 1 to DRB 2. 
Note : Issue 1 above is addressed by change 1 of TTCN CR R5s160015.
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Change 1
	Function name
	F_TC_19_4_1_EUTRA()

	Reason for change
	The IP routing table currently maps all traffic on the emergency PDN to DRB 1



	Summary of change
	Update IP routing prior to emergency call establishment to map PDN 1 to DRB 2. 

	TTCN module
	IMS_IRAT_19_EUTRA.ttcn

	MCC160 Comment
	Accepted.
Covered by R5s160032.
Note that the same change applies to f_TC_19_4_2_EUTRA. 


Before change

    function f_TC_19_4_1_EUTRA() runs on EUTRA_PTC

  { /* Emergency call without emergency registration / EPS / UE does not contain an ISIM or USIM */

    var boolean v_Authenticate;

    var boolean v_GeolocationUsage := pc_IMS_Geolocation; // the test case intends to use GeoLocationInformation if supported by the UE (PICS) @sic R5s150846 sic@

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1); // @sic R5-131470 sic@

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA, HANDLE_UM_DATA, USE_BIG_GRANTS);    /* @sic R5s130681: DISCARD_UM_DATA; R5s140160: USE_BIG_GRANTS sic@

                                                                               @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@

                                                                               @sic R5-153746: DISCARD_UM_DATA -> HANDLE_UM_DATA sic@ */

    // remove the USIM

    f_UT_USIM_Remove(UT);

    // power on the cell

    f_EUTRA_SetCellPower(eutra_CellA, tsc_ServingCellRS_EPRE);

    // Trigger SS to execute location related functions to allow UE to get its position

    if (v_GeolocationUsage) {

      f_EUTRA_ProvideUE_LocationInformation(eutra_CellA, RRC_IDLE);

    }

    f_EUTRA_TestBody_Set(true);

    // Prompt the use to switch and start the IP stack

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s130799 sic@

    //@siclog "Steps 1-5 parallel behaviour" siclog@

    // Generic test procedure for setting up emergency speech call. Referred from 36.508 [94] table 4.5A.5.3-1 for a UE with E-UTRA support.

    v_Authenticate := false; // No USIM present

    f_EUTRA_508_IMSEmergencyCallLimitedService(eutra_CellA, px_EmergencyCallNumber, PREAMBLE, -, v_Authenticate);  // @sic R5s150964 sic@

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]); //Wait for IMS call release @sic R5s130799 sic@

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE, EPS_Only); // @sic R5s141232 sic@

  }
 After change
  function f_TC_19_4_1_EUTRA() runs on EUTRA_PTC

  { /* Emergency call without emergency registration / EPS / UE does not contain an ISIM or USIM */

    var boolean v_Authenticate;

    var boolean v_GeolocationUsage := pc_IMS_Geolocation; // the test case intends to use GeoLocationInformation if supported by the UE (PICS) @sic R5s150846 sic@

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1); // @sic R5-131470 sic@

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA, HANDLE_UM_DATA, USE_BIG_GRANTS);    /* @sic R5s130681: DISCARD_UM_DATA; R5s140160: USE_BIG_GRANTS sic@

                                                                               @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@

                                                                               @sic R5-153746: DISCARD_UM_DATA -> HANDLE_UM_DATA sic@ */

    // remove the USIM

    f_UT_USIM_Remove(UT);

    // power on the cell

    f_EUTRA_SetCellPower(eutra_CellA, tsc_ServingCellRS_EPRE);

    // Trigger SS to execute location related functions to allow UE to get its position

    if (v_GeolocationUsage) {

      f_EUTRA_ProvideUE_LocationInformation(eutra_CellA, RRC_IDLE);

    }

    f_EUTRA_TestBody_Set(true);

    // Prompt the use to switch and start the IP stack

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s130799 sic@

    f_IP_Handling_Start(IP, PDN_1, cs_DrbInfo_EUTRA(eutra_CellA, tsc_DRB2));
    //@siclog "Steps 1-5 parallel behaviour" siclog@

    // Generic test procedure for setting up emergency speech call. Referred from 36.508 [94] table 4.5A.5.3-1 for a UE with E-UTRA support.

    v_Authenticate := false; // No USIM present

    f_EUTRA_508_IMSEmergencyCallLimitedService(eutra_CellA, px_EmergencyCallNumber, PREAMBLE, -, v_Authenticate);  // @sic R5s150964 sic@

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]); //Wait for IMS call release @sic R5s130799 sic@

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE, EPS_Only); // @sic R5s141232 sic@

  }

