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Change 1 
	Function name
	  f_EUTRA_MatchEutraCapMsgs_r12

	Reason for change
	A misplaced bracket  causing unfair pass for a check taken to verify pc_ue_CategoryDL_13  in f_CheckUE_CategoryDL_0to14 resulting in failure due to “Invalid UE Category setting”

	Summary of change
	Corrected brackets in IF condition in _CheckUE_CategoryDL_0to14.

	TTCN module
	\LTE\8_5\ RRC_OtherFunctions.ttcn

	MCC160 Comment
	Accepted in principle.
The proposed solution does not solve the issue. MCC160 implementation see below.


Before change

function f_CheckUE_CategoryDL_0to14 (UE_EUTRA_Capability p_ReceivedCapabilityMsg)

  { // @sic R5-151749 sic@

    ………………..
      if ((pc_ue_CategoryDL_0 != pc_ue_CategoryUL_0) or

          (pc_ue_CategoryDL_6 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_7 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_9 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_9 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_10 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_10 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_11 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_11 or not pc_ue_Category_9 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_12 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_12 or not pc_ue_Category_10 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          ((pc_ue_CategoryDL_13 and ((not (pc_ue_CategoryUL_3 or pc_ue_CategoryUL_5)  or not pc_ue_Category_6 or not pc_ue_Category_4)) or

                                     (not (pc_ue_CategoryUL_7 or pc_ue_CategoryUL_13) or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_14 and (not pc_ue_CategoryUL_8 or not pc_ue_Category_8 or not pc_ue_Category_5))))

      {

        f_SetVerdict(fail, __FILE__, __LINE__, "Invalid UE Category setting per 36.306 Table 4.1A-6");

      }

    }

    else {

      if ((pc_ue_CategoryDL_0 == true) or

          (pc_ue_CategoryDL_6 == true) or

          (pc_ue_CategoryDL_7 == true) or

          (pc_ue_CategoryDL_9 == true) or

          (pc_ue_CategoryDL_10 == true) or

          (pc_ue_CategoryDL_11 == true) or

          (pc_ue_CategoryDL_12 == true) or

          (pc_ue_CategoryDL_13 == true) or

          (pc_ue_CategoryDL_14 == true))

      {

        f_SetVerdict(fail, __FILE__, __LINE__, "UE_Category DL omitted is inconsistent with PICS");

      }

    }

  } // f_CheckUE_CategoryDL_0to14  
After change

function f_CheckUE_CategoryDL_0to14 (UE_EUTRA_Capability p_ReceivedCapabilityMsg)

  { // @sic R5-151749 sic@

………..

      if ((pc_ue_CategoryDL_0 != pc_ue_CategoryUL_0) or

          (pc_ue_CategoryDL_6 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_7 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_9 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_9 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_10 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_10 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_11 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_11 or not pc_ue_Category_9 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_12 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_12 or not pc_ue_Category_10 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          ((pc_ue_CategoryDL_13 and ((not (pc_ue_CategoryUL_3 or pc_ue_CategoryUL_5)  or not pc_ue_Category_6 or not pc_ue_Category_4) or

                                     (not (pc_ue_CategoryUL_7 or pc_ue_CategoryUL_13) or not pc_ue_Category_7 or not pc_ue_Category_4))) or

          (pc_ue_CategoryDL_14 and (not pc_ue_CategoryUL_8 or not pc_ue_Category_8 or not pc_ue_Category_5))))

      {

        f_SetVerdict(fail, __FILE__, __LINE__, "Invalid UE Category setting per 36.306 Table 4.1A-6");

      }

    }

    else {

      if ((pc_ue_CategoryDL_0 == true) or

          (pc_ue_CategoryDL_6 == true) or

          (pc_ue_CategoryDL_7 == true) or

          (pc_ue_CategoryDL_9 == true) or

          (pc_ue_CategoryDL_10 == true) or

          (pc_ue_CategoryDL_11 == true) or

          (pc_ue_CategoryDL_12 == true) or

          (pc_ue_CategoryDL_13 == true) or

          (pc_ue_CategoryDL_14 == true))

      {

        f_SetVerdict(fail, __FILE__, __LINE__, "UE_Category DL omitted is inconsistent with PICS");

      }

    }

  } // f_CheckUE_CategoryDL_0to14

MCC160 Implementation
function f_CheckUE_CategoryDL_0to14 (UE_EUTRA_Capability p_ReceivedCapabilityMsg)

  { // @sic R5-151749 sic@

………..

      if ((pc_ue_CategoryDL_0 != pc_ue_CategoryUL_0) or

          (pc_ue_CategoryDL_6 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_7 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_9 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_9 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_10 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_10 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_11 and (not pc_ue_CategoryUL_5 or not pc_ue_Category_11 or not pc_ue_Category_9 or not pc_ue_Category_6 or not pc_ue_Category_4)) or

          (pc_ue_CategoryDL_12 and (not pc_ue_CategoryUL_13 or not pc_ue_Category_12 or not pc_ue_Category_10 or not pc_ue_Category_7 or not pc_ue_Category_4)) or

          ((pc_ue_CategoryDL_13 and ((not (pc_ue_CategoryUL_3 or pc_ue_CategoryUL_5)  or not pc_ue_Category_6 or not pc_ue_Category_4)) or

                                     (not (pc_ue_CategoryUL_7 or pc_ue_CategoryUL_13) or not pc_ue_Category_7 or not pc_ue_Category_4))) or

          (pc_ue_CategoryDL_14 and (not pc_ue_CategoryUL_8 or not pc_ue_Category_8 or not pc_ue_Category_5))))
      {

        f_SetVerdict(fail, __FILE__, __LINE__, "Invalid UE Category setting per 36.306 Table 4.1A-6");

      }

    }

    else {

      if ((pc_ue_CategoryDL_0 == true) or

          (pc_ue_CategoryDL_6 == true) or

          (pc_ue_CategoryDL_7 == true) or

          (pc_ue_CategoryDL_9 == true) or

          (pc_ue_CategoryDL_10 == true) or

          (pc_ue_CategoryDL_11 == true) or

          (pc_ue_CategoryDL_12 == true) or

          (pc_ue_CategoryDL_13 == true) or

          (pc_ue_CategoryDL_14 == true))

      {

        f_SetVerdict(fail, __FILE__, __LINE__, "UE_Category DL omitted is inconsistent with PICS");

      }

    }

  } // f_CheckUE_CategoryDL_0to14

Additional Changes by MCC160
Changes in EUTRA_CapabilityFunctions:

	  template (present) PDCP_Parameters cr_PDCP_Parameters := 

  {

    supportedROHC_Profiles := ?,

    maxNumberROHC_ContextSessions := *

  };

	  template (present) UE_EUTRA_Capability.interRAT_Parameters cr_UE_EUTRA_Capability_InterRAT_Parameters := 

  {

    utraFDD := *,  // @sic R5s140135 sic@

    utraTDD128 := *,

    utraTDD384 := *,

    utraTDD768 := *,

    geran := *,

    cdma2000_HRPD := *,

    cdma2000_1xRTT := *

  };

	  template (present) UE_EUTRA_Capability cr_UE_EUTRA_Capability(template (present) PDCP_Parameters p_PDCP_Parameters := cr_PDCP_Parameters,

                                                                template B32_Type p_FeatureGroupIndicators := f_DeriveFeatrGrpCapFromPics(),

                                                                template UE_EUTRA_Capability_v920_IEs p_UE_EUTRA_Capability_v920_IEs := *) :=

  { /* @status    APPROVED (UTRAN) */

    accessStratumRelease := ?,  //@sic R5s140912 sic@

    ue_Category := ?, 
    pdcp_Parameters := p_PDCP_Parameters,




    phyLayerParameters := {

      ue_TxAntennaSelectionSupported := ?,

      ue_SpecificRefSigsSupported := ?

    },

    rf_Parameters := {

      supportedBandListEUTRA := ?

    },

    measParameters := {

      bandListEUTRA := ?

    }, 
    featureGroupIndicators := p_FeatureGroupIndicators,

    interRAT_Parameters := cr_UE_EUTRA_Capability_InterRAT_Parameters,









    nonCriticalExtension := p_UE_EUTRA_Capability_v920_IEs

  };


Changes in RRC_OtherFunctions:

	  template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r8 := 
    cr_UE_EUTRA_Capability(?, ?);



























	  template UE_EUTRA_Capability_v920_IEs cr_UE_EUTRA_Capability_v920_IEs(template UE_EUTRA_Capability_v940_IEs p_UE_EUTRA_Capability_v940_IEs := *) :=

  {

    phyLayerParameters_v920  := ?,

    interRAT_ParametersGERAN_v920  := ?,

    interRAT_ParametersUTRA_v920  := *,

    interRAT_ParametersCDMA2000_v920 := *,

    deviceType_r9 := *,

    csg_ProximityIndicationParameters_r9 := ?,

    neighCellSI_AcquisitionParameters_r9 := ?,

    son_Parameters_r9  := ?,

    nonCriticalExtension := p_UE_EUTRA_Capability_v940_IEs

  } ifpresent; // @sic R5s150526 sic@

	  template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r9 := 
    cr_UE_EUTRA_Capability(?, -, cr_UE_EUTRA_Capability_v920_IEs);





































	  template UE_EUTRA_Capability_v940_IEs cr_UE_EUTRA_Capability_v940_IEs(template UE_EUTRA_Capability_v1060_IEs p_UE_EUTRA_Capability_v1060_IEs := *) :=

  {

    lateNonCriticalExtension := *,

    nonCriticalExtension  := {

      ue_Category_v1020  := *,

      phyLayerParameters_v1020 := *,

      rf_Parameters_v1020 := *,

      measParameters_v1020 := *,

      featureGroupIndRel10_r10 := *,

      interRAT_ParametersCDMA2000_v1020 := *,

      ue_BasedNetwPerfMeasParameters_r10 := *,

      interRAT_ParametersUTRA_TDD_v1020 := *,

      nonCriticalExtension  := p_UE_EUTRA_Capability_v1060_IEs
    } ifpresent // @sic R5s150526 sic@

  } ifpresent;

	  template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r10 := 
    cr_UE_EUTRA_Capability(?, -, cr_UE_EUTRA_Capability_v920_IEs(cr_UE_EUTRA_Capability_v940_IEs));


















































	  template UE_EUTRA_Capability_v1060_IEs cr_UE_EUTRA_Capability_v1060_IEs(template UE_EUTRA_Capability_v1180_IEs p_UE_EUTRA_Capability_v1180_IEs := *) := 

  {

    fdd_Add_UE_EUTRA_Capabilities_v1060 := *,

    tdd_Add_UE_EUTRA_Capabilities_v1060 := *,

    rf_Parameters_v1060 := *,

    nonCriticalExtension := {

      rf_Parameters_v1090 := *,

      nonCriticalExtension := {

        pdcp_Parameters_v1130 := ?,

        phyLayerParameters_v1130 := *,

        rf_Parameters_v1130 := ?,

        measParameters_v1130 := ?,

        interRAT_ParametersCDMA2000_v1130 := ?,

        otherParameters_r11 := ?,

        fdd_Add_UE_EUTRA_Capabilities_v1130 := *,

        tdd_Add_UE_EUTRA_Capabilities_v1130 := *,

        nonCriticalExtension := {  // @sic R5-142724 sic@

          phyLayerParameters_v1170 := *,

          ue_Category_v1170 := *, // @sic R5s150261 sic@

          nonCriticalExtension := p_UE_EUTRA_Capability_v1180_IEs

        } ifpresent // @sic R5s150526 sic@

      } ifpresent

    } ifpresent

  } ifpresent;

	  template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r11 := // @sic R5s130195 sic@ 
    cr_UE_EUTRA_Capability(?, -, cr_UE_EUTRA_Capability_v920_IEs(cr_UE_EUTRA_Capability_v940_IEs(cr_UE_EUTRA_Capability_v1060_IEs)));








































































	  template UE_EUTRA_Capability_v1180_IEs cr_UE_EUTRA_Capability_v1180_IEs :=

  {

    rf_Parameters_v1180 := *,

    mbms_Parameters_r11 := *,

    fdd_Add_UE_EUTRA_Capabilities_v1180 := *,

    tdd_Add_UE_EUTRA_Capabilities_v1180 := *,

    nonCriticalExtension := {

      ue_Category_v11a0 := *,

      measParameters_v11a0 := *,

      nonCriticalExtension := {

        phyLayerParameters_v1250 := *,

        rf_Parameters_v1250 := *,

        rlc_Parameters_r12 := *,

        ue_BasedNetwPerfMeasParameters_v1250 := *,

        ue_CategoryDL_r12 := *,

        ue_CategoryUL_r12 := *,

        wlan_IW_Parameters_r12 := *,

        measParameters_v1250 := *,

        dc_Parameters_r12 := *,

        mbms_Parameters_v1250 := *,

        mac_Parameters_r12 := *,

        fdd_Add_UE_EUTRA_Capabilities_v1250 := *,

        tdd_Add_UE_EUTRA_Capabilities_v1250 := *,

        sl_Parameters_r12 := *,

        nonCriticalExtension := {

          ue_CategoryDL_v1260 := ?,

          nonCriticalExtension := {

            rf_Parameters_v1270 := *,

            nonCriticalExtension := *

          } ifpresent // @sic R5-160664 sic@

        } ifpresent // @sic R5-160664 sic@

      } ifpresent // @sic R5s150526 sic@

    } ifpresent

  } ifpresent;

	  template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r12 := // @sic R5s150329 sic@ 
    cr_UE_EUTRA_Capability(?, -, cr_UE_EUTRA_Capability_v920_IEs(cr_UE_EUTRA_Capability_v940_IEs(cr_UE_EUTRA_Capability_v1060_IEs(cr_UE_EUTRA_Capability_v1180_IEs)))); 









































































































