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	Reason for change:
	According to 3GPP Spec. 34.123-2, the ‘applicability of test condition’ for test case 8.1.9e is C835 which states that “IF A.1/1 AND A.3/2 AND A.10/30 THEN R ELSE N/A”. 
But in current TTCN implementation, the test information is little bit different i.e. (pc_FDD AND pc_UE_Req_PSDataSessionEnd_cell_PCH).
pc_PS is not present in TTCN.



	
	

	Summary of change:
	pc_PS is added in C835 applicability.

	
	

	Consequences if not approved:
	A compliant device may incorrectly fail the test case.
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	Other comments:
	


1.1 Change 1
	Object name 
	HS8.mp: Test Case Selection Expression Definitation

	Reason for change
	According to 3GPP Spec. 34.123-2, the ‘applicability of test condition’ for test case 8.1.9e is C835 which states that “IF A.1/1 AND A.3/2 AND A.10/30 THEN R ELSE N/A”. But in current TTCN implementation, the test information is little bit different i.e. (pc_FDD AND pc_UE_Req_PSDataSessionEnd_cell_PCH).

pc_PS is specified in the 3GPP specification but not present in TTCN which should be added.



	Summary of change
	pc_PS is added in C835 applicability.

	MCC160 Comment
	Accepted
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