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Change 1 
	Function name
	f_TC_17_4_9_Common

	Reason for change
	Acc. Table 17.4.9.1.3.3-7: the MeasResultServFreqList_r10 in the measurement report in step 4 (and in all sub-sequent reports for as long as the measurement configuration is still valid) should be “not present”. Currently, TTCN sets this IE correctly in step 4, however it sets it incorrectly in the activated default behaviour to ANY.

	Summary of change
	Correction of the activated default behaviour for measurement report from step 4 of the MeasResultServFreqList_r10 from ANY to OMIT.

	TTCN module
	\LTE_A_R10_R11\17\MBMS_SC_CA.ttcn

	MCC160 Comment
	Accepted


Before change

    function f_TC_17_4_9_Common(EUTRA_CellId_Type p_PCellId,

                              EUTRA_CellId_Type p_SCellId,

                              CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…
  //@siclog "Step 4" siclog@

    //Receive MeasurementReport

    SRB.receive(car_SRB1_RrcPdu_IND(p_PCellId, cr_MeasurementReport(1, //Meas id

                                                                    ?, //RSRP result

                                                                    ?, //RSRQ result

                                                                    cr_MeasResultNeighCells_measResultListEUTRA_1Entry(v_PhysicalCellIdentity_Scell,

                                                                                                                       omit, //CGI info

                                                                                                                       ?,    //RSRP result

                                                                                                                       ?))));//RSRQ result

    //Activate the default to receive further measurement reports for cell 2 on cell 1

    v_DefaultRef := activate(a_EUTRA_AddDefault_PeriodicalMeasurmentReport(p_PCellId,

                                                                           cr_MeasurementReport(1, ?, ?,

                                                                                                cr_MeasResultNeighCells_measResultListEUTRA_1Entry(v_PhysicalCellIdentity_Scell, omit, ?, ?),

                                                                                                ?)));
    //@siclog "Step 4A-5" siclog@

After change

        function f_TC_17_4_9_Common(EUTRA_CellId_Type p_PCellId,

                              EUTRA_CellId_Type p_SCellId,

                              CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…
  //@siclog "Step 4" siclog@

    //Receive MeasurementReport

    SRB.receive(car_SRB1_RrcPdu_IND(p_PCellId, cr_MeasurementReport(1, //Meas id

                                                                    ?, //RSRP result

                                                                    ?, //RSRQ result

                                                                    cr_MeasResultNeighCells_measResultListEUTRA_1Entry(v_PhysicalCellIdentity_Scell,

                                                                                                                       omit, //CGI info

                                                                                                                       ?,    //RSRP result

                                                                                                                       ?))));//RSRQ result

    //Activate the default to receive further measurement reports for cell 2 on cell 1

    v_DefaultRef := activate(a_EUTRA_AddDefault_PeriodicalMeasurmentReport(p_PCellId,

                                                                           cr_MeasurementReport(1, ?, ?,

                                                                                                cr_MeasResultNeighCells_measResultListEUTRA_1Entry(v_PhysicalCellIdentity_Scell, omit, ?, ?))));
    //@siclog "Step 4A-5" siclog@
