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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D16wk10’.
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3. Correction to EMM TC 9.2.1.1.30
Change 1 – Correction to local function ‘fl_TC_9_2_1_1_30_Body’
	Function name
	fl_TC_9_2_1_1_30_Body ()

	Reason for change
	The Pre-test conditions require timer T3402 to be set to non-default value of 2 minutes.
Per TS 24.301 cl. 5.3.6

“The value of timer T3402 can be sent by the network to the UE in the ATTACH REJECT message. If an ATTACH REJECT message including timer T3402 value was received integrity protected, the UE shall apply this value until a new value is received with integrity protection or a new PLMN is selected. Otherwise, the default value of this timer is used.”

However, the ATTACH REJECT message in  steps 3, 4a3, 4a7, 4a11 and 4a15 is sent as " Plain NAS message, not security protected " which does not allow to achieve the Pre-test condition. 

	Summary of change
	ATTACH REJECT message in  steps 3, 4a3, 4a7, 4a11 and 4a15 was sent as    " integrity protected.

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn

	MCC160 Comment
	Accepted


Before change

...
  function fl_TC_9_2_1_1_30_Body() runs on EUTRA_PTC

  {

…

    //@siclog "Step 3" siclog@

    //The SS transmits an ATTACH REJECT message including EMM cause = "ESM failure"

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_NoSecurityProtection,  // @sic R5s140995 sic@

                                                cs_508_AttachReject(cs_EMM_Cause_v(tsc_Cause_ESMFailure),

                                                                    omit,

                                                                    cs_GPRS_Timer2_3_IEI('16'O, tsc_GprsTimerUnit_1min, '00010'B))))); // @sic R5s150329 Baseline Moving sic@

    //@siclog "Step 4"siclog@

    //void

    //EXCEPTION: Steps 4a1 to 4a15 describe behaviour that depends on UE configuration;

    //the "lower case letter" identifies a step sequence that take place,

    //if the UE does not set the attach attempt counter to 5 when UE receives an ATTACH REJECT message including EMM cause = " ESM failure ".

…

        //@siclog "Step 4a2","Step 4a6","Step 4a10","Step 4a14" siclog@

        //The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 2,3,4,5)

        v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                                  v_RRC_TI,

                                                  cr_EstablishmentCause_Any,

                                                  cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                    cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                    cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                    f_GetPdnType())));

        //@siclog "Step 4a3","Step 4a7","Step 4a11","Step 4a15" siclog@

        //The SS transmits an ATTACH REJECT message including EMM cause = "ESM failure"

        SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                   cs_TimingInfo_Now,

                                   cs_NAS_Request(tsc_SHT_NoSecurityProtection,  // @sic R5s140995 sic@

                                                  cs_508_AttachReject(cs_EMM_Cause_v(tsc_Cause_ESMFailure),

                                                                      omit,

                                                                      cs_GPRS_Timer2_3_IEI('16'O, tsc_GprsTimerUnit_1min, '00010'B))))); // @sic R5s150329 Baseline Moving sic@

        //@siclog "Step 4a4","Step 4a8","Step 4a12"siclog@

        //void
...

After change

...

  function fl_TC_9_2_1_1_30_Body() runs on EUTRA_PTC

  {

…

    //@siclog "Step 3" siclog@

    //The SS transmits an ATTACH REJECT message including EMM cause = "ESM failure"

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected,  // @sic R5s140995 sic@

                                                cs_508_AttachReject(cs_EMM_Cause_v(tsc_Cause_ESMFailure),

                                                                    omit,

                                                                    cs_GPRS_Timer2_3_IEI('16'O, tsc_GprsTimerUnit_1min, '00010'B))))); // @sic R5s150329 Baseline Moving sic@

    //@siclog "Step 4"siclog@

    //void

    //EXCEPTION: Steps 4a1 to 4a15 describe behaviour that depends on UE configuration;

    //the "lower case letter" identifies a step sequence that take place,

    //if the UE does not set the attach attempt counter to 5 when UE receives an ATTACH REJECT message including EMM cause = " ESM failure ".

…

        //@siclog "Step 4a2","Step 4a6","Step 4a10","Step 4a14" siclog@

        //The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 2,3,4,5)

        v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                                  v_RRC_TI,

                                                  cr_EstablishmentCause_Any,

                                                  cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                    cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                    cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                    f_GetPdnType())));

        //@siclog "Step 4a3","Step 4a7","Step 4a11","Step 4a15" siclog@

        //The SS transmits an ATTACH REJECT message including EMM cause = "ESM failure"

        SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                   cs_TimingInfo_Now,

                                   cs_NAS_Request(tsc_SHT_IntegrityProtected,  // @sic R5s140995 sic@

                                                  cs_508_AttachReject(cs_EMM_Cause_v(tsc_Cause_ESMFailure),

                                                                      omit,

                                                                      cs_GPRS_Timer2_3_IEI('16'O, tsc_GprsTimerUnit_1min, '00010'B))))); // @sic R5s150329 Baseline Moving sic@

        //@siclog "Step 4a4","Step 4a8","Step 4a12"siclog@

        //void
... 
