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	Reason for change:
	In the current TTCN implementation, the function f_UTRAN_Preamble(utran_Cell5) is called. If this testcase is run with an IMS over UTRAN enabled device, it will fail in this function because with current set of arguments, it wont be expecting an Activate PDP Context REQ. 

This function needs to be called with correct set of arguments to be able to accommodate behaviour of both IMS over UTRAN enabled devices, and non-IMS devices.

	
	

	Summary of change:
	Instead of calling f_UTRAN_Preamble(utran_Cell5), called f_UTRAN_Preamble(utran_Cell5, true). 
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	A conformant UE may fail this testcase when run with an IMS over UTRAN enabled device.
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Change 1 
	Function name
	f_TC_6_4_5_UTRAN()

	Reason for change
	In the current TTCN implementation, the function f_UTRAN_Preamble(utran_Cell5) is called. If this testcase is run with an IMS over UTRAN enabled device, it will fail in this function because with current set of arguments, it wont be expecting an Activate PDP Context REQ. 

This function needs to be called with correct set of arguments to be able to accommodate behaviour of both IMS over UTRAN enabled devices, and non-IMS devices.

	Summary of change
	Instead of calling f_UTRAN_Preamble(utran_Cell5), called f_UTRAN_Preamble(utran_Cell5, true). 

	TTCN module
	Hybrid_CellsUG_UTRAN.ttcn

	MCC160 Comment
	Accepted


Before Change:

	<<SKIPPED CODE>>
// Preamble
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);  // Insert USIM and add CSG of cell 2 in USIM
    f_UTRAN_Preamble(utran_Cell5);
    f_UTRAN_TestBody_Set(true);
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
// Preamble
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);  // Insert USIM and add CSG of cell 2 in USIM
    f_UTRAN_Preamble(utran_Cell5, true/*WA#6_4_5*/);
    f_UTRAN_TestBody_Set(true);
<<SKIPPED CODE>>


