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	Reason for change:
	When the test case is run with an IMS enabled device, the PDP context established is associated with a cid (CGDCONT) and depending on the configuration, the PDP context might have a valid APN name or a null apn name. The following PS call triggered by AT commands should ensure that a different pdp context id is used. In addition, the APN name should be different from being a null apn.
This needs to be modified.

	
	

	Summary of change:
	Implemented the above mentioned changes.
It is proposed to use the context ID 6 and APN name set to tsc_RandomAPN.
Imported module UTRAN_IP_Component into the file RRC_RelUG_UTRAN.ttcn

	
	

	Consequences if not approved:
	A conformant UE may fail this test case.
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Change 1
	Function name
	Module RRC_ConnRelUG_UTRAN

	Reason for change
	When the testcase is run with an IMS enabled device, the PDP context established is associated with a cid (CGDCONT) and depending on the configuration, the PDP context might have a valid APN name or a null apn name. The following PS call triggered by AT commands should ensure that a different pdp context id is used. In addition, the APN name should be different from being a null apn. So based upon output of function f_UTRAN_Global_IP_NoOfPDPContexts_Get(), it is decided which cid should be used. This function is defined in module UTRAN_IP_Component which needs to be imported.

	Summary of change
	Please see screenshot.

	TTCN module
	RRC_ConnRelUG_UTRAN

	MCC160 Comment
	Accepted


Before Change:

	module RRC_ConnRelUG_UTRAN
{
  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;
  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;
  import from UTRAN_Component all;
  import from UTRAN_IRAT_Component all;
  import from UTRAN_IRAT_CommonFunctions all;
  import from UTRAN_CommonFunctions all;
  import from UTRAN_IRAT_CommonProcedures all;
  import from UTRAN_CellInfo all;
  import from UTRAN_TypeDefs all;
  import from UTRAN_RRC_Templates all;
  import from UTRAN_RRC_Templates_r9 all;
  import from UTRAN_ASN1_ASP_Templates all;
  import from UTRAN_CommonDefs all;
  import from UTRAN_RRC_SysInfo_Templates all;
  import from UTRAN_TTCN_ASP_Templates all;
  import from UTRAN_NAS_PDU_Templates all;
  import from UTRAN_RAB_Functions all;
  import from UTRAN_ConfigurationSteps all;
  import from NAS_24008TypeDefs all;
  import from NAS_CommonTypeDefs all;
  import from NAS_CommonTemplates all;
  import from NAS_24008Templates_IRAT all;
  import from UTRAN_ASN1_ASP_RAB_Templates all;
  import from UpperTesterFunctions all;
  import from CommonIratDefs all;
  import from CommonDefs all;
  import from Parameters all;
  import from UTRAN_Parameters all;
  import from EUTRA_CapabilityFunctions all;



After Change:

	module RRC_ConnRelUG_UTRAN
{
  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;
  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;
  import from UTRAN_Component all;
  import from UTRAN_IRAT_Component all;
  import from UTRAN_IRAT_CommonFunctions all;
  import from UTRAN_CommonFunctions all;
  import from UTRAN_IRAT_CommonProcedures all;
  import from UTRAN_CellInfo all;
  import from UTRAN_TypeDefs all;
  import from UTRAN_RRC_Templates all;
  import from UTRAN_RRC_Templates_r9 all;
  import from UTRAN_ASN1_ASP_Templates all;
  import from UTRAN_CommonDefs all;
  import from UTRAN_RRC_SysInfo_Templates all;
  import from UTRAN_TTCN_ASP_Templates all;
  import from UTRAN_NAS_PDU_Templates all;
  import from UTRAN_RAB_Functions all;
  import from UTRAN_ConfigurationSteps all;
  import from NAS_24008TypeDefs all;
  import from NAS_CommonTypeDefs all;
  import from NAS_CommonTemplates all;
  import from NAS_24008Templates_IRAT all;
  import from UTRAN_ASN1_ASP_RAB_Templates all;
  import from UpperTesterFunctions all;
  import from CommonIratDefs all;
  import from CommonDefs all;
  import from Parameters all;
  import from UTRAN_Parameters all;
  import from EUTRA_CapabilityFunctions all;
  import from UTRAN_IP_Component all; //WA#8_1_3_7_r1


Change 2
	Function name
	f_TC_8_1_3_7_UTRAN

	Reason for change
	When the testcase is run with an IMS enabled device, the PDP context established is associated with a cid (CGDCONT) and depending on the configuration, the PDP context might have a valid APN name or a null apn name. The following PS call triggered by AT commands should ensure that a different pdp context id is used. In addition, the APN name should be different from being a null apn. So based upon output of function f_UTRAN_Global_IP_NoOfPDPContexts_Get(), it is decided which cid should be used. This function is defined in module UTRAN_IP_Component which needs to be imported.

	Summary of change
	Called the function f_UT_ActivatePDPContextUG with a different set of parameters as argument based upon the output of f_UTRAN_Global_IP_NoOfPDPContexts_Get().

Please see screenshot.

	TTCN module
	RRC_ConnRelUG_UTRAN.ttcn

	MCC160 Comment
	Accepted, but always set the APN name by default to the random value, in all instances of this upper tester functions.


Before Change:

	<<SKIPPED CODE>>
f_UTRAN_TestBody_Set (true);
    //@siclog "Step 1" siclog@
    //Originate PS Call
    f_UT_ActivatePDPContextUG (UT,
                               v_DedicatedId,
                               v_QualityOfService,
                               "" );
    //@siclog "Step 2" siclog@
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

f_UTRAN_TestBody_Set (true);
    //@siclog "Step 1" siclog@
    //Originate PS Call
    //WA#8_1_3_7_r1 : Change start
    if (f_UTRAN_Global_IP_NoOfPDPContexts_Get() == 0) { // @sic R5s160394 sic@   

        f_UT_ActivatePDPContextUG (UT, v_DedicatedId, v_QualityOfService, ""); // @sic R5-152145 sic@
      } else {
        f_UT_ActivatePDPContextUG (UT, 6, v_QualityOfService, tsc_RandomAPN); // @sic R5s160394 sic@
      }
    //WA#8_1_3_7_r1 : Change stop
    //@siclog "Step 2" siclog@
<<SKIPPED CODE>>


