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Change 1 
	Function name
	f_EUTRA_508RRC_IntraLTE_HO_InterCell_Common_Steps1_12

	Reason for change
	Current TTCN implementation is checking incorrect condition to release 2nd PDN to release Internet PDN. Variable v_SecondPdnToBeReleased is hardcoded to false and the PDN will never get released.

Changed the condition to check for tsc_EUTRA_Registration_MultiplePDN to release the Internet PDN.

	Summary of change
	Changed the condition to check for tsc_EUTRA_Registration_MultiplePDN to release the Internet PDN.

	TTCN module
	\Common\EUTRA\EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	Accepted in principle (see below)


Before change

    function f_EUTRA_InitialRegistration_Step16_18b1(EUTRA_CellId_Type p_CellId,

                                                   DelayForUserPlaneSignalling_Type p_WaitForIMS := waitForIMS,

                                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                   EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN := firstPDN,

                                                   template (omit) NAS_MSG_Indication_Type p_AttachComplete := omit) runs on EUTRA_PTC

  { /* @sic R5-112600: always delay of 1.2s (i.e. p_WaitForIMS := waitForIMS when calling f_EUTRA_NAS_AttachComplete) sic@ */

    /* @sic R5s130133 change 8: p_WaitForIMS added sic@ */

    /* @sic R5s150510: new parameter p_InitialRegistrationPDN sic@

       @sic R5-160745: Renamed and split functions instead of RRCConnectionRelease parameter sic@ */

    var boolean v_SecondPdnToBeReleased := false;

    f_EUTRA_InitialRegistration_Step16_16c1 (p_CellId, p_WaitForIMS, p_NtwkFeatSupport, p_InitialRegistrationPDN, p_AttachComplete); // @sic R5-165021 sic@

    f_EUTRA_RRC_ConnectionRelease(p_CellId);   // step 17  @sic R5s150338: no v_DrbReleaseList anymore sic@

    if (v_SecondPdnToBeReleased) {  // @sic R5-144797: support of multiple PDN registration sic@

      f_EUTRA_InitialRegistration_ReleaseInternetPDN(p_CellId);

    }

  }
After change

  function f_EUTRA_InitialRegistration_Step16_18b1(EUTRA_CellId_Type p_CellId,

                                                   DelayForUserPlaneSignalling_Type p_WaitForIMS := waitForIMS,

                                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                   EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN := firstPDN,

                                                   template (omit) NAS_MSG_Indication_Type p_AttachComplete := omit) runs on EUTRA_PTC

  { /* @sic R5-112600: always delay of 1.2s (i.e. p_WaitForIMS := waitForIMS when calling f_EUTRA_NAS_AttachComplete) sic@ */

    /* @sic R5s130133 change 8: p_WaitForIMS added sic@ */

    /* @sic R5s150510: new parameter p_InitialRegistrationPDN sic@

       @sic R5-160745: Renamed and split functions instead of RRCConnectionRelease parameter sic@ */

    f_EUTRA_InitialRegistration_Step16_16c1 (p_CellId, p_WaitForIMS, p_NtwkFeatSupport, p_InitialRegistrationPDN, p_AttachComplete); // @sic R5-165021 sic@

    f_EUTRA_RRC_ConnectionRelease(p_CellId);   // step 17  @sic R5s150338: no v_DrbReleaseList anymore sic@

    if (tsc_EUTRA_Registration_MultiplePDN) {  // @sic R5-144797: support of multiple PDN registration sic@    

      f_EUTRA_InitialRegistration_ReleaseInternetPDN(p_CellId);

    }

  }

MCC160 Implementation
	  type enumerated EUTRA_InitialRegistration_PdnStatus {singlePDN, multiplePDN};

	  function f_EUTRA_InitialRegistration_Step16_16c1(EUTRA_CellId_Type p_CellId,

                                                   DelayForUserPlaneSignalling_Type p_WaitForIMS := waitForIMS,

                                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                   EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN := firstPDN,

                                                   template (omit) NAS_MSG_Indication_Type p_AttachComplete := omit) runs on EUTRA_PTC return EUTRA_InitialRegistration_PdnStatus
  { /* @sic R5-112600: always delay of 1.2s (i.e. p_WaitForIMS := waitForIMS when calling f_EUTRA_NAS_AttachComplete) sic@ */

    /* @sic R5s130133 change 8: p_WaitForIMS added sic@ */

    /* @sic R5s150510: new parameter p_InitialRegistrationPDN sic@

       @sic R5-160745: Renamed and split functions instead of RRCConnectionRelease parameter sic@ */

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(p_InitialRegistrationPDN);  // @sic R5-144797 sic@

    var DelayForUserPlaneSignalling_Type v_WaitForIMS := p_WaitForIMS;

    var boolean v_IMSVoiceSupported := false;

    var template (value) B1_Type v_IMSSupport := '0'B; 
    var EUTRA_InitialRegistration_PdnStatus v_PdnStatus := singlePDN;
    if (isvalue(p_NtwkFeatSupport)) {  // @sic R5-130620 sic@

      v_IMSSupport := valueof(p_NtwkFeatSupport.imsVoPS);

      if (match ('1'B, v_IMSSupport)) {

        v_IMSVoiceSupported := true;

      }

    }

    if (not v_IMSVoiceSupported and pc_voice_PS_1_CS_2 and pc_Attach) { // @sic R5-130620 sic@

      v_WaitForIMS := dontWaitForIMS;    // @sic R5-144797: NOTE: acc. to the prose in this case there is no second PDN at all sic@ */

    } else if (tsc_EUTRA_Registration_MultiplePDN) { /* @sic R5-144797: multiple PDN sic@ */

      v_WaitForIMS := noDelay;    /* In case of a second PDN connectivity request this may be sent immediately by the UE

                                     => we cannot wait after the ATTACH_COMPLETE for any trigger from the IMS_PTC but need to do that after the second PDN connectivity is over */

    }

    f_EUTRA_NAS_AttachComplete(p_CellId, v_EpsBearerId, v_WaitForIMS, p_AttachComplete); // step 16  @sic R5s110449, R5-160947 sic@

    if (not v_IMSVoiceSupported and pc_voice_PS_1_CS_2 and pc_Attach) { // @sic R5-130620 sic@

      if (pc_TAU_connected_in_IMS) { // Steps 16a1-3 @sic R5-131455 sic@

        f_EUTRA_ConnectedMode_TAU(p_CellId, -, Combined, tsc_EpsUpdate_Combined_TaLaUpdate);

      }

      else if (pc_TAU_idle_in_IMS) { // Steps 16b1-6 @sic R5-131455 sic@

        f_EUTRA_RRC_ConnectionRelease(p_CellId);

        f_EUTRA_TrackingAreaUpdate_Step1_5 (p_CellId, tsc_RRC_TI_Def, Combined, -, -, tsc_EpsUpdate_Combined_TaLaUpdate);

      }

    } else if (tsc_EUTRA_Registration_MultiplePDN) {   // @sic R5-144797: support of multiple PDN registration sic@

      f_EUTRA_InitialRegistration_ConnectToAdditionalPDN(p_CellId, p_WaitForIMS); 
      v_PdnStatus := multiplePDN;
    } 
    return v_PdnStatus;
  }

	  function f_EUTRA_InitialRegistration_Step16_18b1(EUTRA_CellId_Type p_CellId,

                                                   DelayForUserPlaneSignalling_Type p_WaitForIMS := waitForIMS,

                                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                   EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN := firstPDN,

                                                   template (omit) NAS_MSG_Indication_Type p_AttachComplete := omit) runs on EUTRA_PTC

  { /* @sic R5-112600: always delay of 1.2s (i.e. p_WaitForIMS := waitForIMS when calling f_EUTRA_NAS_AttachComplete) sic@ */

    /* @sic R5s130133 change 8: p_WaitForIMS added sic@ */

    /* @sic R5s150510: new parameter p_InitialRegistrationPDN sic@

       @sic R5-160745: Renamed and split functions instead of RRCConnectionRelease parameter sic@ */


    var EUTRA_InitialRegistration_PdnStatus v_PdnStatus;
    v_PdnStatus := f_EUTRA_InitialRegistration_Step16_16c1 (p_CellId, p_WaitForIMS, p_NtwkFeatSupport, p_InitialRegistrationPDN, p_AttachComplete); // @sic R5-165021 sic@

    f_EUTRA_RRC_ConnectionRelease(p_CellId);   // step 17  @sic R5s150338: no v_DrbReleaseList anymore sic@

    if ( v_PdnStatus != singlePDN) {  // @sic R5-144797: support of multiple PDN registration sic@

      f_EUTRA_InitialRegistration_ReleaseInternetPDN(p_CellId);

    }

  }


