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Change 1 
	Template name
	cs_RRCConnectionReconfiguration_A1_83122

	Reason for change
	The 36.508 Table 4.6.6.-2 specifies element measCycleSCell_r10 to be set to sf512 when Scell exists on the frequency for which the corresponding MeasObject is being configured. In some tests (see clauses affected) this IE is not explicitly defined by the 36.523-1 and should therefore be set according to 36.508 table 4.6.6-2.

	Summary of change
	In tests where measCycleSCell_r10 is not explicitly defined in 36.523-1 and where MeasObject is configured such that there is an Scell on the same frequency in inactive state, the measCycleSCell_r10 is set to sf512.

	TTCN module
	\LTE_A_R10_R11\8_3\EUTRA_Measurements_CA.ttcn

	MCC160 Comment
	Accepted


Before change

    template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_A1_83122(RRC_TransactionIdentifier p_RRC_TI,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                            MeasObjectId p_MeasObjectId,  //@sic R5-144684 sic@

                                                                            MeasObjectId p_MeasObjectId_2,  //@sic R5s130402 sic@

                                                                            template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(p_MeasObjectId,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                                                                       p_MeasObjectId_2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),
                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A1,

                                                                                                       cs_ReportConfigEUTRA_A1_83122(-72)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1,

                                                                                                 p_MeasObjectId_2, //@sic R5s130991 sic@

                                                                                                 tsc_IdReportConfig_A1),

                                                                    -,

                                                                    p_MeasGapConfig));

After change
    template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_A1_83122(RRC_TransactionIdentifier p_RRC_TI,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                            ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                            AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                            MeasObjectId p_MeasObjectId,  //@sic R5-144684 sic@

                                                                            MeasObjectId p_MeasObjectId_2,  //@sic R5s130402 sic@

                                                                            template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(p_MeasObjectId,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                                                                       p_MeasObjectId_2,

                                                                                                       cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2,-,-,-,-,sf512)), 

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A1,

                                                                                                       cs_ReportConfigEUTRA_A1_83122(-72)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1,

                                                                                                 p_MeasObjectId_2, //@sic R5s130991 sic@

                                                                                                 tsc_IdReportConfig_A1),

                                                                    -,

                                                                    p_MeasGapConfig));
Change 2
	Template name
	cs_Measurement_Config_A5_InterFreq_CA
cs_Measurement_Config_A3_InterFreq_CA
cs_Measurement_Config_A3_IntraFreq_CA
cs_Measurement_Config_A3_InterFreq_CA_HO
cs_Measurement_Config_A6

	Reason for change
	The 36.508 Table 4.6.6.-2 specifies element measCycleSCell_r10 to be set to sf512 when Scell exists on the frequency for which the corresponding MeasObject is being configured. In some tests (see clauses affected) this IE is not explicitly defined by the 36.523-1 and should therefore be set according to 36.508 table 4.6.6-2.

	Summary of change
	In tests where measCycleSCell_r10 is not explicitly defined in 36.523-1 and where MeasObject is configured such that there is an Scell on the same frequency in inactive state, the measCycleSCell_r10 is set to sf512.

	TTCN module
	\LTE_A_R10_R11\common\EUTRA_Measurement_Templates_CA.ttcn

	MCC160 Comment
	Accepted


Before change

    template (value) MeasConfig cs_Measurement_Config_A5_InterFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq3,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth3,

                                                                    MeasObjectId p_MeasObjectId, //@sic R5-144517 sic@

                                                                    MeasObjectId p_MeasObjectId_2,

                                                                    MeasObjectId p_MeasObjectId_3,

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    template (value) ReportConfigToAddMod_ReportConfig_Type p_ReportConfig := cs_ReportConfigEUTRA_A5_Def) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_3Entries(p_MeasObjectId,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2),

                                                     p_MeasObjectId_3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq3, p_MeasurementBandwidth3)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A5, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1,p_MeasObjectId_3, tsc_IdReportConfig_A5 ),

                  -,

                  p_MeasGapConfig);
  template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130404 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    MeasObjectId p_MeasObjectId_1 := tsc_IdMeasObject_f1,  //@sic R5s144683 sic@

                                                                    template (value) ReportConfigToAddMod_ReportConfig_Type p_ReportConfig := cs_ReportConfigEUTRA_A3_8223  ) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(p_MeasObjectId_1, //@sic R5s144683 sic@

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),
                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, tsc_IdReportConfig_A3 ),

                  -,

                  p_MeasGapConfig);

template (value) MeasConfig cs_Measurement_Config_A3_IntraFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    MeasObjectId p_MeasObjectId_1 := tsc_IdMeasObject_f1,  //@sic R5s144680 sic@

                                                                    template (value) ReportConfigToAddMod_ReportConfig_Type p_ReportConfig := cs_508_ReportConfigEUTRA_A3) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(p_MeasObjectId_1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_1, tsc_IdReportConfig_A3 ), //@sic R5-130845 R5-131022 sic@

                  -,

                  p_MeasGapConfig);

  template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_CA_HO(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq3,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth3,

                                                                       MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                       MeasObjectId p_MeasObjectId_3,  //@sic R5s130422 sic@

                                                                       template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_3Entries(tsc_IdMeasObject_f2, //@sic R5s131016 sic@

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2),
                                                     p_MeasObjectId_3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq3, p_MeasurementBandwidth3)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(3,     cs_ReportConfig_reportConfigEUTRA_eventA3( 0, false, 0, ms2560, rsrp, both, 1, ms1024, r1 )), //@sic R5-140779 sic@

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_3, 3 ),

                  -,

                  p_MeasGapConfig);

template (value) MeasConfig cs_Measurement_Config_A6(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                       AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                       AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                       MeasObjectId p_MeasObjectId_1, //@sic R5s144680 sic@

                                                       MeasObjectId p_MeasObjectId_2,  //@sic R5s130400 sic@

                                                       template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(p_MeasObjectId_1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),
                  omit,

                  cs_ReportConfigToAddModList_1Entry(6, cs_ReportConfigEUTRA_A6_Def),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, 6 ),

                  -,

                  p_MeasGapConfig);

After change
  template (value) MeasConfig cs_Measurement_Config_A5_InterFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq3,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth3,

                                                                    MeasObjectId p_MeasObjectId, //@sic R5-144517 sic@

                                                                    MeasObjectId p_MeasObjectId_2,

                                                                    MeasObjectId p_MeasObjectId_3,

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    template (value) ReportConfigToAddMod_ReportConfig_Type p_ReportConfig := cs_ReportConfigEUTRA_A5_Def) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_3Entries(p_MeasObjectId,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2,-,-,-,-,sf512), //8.2.4.21.x
                                                     p_MeasObjectId_3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq3, p_MeasurementBandwidth3)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A5, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1,p_MeasObjectId_3, tsc_IdReportConfig_A5 ),

                  -,

                  p_MeasGapConfig);
  template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130404 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    MeasObjectId p_MeasObjectId_1 := tsc_IdMeasObject_f1,  //@sic R5s144683 sic@

                                                                    template (value) ReportConfigToAddMod_ReportConfig_Type p_ReportConfig := cs_ReportConfigEUTRA_A3_8223  ) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(p_MeasObjectId_1, //@sic R5s144683 sic@

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2,-,-,-,-,sf512)), //8.2.4.17.x, 8.2.4.23.x
                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, tsc_IdReportConfig_A3 ),

                  -,

                  p_MeasGapConfig);

  template (value) MeasConfig cs_Measurement_Config_A3_IntraFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    MeasObjectId p_MeasObjectId_1 := tsc_IdMeasObject_f1,  //@sic R5s144680 sic@

                                                                    template (value) ReportConfigToAddMod_ReportConfig_Type p_ReportConfig := cs_508_ReportConfigEUTRA_A3) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(p_MeasObjectId_1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2,-,-,-,-,sf512)), //8.2.4.18.x
                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_1, tsc_IdReportConfig_A3 ), //@sic R5-130845 R5-131022 sic@

                  -,

                  p_MeasGapConfig);

  template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_CA_HO(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq3,

                                                                       AllowedMeasBandwidth p_MeasurementBandwidth3,

                                                                       MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                       MeasObjectId p_MeasObjectId_3,  //@sic R5s130422 sic@

                                                                       template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_3Entries(tsc_IdMeasObject_f2, //@sic R5s131016 sic@

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2,-,-,-,-,sf512), //8.2.4.19.x
                                                     p_MeasObjectId_3,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq3, p_MeasurementBandwidth3)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(3,     cs_ReportConfig_reportConfigEUTRA_eventA3( 0, false, 0, ms2560, rsrp, both, 1, ms1024, r1 )), //@sic R5-140779 sic@

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_3, 3 ),

                  -,

                  p_MeasGapConfig);

  template (value) MeasConfig cs_Measurement_Config_A6(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                       AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                       AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                       MeasObjectId p_MeasObjectId_1, //@sic R5s144680 sic@

                                                       MeasObjectId p_MeasObjectId_2,  //@sic R5s130400 sic@

                                                       template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

  /* @status    APPROVED (LTE_A_R10_R11) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(p_MeasObjectId_1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2,-,-,-,-,sf512)), //8.3.1.17.x and 8.2.4.20.x
                  omit,

                  cs_ReportConfigToAddModList_1Entry(6, cs_ReportConfigEUTRA_A6_Def),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, 6 ),

                  -,

                  p_MeasGapConfig);

