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	Reason for change:
	In the current TTCN implementation for the constraint cr_SetupMO, the IE BCrepeatInd is set as -. 

However, in the same constraint the IEs llcRepeatInd, llc2, hlcRepeatInd and hlc2 are being set to c_RepeatIndAny IF_PRESENT, cr_LLC_Any IF_PRESENT, c_RepeatIndAny IF_PRESENT and cr_HLC_Any IF_PRESENT respectively.  This is incorrect.

As per 24.008 Sec 9.3.23.2.3, the IE llcRepeatInd can be included only when IE BCrepeatInd is present. Also as per 24.008 Sec 9.3.23.2.6, the IE hlcRepeatInd can bet set only when IE BCrepeatInd is present. Since the current TTCN implementation of this constraint does not include IE BCrepeatInd, the IEs llcRepeatInd and hlcRepeatInd should also be set to -.

Also, since the IEs llcRepeatInd and hlcRepeatInd should also be set to - as explained above, as per 24.008 Sec 9.3.23.2.5 and 24.008 Sec 9.3.23.2.8 IEs llc2 and hlc2 should also be set to -.

	
	

	Summary of change:
	In the constraint cr_SetupMO, set the IEs llcRepeatInd, llc2, hlcRepeatInd and hlc2 to -.

Please see screenshot of cr_SetupMO in NAS testsuite. Similar change is required in all ATSs where this constraint is present.

	
	

	Consequences if not approved:
	Checks for message content of MO SETUP are not correct, and may allow a non-conformant UE to pass.
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2 Corrections to cr_SetupMO (NAS testsuite)
2.1 cr_SetupMO
	Object name 
	cr_SetupMO

	Reason for change
	In the current TTCN implementation for the constraint cr_SetupMO, the IE BCrepeatInd is set as -. 

However, in the same constraint the IEs llcRepeatInd, llc2, hlcRepeatInd and hlc2 are being set to c_RepeatIndAny IF_PRESENT, cr_LLC_Any IF_PRESENT, c_RepeatIndAny IF_PRESENT and cr_HLC_Any IF_PRESENT respectively.  This is incorrect.

As per 24.008 Sec 9.3.23.2.3, the IE llcRepeatInd can be included only when IE BCrepeatInd is present. Also as per 24.008 Sec 9.3.23.2.6, the IE hlcRepeatInd can bet set only when IE BCrepeatInd is present. Since the current TTCN implementation of this constraint does not include IE BCrepeatInd, the IEs llcRepeatInd and hlcRepeatInd should also be set to -.

Also, since the IEs llcRepeatInd and hlcRepeatInd should also be set to - as explained above, as per 24.008 Sec 9.3.23.2.5 and 24.008 Sec 9.3.23.2.8 IEs llc2 and hlc2 should also be set to -.

	Summary of change
	In the constraint cr_SetupMO, set the IEs llcRepeatInd, llc2, hlcRepeatInd and hlc2 to -.

Please see screenshot below.
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