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1. Overview

This document lists all changes needed to correct problems in the TTCN implementation of test case 13.1.19 which is part of the LTE/SAE test suite in the ‘iwd-TTCN3-B2015-03_D15wk50’ ATS delivery.

The test case can be demonstrated to run with one LTE UE (see section 5). Execution log is provided as evidence.
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3. Verification Test Summary

Test Case:
TC_13_1_19
Test Group:
LTE_IRAT\13\MultiLayer_Procedures_EU_UTRAN.ttcn
ATS Version:
iwd-TTCN3-B2015-03_D15wk50
System Simulator used:
R&S CMW500
UE used:
Qualcomm MSM 8996 Thor
Verification Status:
PASS


4. Corrections required for TC 13.1.19
Change 1 – Correction to function ‘f_TC_13_1_19_20_UTRAN_Common’ 
	Function name
	f_TC_13_1_19_20_UTRAN_Common

	Reason for change
	Parameter p_PS_RB_Already_Est should be set to false in function call f_UTRAN_MO_SpeechCall_Steps11_16 as there is no previous PS RAB setup. Also, as per step 5a12 to 5a17, UTRA reference radio bearer is setup with combination "UTRA PS RB + Speech". TTCN is incorrectly setting up only Speech RAB with incorrect parameters.

	Summary of change
	Parameter p_PS_RB_Already_Est is set to false in function call f_UTRAN_MO_SpeechCall_Steps11_16.

	TTCN module
	MultiLayer_Procedures_UG_UTRAN.ttcn

	MCC160 Comment
	


Before change

...

U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_ESetup)) -> value v_RRC_DataInd;

    v_TI_R := v_RRC_DataInd.msg.esetup.ti;

    //@siclog "Step 5a12-5a17" siclog@

    f_UTRAN_MO_SpeechCall_Steps11_16(utran_Cell5, v_TI_R, true);
... 
After change

... 

U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_ESetup)) -> value v_RRC_DataInd;

    v_TI_R := v_RRC_DataInd.msg.esetup.ti;

    //@siclog "Step 5a12-5a17" siclog@

    f_UTRAN_MO_SpeechCall_Steps11_16(utran_Cell5, v_TI_R);
... 

5. Execution Log Files

5.1 Qualcomm MSM 8996 Thor
The Qualcomm MSM 8996 Thor UE passed this LTE Inter-RAT IMS Emergency Call test case on R&S CMW500 Multi-RAT Protocol Tester in eFDD band 1 and UTRA band 2 The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file
Rohde-Schwarz\tc_13_1_19_Qualcomm.log   
(Note: PICS/PIXIT settings are captured at the beginning of the TLI log)

In the log file (in .txt / -html format) the complete test case execution can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.
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	R5s160022:   Supporting information for agreement of TC 13.1.19 in LTE-FDD mode.
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