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2 Correction to testcase 9.2.2.1.3
2.1 f_TC_9_2_2_1_3_UTRAN()
	Object name 
	f_TC_9_2_2_1_3_UTRAN()

	Reason for change
	In the 15wk50 TTCN implementation for this testcase, the postamble is implemented by calling functions f_UTRAN_Postamble->f_UTRAN_SwitchPower_Off. This does not handle a situation when the UE has already detached for EPS services, and is in connected mode.

Since this function is used in many testcases, rather than modify this function, implemented the postamble sequence in a different way. Please see screenshots below.

	Summary of change
	Instead of calling f_UTRAN_Postamble , first called the function f_UT_Switchoff(UT,false). Handled the IMSI Detach Indication that is transmitted by the UE. After this called the functions called the function f_UTRAN_RRC_ConnRel_AfterSwitchOff  followed by f_UTRAN_ReleaseCell(utran_Cell5, f_UTRAN_CellInfo_GetConfigType(utran_Cell5));
Please see screenshots.

	Source of change
	NAS_Detach_UG_UTRAN.ttcn

	Label
	WA#


Before change: 

	<<SKIPPED CODE>>
//@siclog "Step 5a8" siclog@
    //Send Location Updating Accept message
    U_Dc.send (cas_DataReq_CS(utran_CellDedicated, tsc_RB3, cs_U_LocUpdAcpTMSI (v_PLMN, v_LAC))); // @sic R5s130343 sic@
    //@siclog "Step 5a9" siclog@
    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_TMSI_ReallocCmpl));  // @sic R5s130428 sic@
    // Test case now finished on UTRAN side
    f_UTRAN_TestBody_Set( false );
    f_UTRAN_Postamble(utran_Cell5, U2_CONNECTED, Combined);    

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // @sic R5s120721 sic@


After change: 

	<<SKIPPED CODE>>
//@siclog "Step 5a8" siclog@
    //Send Location Updating Accept message
    U_Dc.send (cas_DataReq_CS(utran_CellDedicated, tsc_RB3, cs_U_LocUpdAcpTMSI (v_PLMN, v_LAC))); // @sic R5s130343 sic@
    //@siclog "Step 5a9" siclog@
    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_TMSI_ReallocCmpl));  // @sic R5s130428 sic@
    // Test case now finished on UTRAN side
    f_UTRAN_TestBody_Set( false );
    //WA#9_2_2_1_3 f_UTRAN_Postamble(utran_Cell5, U2_CONNECTED, Combined);    
    f_UT_SwitchOffUE(UT, false);
    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,tsc_RB3, cr_U_Imsi_DetachInd));//WA#9_2_2_1_3
    f_UTRAN_RRC_ConnRel_AfterSwitchOff(utran_Cell5, cell_Dch);//WA#9_2_2_1_3
    f_UTRAN_ReleaseCell(utran_Cell5, f_UTRAN_CellInfo_GetConfigType(utran_Cell5));//WA#9_2_2_1_3
    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // @sic R5s120721 sic@


2.2 module NAS_Detach_UG_UTRAN
	Object name 
	module NAS_Detach_UG_UTRAN

	Reason for change
	In the change 2.1 above, the function f_UT_SwitchOff is called. This is defined in the module UpperTesterFunctions.ttcn which is not imported in the module NAS_Detach_UG_UTRAN. This needs to be done.

	Summary of change
	Imported UpperTesterFunctions.ttcn in module NAS_Detach_UG_UTRAN. Please see screenshots.

	Source of change
	NAS_Detach_UG_UTRAN.ttcn

	Label
	WA#


Before change: 

	module NAS_Detach_UG_UTRAN
{
  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;
  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;  // get UTRAN_CellId_Type
  import from UTRAN_Component all;
  import from UTRAN_IRAT_Component all;
  import from UTRAN_CellInfo all;
  import from CommonIratDefs all;
  import from CommonDefs all;
  import from UTRAN_ConfigurationSteps all;
  import from UTRAN_IRAT_CommonProcedures all;
  import from UTRAN_IRAT_CommonFunctions all;
  import from UTRAN_CommonFunctions all;
  import from UTRAN_CommonDefs all;
  import from UTRAN_TTCN_ASP_Templates all;
  import from UTRAN_NAS_PDU_Templates all;
  import from UTRAN_RRC_Templates all;
  import from UTRAN_ASN1_ASP_Templates all;
  import from UTRAN_TypeDefs all;
  import from UTRANGERAN_CommonFunctions all;



After change: 

	module NAS_Detach_UG_UTRAN
{
  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;
  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;  // get UTRAN_CellId_Type
  import from UTRAN_Component all;
  import from UTRAN_IRAT_Component all;
  import from UTRAN_CellInfo all;
  import from CommonIratDefs all;
  import from CommonDefs all;
  import from UTRAN_ConfigurationSteps all;
  import from UTRAN_IRAT_CommonProcedures all;
  import from UTRAN_IRAT_CommonFunctions all;
  import from UTRAN_CommonFunctions all;
  import from UTRAN_CommonDefs all;
  import from UTRAN_TTCN_ASP_Templates all;
  import from UTRAN_NAS_PDU_Templates all;
  import from UTRAN_RRC_Templates all;
  import from UTRAN_ASN1_ASP_Templates all;
  import from UTRAN_TypeDefs all;
  import from UTRANGERAN_CommonFunctions all;
  import from UpperTesterFunctions all;//WA#9_2_2_1_3


