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Change 1 
	Function name
	fl_TC_9_2_1_1_1a_and9_2_1_1_1b_Body

	Reason for change
	As per spec 36.523 Table 9.2.1.1.1a.3.2-1: The following messages are to be observed on Cell B unless explicitly stated otherwise.
Step20-22 need to be performed on Cell B.

	Summary of change
	Cell ID changed from CellA to CellB in steps 20-22

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_2_1_1_1a_and9_2_1_1_1b_Body(boolean p_Is_TC_9_2_1_1_1a := true) runs on EUTRA_PTC // @sic R5-141106 sic@

  {

    // ==========================================================================

    // initialize constant test case data structures

    // @sic R5-133145 sic@ has replaced cell I by cell L, therefore a variable was introduced

    // and variables were suffixed "IorL" and cellId was made variable v_EUTRA_CellIdIorL.

    // steps 27 cc different branches for TC_9_2_1_1_1a and TC_9_2_1_1_1b

    // ==========================================================================

    var HalfOctet_Type                  v_EPS_Bearer_Id      := tsc_EpsDefaultBearerId;

    var ProcedureTransactionIdentifier  v_EPS_TI             := tsc_PTI_1;

    var RRC_TransactionIdentifier       v_RRC_TI             := tsc_RRC_TI_Def;

    var EUTRA_SecurityParams_Type       v_AuthParams_authentication := f_EUTRA_Security_Get();

    var template (omit) MobileIdentity  v_MSId               := f_GetMSId (NORMAL); // @sic R5s110176 sic@

    var template AdditionalUpdateType   v_AdditionalUpdateType := f_GetAdditionalUpdateType (NORMAL); // @sic R5s110176 sic@

    var GutiParameters_Type             v_GutiParams_CellA, v_GutiParams_CellB, v_GutiParams_CellIorL, v_GutiParams_CellE;

    var NAS_PlmnId                      v_PLMN_CellIorL, v_PLMN_CellE;

    var APNandPCOs_Type v_APNandPCOs;
…

//@siclog "Step 19" siclog@

    //   The SS sends an ATTACH ACCEPT message allocating 16 TAIs and an aligned set of equivalent PLMNs

    v_PlmnAndTacs :=  {

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_004_02), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_005_002), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_316_002), tsc_TAC3)

    };

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams(eutra_CellB,            // @sic R5s100780 sic@

                                                                  v_EPS_Bearer_Id,

                                                                  v_RRC_TI,

                                                                  v_EPS_TI,

                                                                  v_AttachType,

                                                                  f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams_CellB),

                                                                  cs_TAIListMultiplePlmns3(cs_MultiplePlmnsList(v_PlmnAndTacs),

                                                                                           10,

                                                                                           cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_004_07), v_TAC_FFF0),

                                                                                           f_Asn2Nas_PlmnId(v_HPLMN_001_01),

                                                                                           {tsc_TAC1, tsc_TAC5, v_TAC27} ),  // @sic R5s110214 sic@

                                                                  v_LAI_B, // @sic R5s110427 sic@

                                                                  v_MSId,

                                                                  omit,

                                                                  v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                  f_GetDefaultProtocolConfigOptions (v_Pco), // @sic R5-104703 sic@

                                                                  f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType,

                                                                                              NORMAL), // @sic R5s110176 sic@

                                                                  cs_GprsTimer_v_deact,

                                                                  omit,

                                                                  omit,

                                                                  v_FourEquivalentPLMN,

                                                                  omit,

                                                                  cs_EPS_NwkFtSup_IMSVoice);

    //@siclog "Step 20-22" siclog@

    //+   The UE transmits an ATTACH COMPLETE message including an

    //+   ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message?

    // Steps 16-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed

    f_EUTRA_InitialRegistration_Step16_18b1(eutra_CellA); // @sic R5-160740 sic@                        

     //@siclog "Step 23" siclog@

    //+ SS waits 5 seconds

    f_Delay( f_EUTRA_SetTimerToleranceMax(eutra_CellB, nonProtocolTimer, 5.0)); // @sic R5w100302 sic@
...
After change

  function fl_TC_9_2_1_1_1a_and9_2_1_1_1b_Body(boolean p_Is_TC_9_2_1_1_1a := true) runs on EUTRA_PTC // @sic R5-141106 sic@

  {

    // ==========================================================================

    // initialize constant test case data structures

    // @sic R5-133145 sic@ has replaced cell I by cell L, therefore a variable was introduced

    // and variables were suffixed "IorL" and cellId was made variable v_EUTRA_CellIdIorL.

    // steps 27 cc different branches for TC_9_2_1_1_1a and TC_9_2_1_1_1b

    // ==========================================================================

    var HalfOctet_Type                  v_EPS_Bearer_Id      := tsc_EpsDefaultBearerId;

    var ProcedureTransactionIdentifier  v_EPS_TI             := tsc_PTI_1;

    var RRC_TransactionIdentifier       v_RRC_TI             := tsc_RRC_TI_Def;

    var EUTRA_SecurityParams_Type       v_AuthParams_authentication := f_EUTRA_Security_Get();

    var template (omit) MobileIdentity  v_MSId               := f_GetMSId (NORMAL); // @sic R5s110176 sic@

    var template AdditionalUpdateType   v_AdditionalUpdateType := f_GetAdditionalUpdateType (NORMAL); // @sic R5s110176 sic@

    var GutiParameters_Type             v_GutiParams_CellA, v_GutiParams_CellB, v_GutiParams_CellIorL, v_GutiParams_CellE;

    var NAS_PlmnId                      v_PLMN_CellIorL, v_PLMN_CellE;

    var APNandPCOs_Type v_APNandPCOs;
…

//@siclog "Step 19" siclog@

    //   The SS sends an ATTACH ACCEPT message allocating 16 TAIs and an aligned set of equivalent PLMNs

    v_PlmnAndTacs :=  {

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_004_02), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_005_002), tsc_TAC3),

      cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_316_002), tsc_TAC3)

    };

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams(eutra_CellB,            // @sic R5s100780 sic@

                                                                  v_EPS_Bearer_Id,

                                                                  v_RRC_TI,

                                                                  v_EPS_TI,

                                                                  v_AttachType,

                                                                  f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams_CellB),

                                                                  cs_TAIListMultiplePlmns3(cs_MultiplePlmnsList(v_PlmnAndTacs),

                                                                                           10,

                                                                                           cs_PartialTAI(f_Asn2Nas_PlmnId(v_HPLMN_004_07), v_TAC_FFF0),

                                                                                           f_Asn2Nas_PlmnId(v_HPLMN_001_01),

                                                                                           {tsc_TAC1, tsc_TAC5, v_TAC27} ),  // @sic R5s110214 sic@

                                                                  v_LAI_B, // @sic R5s110427 sic@

                                                                  v_MSId,

                                                                  omit,

                                                                  v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                  f_GetDefaultProtocolConfigOptions (v_Pco), // @sic R5-104703 sic@

                                                                  f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType,

                                                                                              NORMAL), // @sic R5s110176 sic@

                                                                  cs_GprsTimer_v_deact,

                                                                  omit,

                                                                  omit,

                                                                  v_FourEquivalentPLMN,

                                                                  omit,

                                                                  cs_EPS_NwkFtSup_IMSVoice);

    //@siclog "Step 20-22" siclog@

    //+   The UE transmits an ATTACH COMPLETE message including an

    //+   ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message?

    // Steps 16-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed

    f_EUTRA_InitialRegistration_Step16_18b1(eutra_CellB); // @sic R5-160740 sic@                        

     //@siclog "Step 23" siclog@

    //+ SS waits 5 seconds

    f_Delay( f_EUTRA_SetTimerToleranceMax(eutra_CellB, nonProtocolTimer, 5.0)); // @sic R5w100302 sic@
...
