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	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to SS NITZ test cases 15.9.1, 15.9.2 and 15.9.5 using AT+CUSD command.

	
	

	Source to WG:
	 Keysight Technololgies Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2016-03-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Currently the AT command  AT+CUSD given by test case does not include datacodingscheme (DCS) argument. As per AT spec 27.007 section 7.15, when this IE is not provided, the default value “0” is used. 

But,  TTCN expects value “15”. 

v_USSD_Arg := cr_USSD_Arg('0F'O, f_CharPacking_IA5toGsm7Bit(v_USSD_String, USSD_Packing)); 

Which results in failure for devices which sends DCS as 0 instead of 15. So the DCS argument needs to be included in the AT command as 3rd argument to make sure UE responds with proper DCS value.


	
	

	Summary of change:
	Included the 3rd argument i.e. DCS in the at command AT+CUSD.

	
	

	Consequences if not approved:
	A compliant UE may fail the test cases

	
	

	Clauses affected:
	15.9.1, 15.9.2 and 15.9.5
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	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


1.1 fl_ProcessSupplementaryService()
	Object name 
	fl_ProcessSupplementaryService()

	Reason for change
	In the current TTCN implementation AT command  AT+CUSD given by test case does not include datacodingscheme (DCS) argument. As per AT spec 27.007 section 7.15, when this IE is not provided, the default value “0” is used. But,  TTCN expects value “15”.

	Summary of change
	Included the 3rd argument i.e. DCS in the at command AT+CUSD with the value “15”.


	Module
	

	MCC160 Comment
	


Before:
	function fl_ProcessSupplementaryService(Ut_ParameterList_Type p_ParamList) return template (value) Ut_System_Cmd_Type

  {

    var template (value) Ut_System_Cmd_Type v_SystemCmd;

    select (p_ParamList[0].Value){

<<SKIPPED CODE>>
      case (tsc_UT_SS_USSD) {

        v_SystemCmd := cs_AT_SS_USSD (p_ParamList[2].Value); // @ Anite
      }

<<SKIPPED CODE>>



After:
	function fl_ProcessSupplementaryService(Ut_ParameterList_Type p_ParamList) return template (value) Ut_System_Cmd_Type

  {

    var template (value) Ut_System_Cmd_Type v_SystemCmd;

    select (p_ParamList[0].Value){

<<SKIPPED CODE>>
      case (tsc_UT_SS_USSD) {

        v_SystemCmd := cs_AT_SS_USSD (p_ParamList[2].Value &",15"); // @ Anite
      }

<<SKIPPED CODE>>
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