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Change 1 
	Function name
	fl_TC_9_2_3_1_25_Body()

	Reason for change
	As per spec 36.523-1 Table 9.2.3.1.25.3.3-1: 

Attach accept in step9 need to have T3412 set to 6 minutes.

	Summary of change
	Added new input parameter p_T3412 to function f_EUTRA_InitialRegistration to be able set timer in Attach Accept

	TTCN module
	\LTE\9_2\NAS_TrackingArea_EOnly.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_2_3_1_25_Body() runs on EUTRA_PTC

  { // @sic R5s110028 sic@

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_GutiParams_C := f_EUTRA_CellInfo_GetGuti(eutra_CellC);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var NAS_PlmnId v_PLMN_C := f_Asn2Nas_PlmnId (v_GutiParams_C.PLMN_Identity);

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC ( eutra_CellA );

    var TrackingAreaCode v_Tac_C := f_EUTRA_CellInfo_GetTAC ( eutra_CellC );

    var template (omit) MobileIdentity v_MSId := f_GetMSId (EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv ( v_PLMN, { bit2oct(v_Tac) } );

    var template (value) TrackingAreaIdList v_TaiList_C := cds_TAIListNonConsecutive_tlv ( v_PLMN_C, { bit2oct(v_Tac_C) } );

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var float v_T3412 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 360.0);

    var float v_T3402 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 720.0 );

    var float v_T3430plusT3411 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 25.0);  /* @sic R5s110282 sic@ */

    //@siclog "Step 1" siclog@

    // Set the cell type of cell A to the "Serving cell".

    // Set the cell type of cell B to the "Non-Suitable cell"

    // Set the cell type of cell C to the "Non-Suitable cell"

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE )   // @sic R5-121742 sic@

    }

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //  The UE is powered up or switched on

    //@siclog "Step 2" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //  Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    //@siclog "Steps 3-11Hb1" siclog@

    f_EUTRA_InitialRegistration(eutra_CellA, NORMAL, STATE2_IDLEUPDATE, NORMAL); // @sic R5-160966 sic@          

    // Wait for 6 min to ensure that T3412 expires

    //@siclog "Step 12" siclog@

    f_Delay(v_T3412);
…
After change

  function fl_TC_9_2_3_1_25_Body() runs on EUTRA_PTC

  { // @sic R5s110028 sic@

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_GutiParams_C := f_EUTRA_CellInfo_GetGuti(eutra_CellC);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var NAS_PlmnId v_PLMN_C := f_Asn2Nas_PlmnId (v_GutiParams_C.PLMN_Identity);

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC ( eutra_CellA );

    var TrackingAreaCode v_Tac_C := f_EUTRA_CellInfo_GetTAC ( eutra_CellC );

    var template (omit) MobileIdentity v_MSId := f_GetMSId (EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv ( v_PLMN, { bit2oct(v_Tac) } );

    var template (value) TrackingAreaIdList v_TaiList_C := cds_TAIListNonConsecutive_tlv ( v_PLMN_C, { bit2oct(v_Tac_C) } );

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var float v_T3412 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 360.0);

    var float v_T3402 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 720.0 );

    var float v_T3430plusT3411 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 25.0);  /* @sic R5s110282 sic@ */

    //@siclog "Step 1" siclog@

    // Set the cell type of cell A to the "Serving cell".

    // Set the cell type of cell B to the "Non-Suitable cell"

    // Set the cell type of cell C to the "Non-Suitable cell"

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE )   // @sic R5-121742 sic@

    }

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //  The UE is powered up or switched on

    //@siclog "Step 2" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //  Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    //@siclog "Steps 3-11Hb1" siclog@

    f_EUTRA_InitialRegistration(eutra_CellA, NORMAL, STATE2_IDLEUPDATE, NORMAL, -, -, -, -, -, cs_GprsTimer_v(tsc_GprsTimerUnit_6min, '00001'B)); // @sic R5-160966 sic@            
    // Wait for 6 min to ensure that T3412 expires

    //@siclog "Step 12" siclog@

    f_Delay(v_T3412);
…
Change 2 
	Function name
	f_EUTRA_InitialRegistration

	Reason for change
	As per spec 36.523-1 Table 9.2.3.1.25.3.3-1: 

Attach accept in step9 need to have T3412 set to 6 minutes.

	Summary of change
	Added new input parameter p_T3412 to function f_EUTRA_InitialRegistration and to function f_EUTRA_InitialRegistration_Step5_18b1 to be able set timer in Attach Accept

	TTCN module
	\Common\EUTRA\EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	


Before change

  function f_EUTRA_InitialRegistration(EUTRA_CellId_Type p_CellId,

                                       IDLEUPDATED_Type p_Type,

                                       IDLEUPDATED_STATE_Type p_State,

                                       EUTRA_ATTACH_Type p_ForcedAttach,

                                       integer p_NoOfEmergencyNumbers := 0, // @sic R5-115673 sic@

                                       template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                       PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE,

                                       template (omit) PLMN_List p_EquivalentPlmnList := omit, // @sic R5-160947 sic@

                                       UE_NetworkCap_ToBeTested p_UE_NetworkCap := DEFAULT) runs on EUTRA_PTC // @sic R5-155534, R5-160777 sic@

  { /* @sic R5-106611, R5-160947 sic@ */

    var NAS_MSG_Indication_Type v_NAS_Ind;

    v_NAS_Ind := f_EUTRA_InitialRegistration_Step1_4 (p_CellId, p_Type, p_ForcedAttach, p_UE_NetworkCap); // @sic R5s100780, R5s110176 sic@

    f_EUTRA_InitialRegistration_Step5_18b1 (p_CellId, p_State, p_ForcedAttach, v_NAS_Ind, p_EquivalentPlmnList, p_NoOfEmergencyNumbers, p_NtwkFeatSupport, p_PDN_TypeToBeUsed); // @sic R5s150830 sic@

  } 
…
After change

  function f_EUTRA_InitialRegistration(EUTRA_CellId_Type p_CellId,

                                       IDLEUPDATED_Type p_Type,

                                       IDLEUPDATED_STATE_Type p_State,

                                       EUTRA_ATTACH_Type p_ForcedAttach,

                                       integer p_NoOfEmergencyNumbers := 0, // @sic R5-115673 sic@

                                       template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                       PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE,

                                       template (omit) PLMN_List p_EquivalentPlmnList := omit, // @sic R5-160947 sic@

                                       UE_NetworkCap_ToBeTested p_UE_NetworkCap := DEFAULT,              // @sic R5-155534, R5-160777 sic@

                                       template (omit) GPRS_Timer p_T3412 := cs_GprsTimer_v_deact) runs on EUTRA_PTC           

  { /* @sic R5-106611, R5-160947 sic@ */

    var NAS_MSG_Indication_Type v_NAS_Ind;

    v_NAS_Ind := f_EUTRA_InitialRegistration_Step1_4 (p_CellId, p_Type, p_ForcedAttach, p_UE_NetworkCap); // @sic R5s100780, R5s110176 sic@

    f_EUTRA_InitialRegistration_Step5_18b1 (p_CellId, p_State, p_ForcedAttach, v_NAS_Ind, p_EquivalentPlmnList, p_NoOfEmergencyNumbers, p_NtwkFeatSupport, p_PDN_TypeToBeUsed, p_T3412); // @sic R5s150830 sic@        

  }
Change 3
	Function name
	f_EUTRA_InitialRegistration_Step5_18b1

	Reason for change
	As per spec 36.523-1 Table 9.2.3.1.25.3.3-1: 

Attach accept in step9 need to have T3412 set to 6 minutes.

	Summary of change
	Added new input parameter p_T3412 to function f_EUTRA_InitialRegistration and to function f_EUTRA_InitialRegistration_Step5_18b1 to be able set timer in Attach Accept

	TTCN module
	\Common\EUTRA\EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	


Before change

  function f_EUTRA_InitialRegistration_Step5_18b1(EUTRA_CellId_Type p_CellId,

                                                  IDLEUPDATED_STATE_Type p_State,

                                                  EUTRA_ATTACH_Type p_ForcedAttach,

                                                  NAS_MSG_Indication_Type p_NAS_Ind,

                                                  template (omit) PLMN_List p_EquivalentPlmnList := omit, // @sic R5-160947 sic@

                                                  integer p_NoOfEmergencyNumbers := 0, // @sic R5-115673 sic@

                                                  template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                  PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE) runs on EUTRA_PTC // @sic R5-106611 sic@

  { /* @sic R5s100780 sic@ */

    f_EUTRA_InitialRegistration_Step5_15(p_CellId,

                                         p_State,

                                         p_ForcedAttach,

                                         p_NAS_Ind,

                                         p_PDN_TypeToBeUsed,

                                         -,

                                         -,

                                         -,

                                         p_EquivalentPlmnList,

                                         p_NoOfEmergencyNumbers, // @sic R5s130681 sic@

                                         p_NtwkFeatSupport);     // @sic R5s130681 sic@

    f_EUTRA_InitialRegistration_Step16_18b1(p_CellId,

                                            -,

                                            p_NtwkFeatSupport);  // @sic R5-144797: additional change - p_NtwkFeatSupport to be handed over sic@

  }
…
After change

  function f_EUTRA_InitialRegistration_Step5_18b1(EUTRA_CellId_Type p_CellId,

                                                  IDLEUPDATED_STATE_Type p_State,

                                                  EUTRA_ATTACH_Type p_ForcedAttach,

                                                  NAS_MSG_Indication_Type p_NAS_Ind,

                                                  template (omit) PLMN_List p_EquivalentPlmnList := omit, // @sic R5-160947 sic@

                                                  integer p_NoOfEmergencyNumbers := 0, // @sic R5-115673 sic@

                                                  template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@

                                                  PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE,

                                                  template (omit) GPRS_Timer p_T3412 := cs_GprsTimer_v_deact) runs on EUTRA_PTC // @sic R5-106611 sic@       //Anrtisu TTCN CR required 9.2.3.1.25

  { /* @sic R5s100780 sic@ */

    f_EUTRA_InitialRegistration_Step5_15(p_CellId,

                                         p_State,

                                         p_ForcedAttach,

                                         p_NAS_Ind,

                                         p_PDN_TypeToBeUsed,

                                         p_T3412,                                     

                                         -,                                           

                                         -,

                                         p_EquivalentPlmnList,

                                         p_NoOfEmergencyNumbers, // @sic R5s130681 sic@

                                         p_NtwkFeatSupport);     // @sic R5s130681 sic@

    f_EUTRA_InitialRegistration_Step16_18b1(p_CellId,

                                            -,

                                            p_NtwkFeatSupport);  // @sic R5-144797: additional change - p_NtwkFeatSupport to be handed over sic@

  }
