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	Reason for change:
	In test 8.1.1.3 the SS is pre-configured to transmit RRCconnectionSetup and contention resolution in one PDU. In steps 4-5 where RRC connection establishment is excpected with modified RRCConnectionSetup message, this modification should also be done in form of pre-configuration, otherwise there is a risk that RRCconnectionSetupComplete message may come while the SS configuration is still in progress and cause a collision.
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Change 1
	Function Name
	fl_EUTRA_SendAndReceiveDL_PDCP_PDU_TwoCell

	Reason for change
	In test 8.1.1.3 the SS is pre-configured to transmit RRCconnectionSetup and contention resolution in one PDU. In steps 4-5 where RRC connection establishment is excpected with modified RRCConnectionSetup message, this modification should also be done in form of pre-configuration, otherwise there is a risk that RRCconnectionSetupComplete message may come while the SS configuration is still in progress.
Therefore, we propose to make the RRC message modification ahead, in form of preconfiguration before the RRC establishment is initiated.



	Summary of change
	The SS configuration under the step 5 has been moved from “after step 4” to “before step 3”.

	Source of change
	\LTE\source\LTE\8_1\

	MCC160
	


Before:
	      //@siclog "Step 1-2" siclog@

    //Page UE with unmatched identities and expect no response

    //Check: Does the UE transmit an RRCConnectionRequest message within 10s?

    v_GutiParameters := f_EUTRA_CellInfo_GetGuti (eutra_Cell1);

    v_S_TmsiDiff := f_CreateNewS_Tmsi({v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI});

    f_EUTRA_UE_Page_NoReaction ( eutra_Cell1,

                                 cs_NasPaging_ThreeRecords(cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                                           cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                                           cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI)),

                                 v_NoReactionTime );

    //@siclog "Step 3" siclog@

    //Page UE with matched identity

    f_EUTRA_UE_Page (eutra_Cell1,

                     cs_NasPaging_ThreeRecords(cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                               cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                               cs_PagingUE_Identity_S_TMSI(v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI)));

    //@siclog "Step 4" siclog@

    //Receive RRCConnectionRequest

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_mt_Access);    // @sic R5-120721 change 3 sic@

    //@verdict pass RRCConnectionRequest received

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.1.1.3 Step 4");

    //@siclog "Step 5" siclog@

    // @sic R5-155944 sic@

    //The SS transmits an RRCConnectionSetup message.

    //Configure SS with same UplinkPowerControlDedicated as UE is configured in Step 5

    f_EUTRA_SS_CommonCellConfig ( eutra_Cell1,

                                  cas_CellConfig_Update_DeltaMCS_Info_REQ ( eutra_Cell1,

                                                                            cs_TimingInfo_Now,

                                                                            cds_UplinkPowerControlDedicated_DeltaMCS)); // @sic R5-101114 sic@

    v_ContentionResolution_ContainedRlcPdu := { RlcPdu := f_RRC_DL_CCCH_Encvalue (fl_EUTRA_RRCConnectionSetup_DeltaMCS(eutra_Cell1))}; // @sic R5s160020 sic@

    f_EUTRA_SS_ConfigRachProcedure (eutra_Cell1,

                                    omit,

                                    cs_RachProcedureConfig_Def(omit,

                                                               f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell1),

                                                               f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1),

                                                               v_ContentionResolution_ContainedRlcPdu)); // @sic R5s160020 sic@
    //@siclog "Step 6" siclog@
 


After:
	        //@siclog "Step 1-2" siclog@

    //Page UE with unmatched identities and expect no response

    //Check: Does the UE transmit an RRCConnectionRequest message within 10s?

    v_GutiParameters := f_EUTRA_CellInfo_GetGuti (eutra_Cell1);

    v_S_TmsiDiff := f_CreateNewS_Tmsi({v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI});

    f_EUTRA_UE_Page_NoReaction ( eutra_Cell1,

                                 cs_NasPaging_ThreeRecords(cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                                           cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                                           cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI)),

                                 v_NoReactionTime );

    //@siclog "Step 5" siclog@

    // @sic R5-155944 sic@

    //The SS transmits an RRCConnectionSetup message.

    //Configure SS with same UplinkPowerControlDedicated as UE is configured in Step 5

    f_EUTRA_SS_CommonCellConfig ( eutra_Cell1,

                                  cas_CellConfig_Update_DeltaMCS_Info_REQ ( eutra_Cell1,

                                                                            cs_TimingInfo_Now,

                                                                            cds_UplinkPowerControlDedicated_DeltaMCS)); // @sic R5-101114 sic@

    v_ContentionResolution_ContainedRlcPdu := { RlcPdu := f_RRC_DL_CCCH_Encvalue (fl_EUTRA_RRCConnectionSetup_DeltaMCS(eutra_Cell1))}; // @sic R5s160020 sic@

    f_EUTRA_SS_ConfigRachProcedure (eutra_Cell1,

                                    omit,

                                    cs_RachProcedureConfig_Def(omit,

                                                               f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell1),

                                                               f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1),

                                                               v_ContentionResolution_ContainedRlcPdu)); // @sic R5s160020 sic@
    //@siclog "Step 3" siclog@

    //Page UE with matched identity

    f_EUTRA_UE_Page (eutra_Cell1,

                     cs_NasPaging_ThreeRecords(cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                               cs_PagingUE_Identity_S_TMSI(v_S_TmsiDiff.mmec, v_S_TmsiDiff.m_TMSI),

                                               cs_PagingUE_Identity_S_TMSI(v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI)));

    //@siclog "Step 4" siclog@

    //Receive RRCConnectionRequest

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_mt_Access);    // @sic R5-120721 change 3 sic@

    //@verdict pass RRCConnectionRequest received

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.1.1.3 Step 4");

    //@siclog "Step 6" siclog@


