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	In order to develop the Rel-13 test cases in TTCN-3, the current baseline shall be upgraded. RAN5 agreed to move baseline to June-16 in Rel-13 to all RAN5 TTCN-3 test suites. This CR is implementing this decision on 37.571-4 Test Suite.
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	Other comments:
	


1
Changes required to ASN.1 messages

1.1
ASN.1 Baseline Moving - 36.355

LPP ASN.1 is upgraded to 36.355-d10.

ASN.1 Changes

Non-critical extensions with extension marker (ellipsis)

	RequestCapabilities-r9-IEs
	sensor-RequestCapabilities-r13
tbs-RequestCapabilities-r13
wlan-RequestCapabilities-r13
bt-RequestCapabilities-r13
	Set to “omit” in cs_LppReqCap

	ProvideCapabilities-r9-IEs
	sensor-ProvideCapabilities-r13
tbs-ProvideCapabilities-r13
wlan-ProvideCapabilities-r13
bt-ProvideCapabilities-r13
	Set to “*” in cr_ProvideCapabilities_r9_IEs

	RequestLocationInformation-r9-IEs
	sensor-RequestLocationInformation-r13
tbs-RequestLocationInformation-r13
wlan-RequestLocationInformation-r13
bt-RequestLocationInformation-r13
	Set to “omit” in cs_LppRequestLocationInfo

	ProvideLocationInformation-r9-IEs
	sensor-ProvideLocationInformation-r13
tbs-ProvideLocationInformation-r13
wlan-ProvideLocationInformation-r13
bt-ProvideLocationInformation-r13
	Set to “*” in cr_ProvideLocationInformation_r9_IEs

	CommonIEsProvideLocationInformation
	locationSource-r13
locationTimestamp-r13
	Set to “*” in cr_CommonIEsProvideLocationInformation


1.2
ASN.1 Baseline Moving - OMA-TS-LPPe
OMA-TS-LPPe is upgraded to version V1_0-20160714-C.

ASN.1 Changes

Non-critical extensions with extension marker (ellipsis)

	OMA-LPPe-HighAccuracy3Dposition
	extUncertRange
	(no changes)

	OMA-LPPe-AGNSS-PositioningInstructions
	extUncertRange
	(no changes)

	OMA-LPPe-ECID-LTE-CellData
	dl-CarrierFreq-ext
	(no changes)

	OMA-LPPe-WLAN-AP-LocationInformation
	ueMacAddress
	(no changes)

	OMA-LPPe-WLAN-AP-RequestLocationInformation
	ueMacAddr
	(no changes)

	OMA-LPPe-WLAN-AP-ProvideCapabilities
	ueMacAddr
	(no changes)

	OMA-LPPe-WLAN-AP-TargetDeviceErrorCauses
	ueMACAddressNotAvailable
	(no changes)

	OMA-LPPe-Sensor-ProvideLocationInformation
	atmosphericPressure
	(no changes)

	OMA-LPPe-Sensor-RequestLocationInformation
	atmosphericPressureReq
	(no changes)

	OMA-LPPe-Sensor-TargetError
	atmosphericPressureError
	(no changes)


Non-backwards compatible

	OMA-LPPe-Sensor-ProvideCapabilities
	barometricPressureSupport replaced with atmosphericPressureADSupport and atmosphericPressureSupport
	(no changes)

This type is not used in our TTCN code.


Other changes
	OMA-LPPe-AtmosphericPressureAD
	change in the range of referencePressure
	(no changes)

This type is not used in our TTCN code.


