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	Reason for change:
	Following the implementation of prose CR R5-150745, the initialisation of the conference URI variables using the function fl_IMS_BuildConferenceUri() accesses the global imsInfo store but is being called before this is initialised. 

	
	

	Summary of change:
	Moved the definition of the conference URI variables to after f_IMS_CC_Preamble()
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	Other comments:
	


Change 1
	Function name
	f_TC_15_17_IMS1

	Reason for change
	The initialisation of the conference URI variables using the function fl_IMS_BuildConferenceUri() accesses the global imsInfo store but is being called before this is initialised. 

	Summary of change
	Moved the defination of the variables after f_IMS_CC_Preamble

	TTCN module
	IMS_CC_SSConferencingTestcases.ttcn

	MCC160 Comment
	


Before change
  function f_TC_15_17_IMS1() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var charstring v_ConferenceFactoryUri   := fl_IMS_BuildConferenceUri(conferenceFactoryUri);             // @sic R5-150745 sic@

    var charstring v_TemporaryConferenceUri := fl_IMS_BuildConferenceUri(temporaryConferenceUri);           // @sic R5-150745 sic@

    var charstring v_FinalConferenceUri     := fl_IMS_BuildConferenceUri(finalConferenceUri);               // @sic R5-150745 sic@
    var IMS_CallType_Type v_CallType := CONFERENCE_CALL;  /* @sic R5-155179 sic@ */

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1 - 9" siclog@    same steps as for C.10
After change
  function f_TC_15_17_IMS1() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var charstring v_ConferenceFactoryUri; 

    var charstring v_TemporaryConferenceUri;

    var charstring v_FinalConferenceUri;
    var IMS_CallType_Type v_CallType := CONFERENCE_CALL;  /* @sic R5-155179 sic@ */

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    v_ConferenceFactoryUri   := fl_IMS_BuildConferenceUri(conferenceFactoryUri);

    v_TemporaryConferenceUri := fl_IMS_BuildConferenceUri(temporaryConferenceUri);

    v_FinalConferenceUri     := fl_IMS_BuildConferenceUri(finalConferenceUri);
    f_IMS_TestBody_Set(true);

    // @siclog "Step 1 - 9" siclog@    same steps as for C.10
	
	


