Page 1



3GPP TSG-RAN WG5 Testing 
R5s160913
01 Jan – 31 Dec 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.123-3
	CR
	3564
	rev
	
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to UTRA Supplementary Service test case 15.4.5

	
	

	Source to WG:
	Keysight Technologies UK, Intel

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2016-11-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	As per TS 22.030 Section 6.5.2 , both Activation and Registration have same MMI Code :

Activation                          :         *SC*SI#

Registration                       :         *SC*SI# and **SC*SI#
The UE shall determine from the context whether, an entry of a single *, activation or registration was intended.
For example, a call forwarding request with a single * would be interpreted as registration if containing a forwarded-to number, or an activation if not
In the current TTCN implementation for call forward test cases the forward to number is sent in AT Command AT+CCFC which is causing the UE to send Register instead of Activation-SS in the Register MO Message thus causing the TC to fail.

	
	

	Summary of change:
	Added a check to omit Forward to number whenever the mode is set to Activation.

	
	

	Consequences if not approved:
	A conformant UE will fail the testcase

	
	

	Clauses affected:
	All Call Forward Test cases. 15.4.x

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


Change 1
	Object name 
	function fl_SS_CallForward()

	Reason for change
	As per TS 22.030 Section 6.5.2 , both Activation and Registration have same MMI Code :

Activation                          :         *SC*SI#

Registration                       :         *SC*SI# and **SC*SI#
The UE shall determine from the context whether, an entry of a single *, activation or registration was intended.
For example, a call forwarding request with a single * would be interpreted as registration if containing a forwarded-to number, or an activation if not

	Summary of change
	Added a check to omit Forward to number whenever the mode is set to Activation.

	Module
	MTC_Upper_Tester.ttcn

	MCC160 Comments
	


Before change: 

	function fl_SS_CallForward(Ut_ParameterList_Type p_ParamList) return template (value) Ut_System_Cmd_Type

  {

    var charstring v_CmdString := "";

    var charstring v_Reason, v_Mode;

    select (p_ParamList[0].Value) {

      case (tsc_UT_SS_CALL_FORWARDING_UNCONDITIONAL) {

        v_Reason := "0";

      }

      case (tsc_UT_SS_CALL_FORWARDING_BUSY) {

        v_Reason := "1";

      }

      case (tsc_UT_SS_CALL_FORWARDING_NO_REPLY) {

        v_Reason := "2";

      }

      case (tsc_UT_SS_CALL_FORWARDING_NOT_REACHABLE) {

        v_Reason := "3";

      }

      case (tsc_UT_SS_CALL_FORWARDING_ALL) {

        v_Reason := "4";

      }

      case (tsc_UT_SS_CALL_FORWARDING_ALL_CONDITIONAL) {

        v_Reason := "5";

      }

      case (tsc_UT_SS_CALL_FORWARDING_DEFLECTION) {

        v_Reason := "6";

      }

      case (tsc_UT_SS_CALL_FORWARDING_NOT_LOGGED_IN) {

        v_Reason := "7";

      }

      case (tsc_UT_SS_CALL_FORWARDING_DIVERSION_NOTIFICATION) {

        v_Reason := "8";

      }

    }

    select (p_ParamList[1].Value) {

      case (tsc_UT_SS_DEACTIVATE) {

        v_Mode := "0";

      } case (tsc_UT_SS_ACTIVATE) {

        v_Mode := "1";

      } case (tsc_UT_SS_QUERY) {

        v_Mode := "2";

      } case (tsc_UT_SS_REGISTER) {

        v_Mode := "3";

      } case (tsc_UT_SS_DELETE) {

        v_Mode := "4";

      }

    }

    v_CmdString := v_Reason & "," & v_Mode & ","; // @sic R5s150244 sic@

    v_CmdString := v_CmdString & """" & p_ParamList[2].Value & """";  // number @sic R5s150244, R5s160127 sic@

    v_CmdString := v_CmdString & "," & int2str(tsc_NumberingPlan_Int);  // @sic R5s150538, R5s160127 sic@

    if (ispresent(p_ParamList[3])) {

      if (p_ParamList[3].Name == "Service") { // need to add only the classx parameter

        v_CmdString := v_CmdString  & "," & p_ParamList[3].Value;

      } else { // need to add the time parameter

        v_CmdString := v_CmdString & ",,,," & p_ParamList[3].Value; // @sic R5s160127 sic@

      }

    }

    if (ispresent(p_ParamList[4])) { // need to add the time parameter

      v_CmdString := v_CmdString & ",,," & p_ParamList[4].Value; // @sic R5s160127 sic@

    }

    return cs_AT_SS_CALL_FORWARD(v_CmdString);

  }


After change: 
	function fl_SS_CallForward(Ut_ParameterList_Type p_ParamList) return template (value) Ut_System_Cmd_Type

  {

    var charstring v_CmdString := "";

    var charstring v_Reason, v_Mode;

    select (p_ParamList[0].Value) {

      case (tsc_UT_SS_CALL_FORWARDING_UNCONDITIONAL) {

        v_Reason := "0";

      }

      case (tsc_UT_SS_CALL_FORWARDING_BUSY) {

        v_Reason := "1";

      }

      case (tsc_UT_SS_CALL_FORWARDING_NO_REPLY) {

        v_Reason := "2";

      }

      case (tsc_UT_SS_CALL_FORWARDING_NOT_REACHABLE) {

        v_Reason := "3";

      }

      case (tsc_UT_SS_CALL_FORWARDING_ALL) {

        v_Reason := "4";

      }

      case (tsc_UT_SS_CALL_FORWARDING_ALL_CONDITIONAL) {

        v_Reason := "5";

      }

      case (tsc_UT_SS_CALL_FORWARDING_DEFLECTION) {

        v_Reason := "6";

      }

      case (tsc_UT_SS_CALL_FORWARDING_NOT_LOGGED_IN) {

        v_Reason := "7";

      }

      case (tsc_UT_SS_CALL_FORWARDING_DIVERSION_NOTIFICATION) {

        v_Reason := "8";

      }

    }

    select (p_ParamList[1].Value) {

      case (tsc_UT_SS_DEACTIVATE) {

        v_Mode := "0";

      } case (tsc_UT_SS_ACTIVATE) {

        v_Mode := "1";

      } case (tsc_UT_SS_QUERY) {

        v_Mode := "2";

      } case (tsc_UT_SS_REGISTER) {

        v_Mode := "3";

      } case (tsc_UT_SS_DELETE) {

        v_Mode := "4";

      }

    }

    v_CmdString := v_Reason & "," & v_Mode & ","; // @sic R5s150244 sic@

    if(p_ParamList[1].Value != tsc_UT_SS_ACTIVATE)

    {

        v_CmdString := v_CmdString & """" & p_ParamList[2].Value & """";  // number @sic R5s150244, R5s160127 sic@
        v_CmdString := v_CmdString & "," & int2str(tsc_NumberingPlan_Int);  // @sic R5s150538, R5s160127 sic@//

    }

    else

    {

        v_CmdString := v_CmdString & ",";

    }
    if (ispresent(p_ParamList[3])) {

      if (p_ParamList[3].Name == "Service") { // need to add only the classx parameter

        v_CmdString := v_CmdString  & "," & p_ParamList[3].Value;

      } else { // need to add the time parameter

        v_CmdString := v_CmdString & ",,,," & p_ParamList[3].Value; // @sic R5s160127 sic@

      }

    }

    if (ispresent(p_ParamList[4])) { // need to add the time parameter

      v_CmdString := v_CmdString & ",,," & p_ParamList[4].Value; // @sic R5s160127 sic@

    }

    return cs_AT_SS_CALL_FORWARD(v_CmdString);

  }


	

	


