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	Other comments:
	


1
Changes required to ASN.1 messages

1.1
ASN.1 Baseline Moving - 36.355

LPP ASN.1 is upgraded to 36.355-e20.

ASN.1 Changes

Non-critical extensions with extension marker (ellipsis)

	RequestAssistanceData-r9-IEs
	sensor-RequestAssistanceData-r14
tbs-RequestAssistanceData-r14
wlan-RequestAssistanceData-r14
	Set to “omit” in cs_RequestAssistData
Set to “*” in cr_RequestAssistanceData_r9_IEs

	ProvideAssistanceData-r9-IEs
	sensor-ProvideAssistanceData-r14
tbs-ProvideAssistanceData-r14
wlan-ProvideAssistanceData-r14
	No impact

	CommonIEsRequestLocationInformation
	messageSizeLimitNB-r14
	Set to “omit” in cs_LppRequestLocationInfo

	QoS
	responseTimeNB-r14
	Set to “omit” in cs_LppRequestLocationInfo

	OTDOA-ProvideAssistanceData
	otdoa-ReferenceCellInfoNB-r14
otdoa-NeighbourCellInfoNB-r14
	Set to “omit”in cs_OtdoaProvideAssistData_Error,
cs_OtdoaProvideAssistanceData,
cs_OtdoaProvideAssistanceData_7_3_5_1,
cs_OtdoaProvideAssistanceData_Neighbour

	OTDOA-ReferenceCellInfo
	tpId-r14
cpLengthCRS-r14
sameMBSFNconfigRef-r14
dlBandwidth-r14
addPRSconfigRef-r14
	Set to “omit” in cs_OtdoaProvideAssistanceData,
cs_OtdoaProvideAssistanceData_7_3_5_1,
cs_OTDOA_ReferenceCellInfo

	PRS-Info
	prsID-r14
add-numDL-Frames-r14
prsOccGroupLen-r14
prsHoppingInfo-r14
	Set to “omit” in cs_PrsInfo_Def

	OTDOA-NeighbourCellInfoElement
	tpId-r14
prs-only-tp-r14
cpLengthCRS-r14
sameMBSFNconfigNeighbour-r14
dlBandwidth-r14
addPRSconfigNeighbour-r14
	Set to “omit” in cs_OTDOA_NeighbourCellInfoElement,
cs_OTDOA_NeighbourCellInfoElement_7_5_1

	OTDOA-RequestAssistanceData
	adType-r14
	Set to “*” in cr_OTDOA_RequestAssistanceData

	OTDOA-ProvideLocationInformation
	otdoaSignalMeasurementInformation-NB-r14
	No impact

	OTDOA-SignalMeasurementInformation
	tpIdRef-r14
prsIdRef-r14
additionalPathsRef-r14
nprsIdRef-r14
carrierFreqOffsetNB-Ref-r14
hyperSFN-r14
	No impact

	NeighbourMeasurementElement
	tpIdNeighbour-r14
prsIdNeighbour-r14
delta-rstd-r14

additionalPathsNeighbour-r14
nprsIdNeighbour-r14
carrierFreqOffsetNB-Neighbour-r14
	No impact

	OTDOA-RequestLocationInformation
	multipathRSTD-r14
maxNoOfRSTDmeas-r14
	Set to “omit” in cs_OtdoaRequestLocationInfo

	OTDOA-ProvideCapabilities
	prs-id-r14
tp-separation-via-muting-r14
additional-prs-config-r14
prs-based-tbs-r14
additionalPathsReport-r14
densePrsConfig-r14
maxSupportedPrsBandwidth-r14 prsOccGroup-r14
prsFrequencyHopping-r14 maxSupportedPrsConfigs-r14
periodicalReporting-r14

multiPrbNprs-r14
idleStateForMeasurements-r14
	No impact

	A-GNSS-ProvideCapabilities
	periodicalReportingNotSupported-r14
idleStateForMeasurements-r14
	Set to “*” in cr_A_GNSS_ProvideCapabilities

	MeasuredResultsElement
	nrsrp-Result-r14
nrsrq-Result-r14
carrierFreqOffsetNB-r14
hyperSFN-r14
	No impact

	ECID-ProvideCapabilities
	periodicalReporting-r14

triggeredReporting-r14
idleStateForMeasurements-r14
	No impact

	ECID-TargetDeviceErrorCauses
	nrsrpMeasurementNotPossible-r14
nrsrqMeasurementNotPossible-r14
	No Impact

	MBS-BeaconMeasElement-r13
	rssi-r14
	No impact

	TBS-RequestLocationInformation-r13
	mbsAssistanceAvailability-r14
mbsRequestedMeasurements-r14
	Set to “omit” in cs_TbsRequestLocationInfo

	TBS-ProvideCapabilities
	mbs-AssistanceDataSupportList-r14
periodicalReportingSupported-r14
mbs-ConfigSupport-r14
mbs-IdleStateForMeasurements-r14
	No impact

	Sensor-MeasurementInformation-r13
	uncertainty-r14
	No impact

	Sensor-RequestLocationInformation-r13
	assistanceAvailability-r14
	Set to “omit” in cs_SensorRequestLocationInfo

	Sensor-ProvideCapabilities
	sensor-AssistanceDataSupportList-r14
periodicalReportingSupported-r14
idleStateForMeasurements-r14
	No impact

	WLAN-RequestLocationInformation-r13
	assistanceAvailability-r14
	Set to “omit” in cs_WLANRequestLocationInfo

	WLAN-ProvideCapabilities
	wlan-AP-AD-Supported-r14
periodicalReportingSupported-r14
idleStateForMeasurements-r14
	No impact

	WLAN-LocationServerErrorCauses-r13
	apLocationDataUnavailable-r14
	No impact

	BT-ProvideCapabilities-r13
	idleStateForMeasurements-r14
periodicalReportingSupported-r14
	No impact


1.2
ASN.1 Baseline Moving - OMA-TS-LPPe

No new version of OMA-TS-LPPe. Types will remain as in version V1_0-20160714-C.
