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	Reason for change:
	According to 36.523-3 table 8.3.1.11.3.3-7, in MobilityControlInfo in RRCConnectionReconfiguration sent at step 6, carrierFreq and CarrierFreq-v9e0 are not present for EUTRA band > 64. Current TTCN implementation is including EARFCN information for cell 2 for all EUTRA bands.

	
	

	Summary of change:
	Correct implementation to only include carrierFreq in mobilityControlInfo for bands<64.
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Change

	Function name
	f_TC_8_3_1_11_EUTRA()

	Reason for change
	According to 36.523-3 table 8.3.1.11.3.3-7, in MobilityControlInfo in RRCConnectionReconfiguration sent at step 6, carrierFreq and CarrierFreq-v9e0 are not present for EUTRA band > 64. Current TTCN implementation is including EARFCN information for cell 2 for all EUTRA bands.

	Summary of change
	Correct implementation to only include carrierFreq in mobilityControlInfo for bands<64.

	TTCN module
	RRC_Measurement.ttcn

	MCC160 Comment
	


Before change

       //@siclog "Step 6" siclog@

    //The SS transmits an RRCConnectionReconfiguration message including a mobilityControlInfo, to order the UE to perform intra frequency handover to Cell 2.

    f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity(eutra_Cell1,

                                                         eutra_Cell2,

                                                         f_Generate_cs_MobilityControlInfo_HO(eutra_Cell2, cs_CarrierFreqEUTRA_v9e0(v_Frequency_IE_f2.UL_DL_Earfcn.dl_CarrierFreq_r9, omit), omit), //@sic R5s170595, R5-171145 sic@

                                                         cs_508SecurityConfigHO_IntraLTE);

    //stop periodic TA on source cell

    //@sic R5s100879 sic@    

After change

    //@siclog "Step 6" siclog@

    //The SS transmits an RRCConnectionReconfiguration message including a mobilityControlInfo, to order the UE to perform intra frequency handover to Cell 2.

   if( px_ePrimaryFrequencyBand > 64 ) {      

        f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity(eutra_Cell1,

                                                         eutra_Cell2,

                                                         f_Generate_cs_MobilityControlInfo_HO(eutra_Cell2, omit, omit), //@sic R5-171145 sic@

                                                         cs_508SecurityConfigHO_IntraLTE);

    }

    else{    

        f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity(eutra_Cell1,

                                                         eutra_Cell2,

                                                         f_Generate_cs_MobilityControlInfo_HO(eutra_Cell2, cs_CarrierFreqEUTRA_v9e0(v_Frequency_IE_f2.UL_DL_Earfcn.dl_CarrierFreq_r9, omit), omit), //@sic  R5s170595, R5-171145 sic@

                                                         cs_508SecurityConfigHO_IntraLTE);

    }
    //stop periodic TA on source cell

    //@sic R5s100879 sic@
