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 Change 1

	Function name
	UTRAN34_Parameters

	Reason for change
	There are 3 PICS parameters which no longer existing in the specifications and not used in any TTCN-3 test suite. 

pc_PriorityBasedCellReselection, 
pc_MS_RRLP_Positioning_Indication & 
pc_SS_Phase2Supp

	Summary of change
	Removed unused PICS paratmers from TTCN-3 test suite.

	TTCN module
	UTRAN34_Parameters.ttcn

	MCC160 Comment
	


Before change
	module UTRAN34_Parameters {

  import from CommonDefs all;

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;

  //****************************************************************************

  // PIXIT Parameters

  //----------------------------------------------------------------------------

  modulepar B2_Type                     px_8PSK_PowerCap;                               // @desc  Power Class used for8SK with the indicated Access Technology, see 24.008, 10.5.5.12a

                                                                                        // Reference to other Spec: 34.123-3 Table B.1.17.2

  modulepar integer                     px_AnrForUtranMeasLogWaitTime := 15;            // @desc  Time required by UE to measure, detect and log an ANR cell in idle mode, CELL_PCH and URA_PCH. Value in seconds in the range of 1 to 60 seconds

                                                                                        // Reference to other Spec: 34.123-3 Table B.1.20

  ……………..
  modulepar B1_Type                     pc_MS_ClsmkVGCS             := '0'B;            // @desc  default VGCS Capability.

                                                                                        // Reference: 51.010-2 Table A.25/154

  modulepar boolean                     pc_MS_RRLP_Positioning_Indication := false;     // @desc  RRLP positioning Indication supported

                                                                                        // Reference: 51.010-2 Table A.1b/4
  modulepar B1_Type                     pc_MTTI;                                        // @desc  Support of Multiple TTI configurations

                                                                                        // Reference: 51.010-2 Table A.2/20

  modulepar boolean                     pc_MT_Serv                  := false;           // @desc  At least one MT circuit switched basic service

                                                                                        // Reference: 34.123-2 Table A.20/5

  modulepar MaxHcContextSpace_r5_ext    pc_MaxHcContextSpace_r5_ext;                    // @desc  Maximum header compression context space

                                                                                        // Reference: 34.123-2 Table A.19a/6

  modulepar boolean                     pc_MultiCell                := false;           // @desc  Support of More Than Two Cells

                                                                                        // Reference: 34.123-2 Table A.18a/47

  modulepar boolean                     pc_Multiflow_HSDPA          := false;           // @desc  Support of Multiflow HSDPA

                                                                                        // Reference: 34.123-2 Table A.18a/58

  modulepar B1_Type                     pc_Multiple_TBF;                                // @desc  Support of Multiple TBFs

                                                                                        // Reference: 51.010-2 Table A.2/106

  modulepar boolean                     pc_NonCallRelSS             := false;           // @desc  At least one non-call related Supplementary Service supported

                                                                                        // Reference: 34.123-2 Table A.7/30

  modulepar boolean                     pc_NwSecPDP_Support         := false;           // @desc  Secondary PDP context activation by the network

                                                                                        // Reference: 34.123-2 Table A.20/26a

  modulepar boolean                     pc_PCH_StatesToEUTRA_IdleReselection := false;  // @desc  Support UTRA CELL_PCH/URA_PCH to EUTRA RRC_IDLE cell reselection

                                                                                        // Reference: 34.123-2 Table A.21/45

  modulepar boolean                     pc_PCS_1900_BAND            := false;           // @desc  IF GSM band of 1900 is supported

                                                                                        // Reference: 51.010-2 Table A.1/18

  modulepar boolean                     pc_PSM                      := false;           // @desc  Support of Power Saving Mode

                                                                                        // Reference: 34.123-2 Table A.10/42

  modulepar boolean                     pc_PS_Handover              := false;           // @desc  Support of PS Handover

                                                                                        // Reference: 51.010-2 Table A.2/82

  modulepar boolean                     pc_PS_Handover_To_GAN       := false;           // @desc  Support of PS Handover to GAN

                                                                                        // Reference: 51.010-2 Table 2/105

  modulepar boolean                     pc_P_GSM_900_BAND           := false;           // @desc  IF GSM band of 900 is supported

                                                                                        // Reference: 51.010-2 Table A.1/1

  modulepar boolean                     pc_PriorityBasedCellReselection := false;       // @desc  Priority Based Cell Reselection

                                                                                        // Reference: 51.010-2 Table A.25/162
  modulepar B1_Type                     pc_Priority_Based_Cell_Reselection;             // @desc  Priority Based Cell Reselection

                                                                                        // Reference: 51.010-2 Table A.25/162

  modulepar boolean                     pc_RFC2507                  := false;           // @desc  IP header compression protocol RFC 2507 is supported

                                                                                        // Reference: 34.123-2 Table A.19a/1

  …………….
  modulepar boolean                     pc_SS_MultiParty            := false;           // @desc  Multi Party Service

                                                                                        // Reference: 34.123-2 Table A.7/12

  modulepar B1_Type                     pc_SS_Phase2Supp            := '1'B;            // @desc  Support of Supplementary Service Phase 2

                                                                                        // Reference: 51.010-2 Table A.25/152
  modulepar boolean                     pc_SS_USSD                  := false;           // @desc  Unstructured SS Data

                                                                                        // Reference: 34.123-2 Table A.7/35

  ………………..
}  


After change
	module UTRAN34_Parameters {

  import from CommonDefs all;

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;

  //****************************************************************************

  // PIXIT Parameters

  //----------------------------------------------------------------------------

  modulepar B2_Type                     px_8PSK_PowerCap;                               // @desc  Power Class used for8SK with the indicated Access Technology, see 24.008, 10.5.5.12a

                                                                                        // Reference to other Spec: 34.123-3 Table B.1.17.2

  modulepar integer                     px_AnrForUtranMeasLogWaitTime := 15;            // @desc  Time required by UE to measure, detect and log an ANR cell in idle mode, CELL_PCH and URA_PCH. Value in seconds in the range of 1 to 60 seconds

                                                                                        // Reference to other Spec: 34.123-3 Table B.1.20

  ……………..
  modulepar B1_Type                     pc_MS_ClsmkVGCS             := '0'B;            // @desc  default VGCS Capability.

                                                                                        // Reference: 51.010-2 Table A.25/154

  //REMOVED modulepar boolean                     pc_MS_RRLP_Positioning_Indication := false;     // @desc  RRLP positioning Indication supported

                                                                                        // Reference: 51.010-2 Table A.1b/4
  modulepar B1_Type                     pc_MTTI;                                        // @desc  Support of Multiple TTI configurations

                                                                                        // Reference: 51.010-2 Table A.2/20

  modulepar boolean                     pc_MT_Serv                  := false;           // @desc  At least one MT circuit switched basic service

                                                                                        // Reference: 34.123-2 Table A.20/5

  modulepar MaxHcContextSpace_r5_ext    pc_MaxHcContextSpace_r5_ext;                    // @desc  Maximum header compression context space

                                                                                        // Reference: 34.123-2 Table A.19a/6

  modulepar boolean                     pc_MultiCell                := false;           // @desc  Support of More Than Two Cells

                                                                                        // Reference: 34.123-2 Table A.18a/47

  modulepar boolean                     pc_Multiflow_HSDPA          := false;           // @desc  Support of Multiflow HSDPA

                                                                                        // Reference: 34.123-2 Table A.18a/58

  modulepar B1_Type                     pc_Multiple_TBF;                                // @desc  Support of Multiple TBFs

                                                                                        // Reference: 51.010-2 Table A.2/106

  modulepar boolean                     pc_NonCallRelSS             := false;           // @desc  At least one non-call related Supplementary Service supported

                                                                                        // Reference: 34.123-2 Table A.7/30

  modulepar boolean                     pc_NwSecPDP_Support         := false;           // @desc  Secondary PDP context activation by the network

                                                                                        // Reference: 34.123-2 Table A.20/26a

  modulepar boolean                     pc_PCH_StatesToEUTRA_IdleReselection := false;  // @desc  Support UTRA CELL_PCH/URA_PCH to EUTRA RRC_IDLE cell reselection

                                                                                        // Reference: 34.123-2 Table A.21/45

  modulepar boolean                     pc_PCS_1900_BAND            := false;           // @desc  IF GSM band of 1900 is supported

                                                                                        // Reference: 51.010-2 Table A.1/18

  modulepar boolean                     pc_PSM                      := false;           // @desc  Support of Power Saving Mode

                                                                                        // Reference: 34.123-2 Table A.10/42

  modulepar boolean                     pc_PS_Handover              := false;           // @desc  Support of PS Handover

                                                                                        // Reference: 51.010-2 Table A.2/82

  modulepar boolean                     pc_PS_Handover_To_GAN       := false;           // @desc  Support of PS Handover to GAN

                                                                                        // Reference: 51.010-2 Table 2/105

  modulepar boolean                     pc_P_GSM_900_BAND           := false;           // @desc  IF GSM band of 900 is supported

                                                                                        // Reference: 51.010-2 Table A.1/1

  //REMOVED modulepar boolean                     pc_PriorityBasedCellReselection := false;       // @desc  Priority Based Cell Reselection

                                                                                        // Reference: 51.010-2 Table A.25/162
  modulepar B1_Type                     pc_Priority_Based_Cell_Reselection;             // @desc  Priority Based Cell Reselection

                                                                                        // Reference: 51.010-2 Table A.25/162

  modulepar boolean                     pc_RFC2507                  := false;           // @desc  IP header compression protocol RFC 2507 is supported

                                                                                        // Reference: 34.123-2 Table A.19a/1

  …………….
  modulepar boolean                     pc_SS_MultiParty            := false;           // @desc  Multi Party Service

                                                                                        // Reference: 34.123-2 Table A.7/12

  //REMOVED modulepar B1_Type                     pc_SS_Phase2Supp            := '1'B;            // @desc  Support of Supplementary Service Phase 2

                                                                                        // Reference: 51.010-2 Table A.25/152
  modulepar boolean                     pc_SS_USSD                  := false;           // @desc  Unstructured SS Data

                                                                                        // Reference: 34.123-2 Table A.7/35

  ………………..
}  


